REFERENCES

1. “Specification for GRP pipes, joints and fittings for use of water supply”, BS 5480:1990
2. “Design and construction of GRP piping system for individual plants or site”, BS 7159:1989
10. “Linear Static, normal modes, and buckling analysis using MSC. Nastran and MSC. Patran”, NAS 120 Workbook.2005, MSC. Software Corporation
12. “Fibre-reinforced plastic pressure vessels”, 2001 ASME Section X
13. “AWWA STANDARD for GFR Pressure Pipe”, ANSI AWWA C950-81, First Edition
explicit biphase model”, Part I – Elastic Parameters volume 38, Number 23, 2004
pp 677 – 678.
Inc, New York, 1998
22. “Glass fibre reinforced thermosetting plastics pipes”, SANS 1748-2
& Hall, 2-6 Boundary Row, London. 1994
in pipe flange connections with gaskets subjected to external bending
moments”, Graduate School of Engineering, University of Yamanashi, 4-3-11
Takeda, Kofu-shi, Yamanashi 400-8511, Japan
25. Nakai, A. Sugimoto, O. and Hamada, H. “Mechanical properties of composite
with L-joint”, Division of Advanced Fibro Science, Kyoto Institute of
Technology, Goshokaido-cho, Mtsugasika, Sakyoku, Kyoto 606-8585, Japan
26. Godwin, E.W. et al “The design of bolted flange joints in GRP”, Plastics and
APPENDIX A - INTERNATIONAL STANDARDS RELATING TO THE DESIGN, MANUFACTURING AND TESTING PROCEDURES OF FRP PIPE JOINTS

1. “2001 Boiler and pressure vessel code”, ASME 10 CODES
2. “Standard specification for fibreglass pressure pipe fittings”, ASTM D5685-95
3. “Standard specification for contact moulded fibreglass flanges”, ASTM D5421-93
4. “Standard practice for determining dimensions of fibreglass pipes and fittings”,
   ASTM D 3567-97
5. “Standard practice for selecting bolting lengths for piping system flanged joints”, ASTM F704-81
6. “Standard test method for cyclic pressure strength of reinforced thermosetting plastic pipe”, ASTM D2143-00
10. “Standard for the design and performance of GRP pipes, and fittings for process plants”, BS 6464
11. “Specification for glass reinforced plastics pipes, joints and fitting for use for water supply or sewerage”, BS 5480
12. “Code of practice for design and construction of glass-reinforced plastics piping systems for individual plants or sites”, BS 7159
13. “Glass fibre reinforced polyester resin pipe fittings and joints assemblies – Requirements for testing of bushes, flanges and flanged laminated joints”, DIN 16966-7
15. “Plastics piping systems – glass reinforced thermosetting plastics pipes and fittings – test methods to prove the leaktightness of the wall under short-term internal pressure”, ISO 7511