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Man-Machine Interface
to an Electrconic Telephone Exchange

using a Microcomputer
ABSTRACT

This dissertation describes a project that created a
user-friendly Man-Machine Interface to thre Operations and
Mainteuance Centre (OMC) computer. (The OMC computer
controlas the SA128F version of the K10OB EKlectronic
Telephone Exchange used in the South African public

network.)

The approach taken involved no changes to the OMC
computer, but incorporated the necessary logic in a
microcomputer thar replaces the existing Visual Display

Terminal.

In anticipation of the 1984 International Telegraph
and Telephone Consultative Committee (CCITT) Man-Machine
Language (MMi) recommendations, a form-based interface was
created for the microcomputer. The existing command
language was converted t¢ a menu-based language in order to
place the minimum demands upon the operators' memory. On-
line help screens were provided to give further asaistance

to the operator,
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THE PREFACE

The preface to this dissertation identifies the
subject, the purpose and the audience of this dissertation.
It outlines the organization of the dissertation, and

concluies with the acknowledgements.

This dissertation describes a research project to
improve the ma.-machine interface of one type of Electronic
Telephone Exchange (ETE) used in the South African public
network. The project took the form of a practical plan to
improve the existing interface by creaiing a Man-Machine
Intertface (MMI) using microcomputers in place of Visual
Display Terv.inals (VDIP's). 1t wes discovered that such an

plan was reasonable,

The project relates specifically to system level 7.4
of the SA128E version of the French E10B ETE and
associated Operations and Maintenance Centre (oMcC)
computer. The MMI runs on the Apple Ile microcomputer,

using the Apple Fascal operating svstem versicn tel,

This dissertaticn is directed to those who seek to
improve an existing man-machine interface. It indicates
which techniques of Software Fngineering can be applied to
such a project. It is assumed that the reader is familiar
with the principles of Telecommunication and Software

Engineering |1 p. 32].

Chapter Une defines the problem of the existing man-

mnehine interface and itn root causen. A broad overview of

existing knowledge of man-machine interfaces is given.

Subsequent chapters explain the MMI project according to

"

the phases of the Sottware Developuent Cycle Lt p. 31},
‘ Chapter Two analyses the problem, and delineates the scopa
" of the project. Chapter Three deals with the functional

ety
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and interface requirements, and Chapter Four tho design
phase. The implementation phase is treated in Chapter
Five, the creation of the program in Chapter Six, and the
division of the program into modules in Chapter Seven.
Chapter 8 explainas the system test plan. Finally,

conclusions are drawn in Chapter Nine.

The author wishes to thank the staff of the South
African Post Office (SAPO) for their support, discussions,
and interest. The author would also like to express
svecial thanks to his supervisor, trofessor H. E. Hanrahan
of the Univeraity of the Witwaters and for his constructive

advice and guidance during the project.

This dissertation has not been published previously.
Copyright is vested in the author in terms of Regulation
G.29 »i the University.
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OF ABBREVIATIONS USED

The following is a list of the abbreviations used in

dissertation. The list does not include mnemonics

for characters, instructions, procedures or units:

ASCII = American Nationwul Standard Code for I[nformation
Interchange

AC = Administrative Centre

CCITT = International Telegraph and Telephone Consultative
Committee

CHILL = CCITT High lLevel Languunge

KPROM - Kraseable FProgrammable KRead-Unly Memory

ETE = Electronic Telephone Exchange

EWSD = Siemens Digital Electronic Switching System

FDL = Formal Descriptiuvn Language

MM, =~ Man-Machine Interface (this project)

MML = Man-Machine Language (CCITT)

OMC = gperations and Maintenance Centre

PABX = Private Automatic Branch Fxchange

ROM » Read-0Only Memory

S5APO = South Africaun Yrost Office

ss¢C = Subscribers' Service Centre

UCSD = University of California at San Diego

vpT = Visual hisplay Termina.
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CHAPTER 1
INTRODUCTION

1o INTROVUHCTION TO THE PROBLEM

The SA1238E ETE is disappointing in its lack of
consideration for the user. In particular, administrative
staff of the SAPO experience difficulty in learni.ig and
remembering the mnemonic symbols [1 p. 24] of the command
language {1 p. 12] used to control the SA128E ETE via the
OMC computer. The cryptic error messages returned from the
OMC computer alsc create problems. Unfortunately, the
terminals connected to the OMC computer and the operating
system include no flexibility to allow changes or
improvements., This section gives the reason for starting
the MMI project. It details the causes of the problenm
being experienced locally with the existing man-machine

interface, and also delimits the scope of the project.

The problem is caused firstly by the existing
terminals. Traditionally, telephonir functions are
controlled by having operantorsa type their commands onto
simple terminals. (Intelligent terminals are starting to
be used by the SAPU -~ these terminals have e.g. function
keysa that can be loaded with frequently used character
strings.) The operators have to remember the French

mnemonice for the functions and the sequencing of them,

A 5 e B e B e e e e A KR it e ooy oo
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Unfortunately, the simple terminals contain no prograns,
80 it is not possible to modify them to improve the man-

machkine interface.

The lack of a standard interface aggravates the
problem further. Daily tasks executed at KETE's are
similiar for all telecommunication adminisirations.
However, the operator interfaces used by SAPO are not
standardized. This is a partly as ua rvesult of the ETE's
being designed at different pecints in time [2 pp. 144,145},
and partly as a reault of the ETE's beinyg designed by

different manutfacturera.

The problem is compounded by inadequate training.
The operators at the Administrative Ceuntre (AC) and
Subscriberas' Service Centre (SS(C) received no overseas
training or training in the French language, and minimal
local training. They had no manuals, simply a few

handw-itten nctes.

Finally, attempts to solve the problem are confounded
by the design authority being based overseas. Operating
nystems for the ETE's used in South Africa are designed and
maintained overseas. Consequently even the smallest change
must be implenented with the co-operation of the overseas

desi n authority.

In crder to provide a solution to the problem this
research project creates a better MMI. The approach taken
allows the root causes of the local problems to be avoided
or corrected, Learning and remembering difficulties lecome
minimal, 'nflexible terminals are replaced, and the
problems with the vperating system of the OMC computer are

circumvented.
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1.1 INTRODUCTION TO THE PROJECT

The remainder of this chapter gives the historical
background to the present work. [t revicws the available

literature, laying the foundation for the MMI project.

When the first SA128K was installed, it printed a new
fault message (using French mnemonics) every 5 seconds.
The sheer volume of messages caused them to be ignored by
the maintenance ataff. To help the staff, the author
created a systewm named TRACE FAULTS to automatically
translate and analyse these messages. The 3ys’'em helped
the sata{¢ to readily determine the patternu »f faults and to
take remedial action where it was mnosat needcd. The system
was of great utility during the period of coming to terms
with the new ETE. As a result of the succuss of this
system, a similiar system for autor iically translating,
analysing and distributing alarm m+ .stges has been

dcveloped by a team at the Poat Of{ice laboratories [3].

Attention was focussed subl~equently on operators other
than the maintenance staff at %ie ETE. These operators
also had to suffer an awkw: rd interface. They received no
overseas training and mininsal lo. training. Consequently
they experienced difficulty in initially learning the
French mnemonica :required to command the OMC computer.
Uperator manunln were available, but were not problem-
orientated. A quick look at a log of their work revealed
highly inefficient keying strateglies, contributing to low
productivity.

The problem of training ts not unique to South Africa.
Many facets of Man-Machine interactions were covered in the
Intcrnational seminar held in Zurich in 1982, In particu-
lar, Beredetti argued in favour of funding research in

order to reduce stafi coats:

I‘.\,\\‘




"Costs incurred by Administrations ... for the
operation and maintenance of telephone systenms
continue to increase an a result of steadily
increasirg personnel costs. Such costs will not
decrease with the introduction of SPC (Stored Program
Control) systems; in fact, the enhanced and
sophisticated features of USPC systems require more
experienced pursonnel, whicvh will augment costs for

the personnel training and/or retraining.

1t would thus seem nppropriaste to invest in research
eee to supply, whenever possible, automatic com=-
puter supported tools that can asasist the operator in

the operation and maintenance procedures.” [4 p. 269]

In the fieis: of improving man-machine interfaces in
telecommunicaticns, an extensive literature survey revealed
one similiar project [5], [6], of a microcomputer deing
connected as a terminal to a public ETE (System X). This
present project is original in that forms are used for the
operator interface, and connecticn 1 p. 14] is made to the

OMC computer.

1.2 THE MAN-MACHINE INTERFACE (MMI)

Before using the theoretical knowledge on man-machine
interfaces, it is neceasary to bear the warning of Tesler

in mind:

" oy

Some people think they can design friendly software

. just by being clever, or by reading papers on

principlen of user interface design” [7 p. 9].

i, SR kvt SRR T S

In order not to fall into this trap, the MMI project ¢
BJ first tanke3 a theoretical and then a practical approach to %
: ¥
- the problen. The remainder of this chapter deals with the i
#
*e %
[ 4
s
]

.45

X
R




A

theory of man-machine interfaces in general, and then
concentrates on man-machine interfaces in the field of
telecommunication. The wman-machine Interface will be
analysed in three parta: the man, the machine, and the

interface between them.

1.3 MAN-MACHINE INTERFACEKE -- THE MAN

The first part of the man-machine interface is the man

(or woman). In this context, some references talk about

*

the "user”, others refer to the

'operator”, Tesler advises
enliasting the help of typical users at their workplaces,

nnd givesa four poals for the intervied. The difficulties

that the usners experience must be observed, and explana-
tions need to be sought about {YJ:
1) "Procedures”" -- the nature of the current work, how the

operator obtains the data [1 p- 15] and enters it;

what functions the operator performs; the inter-

relationships between the tasks, and the sequencing of

A £ T TR e S :
”

the operator's activities.

© s 2

2) "Problems encountered” -- the clarity of the displays,

error-rate etc,

3) "Forms and Toola"” -- the flow of paperwork and the

flow of data.

e e B e R e A TSR
*

4) "Terminology" -- the terms used by the operators.

y To overcome the ditficultioes of the users, some : 8

guidelinen | 8] sugpgented by Simpson need to be borme in

e

mind during the development of an interface:
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1) be consisient,

2) minimize the demands pluced on the operator's memory,

3) "keep the program simple”,

4) match the program to tne level of skill of the operator,
5) sustain the orientation of the opera.or,

t) encourapge the operator tce form a "conceptual model"” [9]

¢f the interfnce,
7) use the "what you see in what you get” princinle, and
) have universal commands,

Immediate feedback is important, and La tz adviser

that teedback be provided after each parameter [1 P 26].

"The user does not have to wait until the command is
completed to discover that he mistyped the first

parameter.” [10 p. 96|
1.4 MAN-MACHINE [NTERFACEH -~ THE MACHINE

The second part of the man-machine interface is the
machine -- a computer terminal. Fortunately, the study of
terminals is a more exact science than the study of man,
but only recently are pguidelines [11] becoming available.
Currontly no interuationnl recommendationa or standards
exist [12]. In the "well-established ... areas such as
keyboard ... and static displny design” [11 p. 21], useful
guidelines for the hardware designer do exist. However,
"{in less established - areas such as dialog(ue) types and

display formatting ... guidelines ... concentrate on

Rthn R W)
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hardware" [11 p. 21]. Few guidelines exist in the areas
of "dynamic displays ... input devices ... and interactive

dialog(ue) modes" [11 p. 21].
1.5 MAN-MACHINE INTERFACE -- THE INADEQUATE INTERFACE

The third part of the man-machine interface is the
interface its.1f. This man-machine interface has two
directions: the first is from the Machine to the Man;
the second is from the Man to the Machine. in the first
direction, the Machine uisplays information to the operator
usually or a screen or printer, In the second direction,

the operator usually enters data by means of typing on a

keyboard.

Why is the design ol most of these interfaces in-

adequate? Answers are tound in the literature:

1) "Those who initially used computers were often the
original designers of the machines and therefore had an
intimate knowledge of their method of cperation”

L13 p. 337,

2) "The implomentors were unable or unwilling to exrend so
much effort on the user interface" [14 p. 24]. We know

that many lines of code go into making a program "user-
friendly".

3) Machines themselves were "very expensive" [13 p. 337] to

work, and the operator interface had to be as (machine)
officieont an wan ponnible.  One way of achieviung this is

to skimp on the man-machine interface:

"Cryptic prompty and legends are not only easy for the
programmer, but they also 2a:. valuable time and

space” [15 p. 74].

B R i L

R

- RN RIS L T T




S

4)
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6)

"The designer's background is likely to be strongly
technical; it is unlikely that he will have training in
ergonomics or in ... educational technology"

[1} P 338]. (Kducational technology is the applicaticn
of technology to education e.g. Computer Aided
Instruction.) fThe designer (erroneously) assumes that

the operator ias also a technical expert.

The design of the teleprinter interface hus nhad a large
influence on the design of subsequent interfaces, Hayes
et al. [14 p. 25} and James [15 pe 342 ] ngree sadly

that the operator and the computer are often still
reatricted to taking turns to type on a scroll of paper
or on an acrolled sereen. Hayes et al. and James are
alno distressed by the "oppressive demand" [13 p. 343]
of the computer for complete accuracy in a specific,

"highly restricted artificial language” [14 p. 19].

Maguire (cited by Paxton [16 P 158]) roints out that
designers are often contfronted with conflicting research
results and information. In the design of an operator-
interface there is often no "right" answer. The nega-
tive response to this is that "many ... issues are high-
ly subjective and are therefore addressed in an 'ad hoc'
fashion™ [17 p. ?46]. Man cannot easily be measured.

As James expresses it: "There is a very complicated
machine on the other side of the interface” [13 p. 339].
Unfortunately, paychoiogists "have rarely been invited
by users or system designers to participate in the
design procesn” [15 p. 369]. Connequently "the cog-
nitive ifanues in human factors are largely unexplored”

[18 p. 3335].

Because of these problems, the man-machine interface

became a "man-machine communication barrier"” [14]. Today,

the wideayread use of microcomputers can help to change the




situation. We can asymptotically approach the most effect-

ive means of man-to-machine communication, viz. natural

language. As James puts it:

"People communicate most effectively when they can

both use the lauguage which has been familiar to them

since birth." [13 p. 342]
1.6 PRINCIPLES FOKR THE INTERFACE DESIGNER

What positive steps can the designer take to ensure &

;ood man-machine intertface?”

1) One pounitive otep the designer can take is to remember
that "producing a good user interface is basically
concerned with human patterns of learning, using,

remembering and forgetting” [13 p. 339].

2) More rigorous approaches to operator-interface design

are developing and can be trken advantage of:

"It is now generally recognized that a formal analysis
of the man-machine interface is an essential part of

the design process for any good interactive system”

[19].

3) An early critical step is to Jefine the operator's
background, conventions, needs and goals (task analysis

[17 p. 248]). Typically:

L

‘usern will have no technical knowledge of computing
Bys. ms ... the general 'member of the public' ...
will increcasingly become the dominant class of

computer user” [13 p. 340],

4) Next, what the operator is "trying to do with the
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computing system" [13 p. 340)] must be determined.

5) At all stages, the limitai .ns of the medium must be
remembered. OUne useful approach is to regard the man-
machine interface as being a medium of communication --
a much less effective method of comrnunication than man-

to-man communication.,

5) As a final step forward, the designer of an interface
must remember at all times that operators are peculiar

people:

"Phey continual. ke mistakes and they change their
minds ... They torge. what has previously been done
eee They require ccnatant reassurance that everything

is working as expected” [13 p. 348 ).
1.7 MAN-MAC:H _NE INTERFACE TO ELECTRONIC TELEPHONE EXCHANGES

As in any other field, good man-maci::: interfaces are
particularly needed in the field of tele. .. +nication:

"Ia large exchanges, where the consequences of an
error are considerable and the amount of data to be
handled is formidable, th2 user's friendly man-machine

language eases the problem” [20 pe 9.7].

Unfortunately, the advanced features of ETE's require
operators to have higher qualifications. One method of
coping with the advanced featurea is to provide the best
“juterface botween the operator and the aystem in order to
enhance the effectivenons of the operator's work and to
reduce training coats” |4 p. 270]. Currently the trend is
for even PAX data (e.g. Centenniaml 11) to be entered

"

interactively by "non-technical persons” by means of "a

low-cost commercial personal computer" [21 p. 1013],

-
e T S
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In response to the needs ot the telecommunication
community, the CCITT has recommended the use of a man-
machine interface termed Kan-Machine Language (MML) [22].
The purpoce of the Recoumendations is to formally define
the syntax [ pe 34] and grammar of the man-machine
dialogue. This provides clarity to the designers and
testers of the ETE's, allowing communication with the ETE
via a simple teleprinter-like terminal. The CCITT MML is

already in use in one type of LTE in South Africa [23].
1.8 OBJECTIVES OF THE CCLTT MAN-MACHINE LANGUAGE (MML)

Telecommunication Adminiatrations have stated to the

et their requirements for a MML.  The MML shou'd:

1) be applicable to the "operations, maintenance,

installntion and testing" phases [.'4 p. 12];

2) fit in with the "organizational structure” of any

Administratiou {24 p. 123

2) be secure ageinst "mistak~s (made) by operational staff"

{?O pe 9.6};

4) "be easy to learn and use” |24 p. 12], and "be friendiy
and forgiving" [20 p. 9.1%];

"accommodate different national languages” [24 p. 12];

\J
N’

%) "nllow quick and eany recovery from input errocs”

[24 v.o 10 ]
7) "be extendible” [24 p. 13];

) "be structured so that subsetsa” of the language may be
used by different groupe of etafl [24 pe 13].

P g YN
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1.9 MML COMMUNITIES 1IN SOUTH AFRICA

Operators in the SAPO can divided into three

communities according to the MML functions they perform:
1) the Administrative Centre (clericel staff),

2) the Subscribers' Service Centre (technical staff),

3) the ETE's and the OMC (tecnnical staff).

The AC is composed of two sectiuns each having the
authority to suspend a subscriber's service. The two
nectionas are the Contracta Preparation Section, and the
Accounts Section. The suspensions being effected by the
two sections are known as Contracts Susper lon and Accounts

Suspension respectively.

A list of the tasks performed at the AC follows,

based on a list in the CCITT Recommendation:

L%

Subscriber administration

- taking subscriber's linet to/out of service
(including PABX lines);

- (allocating, changing and removing) ... classes of
subscriber service;

- changing of a subscriber's number;

- blocking and unblocking a subscriber's line;

- interrogation of a subscriber's classes of service;

- interrogation of blocked subsneriber lines;

- reading of subscriber's charging information;

- retrieval of charging information;

- malicious call tracing;

- putting a subscriber on to 'subscriber charging

observation'." [22 p. 11y]
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A list of the tasks performed at the SSC's has been
extracted from the same Recommendation., The tasks are more

closely linked with subscribers' lines and equipment:

"Maintenance functions
Maintenance of subscribers' lines

- test of one subscribe.,'s line and associated
equipment;
- test of A group »f subscridbers' lines and associated

equipment;
- measurement of one subscriber's line and associated

equipment;

- measurement of a groujy of subscriber's lines and

associated equipment;

- blocking or unblocking a subscriber's line for

maintenance purposes;

- observation or supervision of subscribers' lines and

equipment.” [22 p. 116]

A list of the tasks performed at the SAPO ETE's and at
the OMC's has also been extracted from the Recommendation.

The tasks are more specializned and less routine:

"Subscriber administration ...

- reading of subscriber's charging information;
- retrieval of charging information;
- malicious call tracing;
- putling n subneriber on to "nubacriber charging observation'
Routing administration ...
Traffic administration ...
i Tariff and charging adminiastration ...

Syatem control operation ...
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Maintenance of lines between exchanges ...
' Switching network maintenance ...

Ctontro! wsystem maintenance ...
; Plant installation functions ...

lesting functions.” [22 pp. 115-118 ]
1.10 ADVANTAGES AND DISADVANTAGES OF MAN-MACHINE LANRGUAGE
The advantages of MML are the following:

1) It may be prompt uriven. The operator need not remember

All parametora, L.t may be "lead ... through (the) entry

T

of instructions and parameters” [?U p- 0.16].

2) Alternative modes for the entry of instructions exist.

RS e

“Parameters may be identified by names and come in any

order or be ideutified by their position in the

e

instruction” [?U p. 9.10].

3) MML can be "self documenting. If the full form of the

dialogue is used and is recorded on a hardcopy terminal"”

e S

the work of the day is documented [20 p. 9.16].

4) Three modes are available to allow staff of differing

experience to enter instructions.

(u) In the parameter-name mode the format is:-
command code: parameter name = value, secoeseeee
Qoo

CCRUUB:DN=80364065,RQN=15-"7-4,CAT=MS5,5Cc0S~-FB!
DN-B036456, KQN-15="T=%,CAT=MS,5C08=PB;

Here the order of the parameters is NOT significant.
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(v, i .he parameter position-defined mode the
format is:-
command code: parameter 1, parameter 2, sececevece j
€ege
CCRBUBIBO36A46Y,15="T-4,M05,PB;

llere the order of the parameters is significant.

(c) In the parameter prompt mode the lormat isz=-
command code:
parameter nam: = value;

e.go

CURSUN:
DN=80356469
EQN=15-7-4
CAT=MS
5C0S=PB;

Here the ETE supplies the prompt (e.g. DN=),

and the operator supplies the rest of the line.
The disadvantages of MML are:

1) Of necessity, a great number of parameter types are
available. To speed up entry for the experienced
operator, mnemonics are used. However this is confusing
for the inexperienced operator, who must learn the

meaning of a number of command and parameter mnemonics.

2) It the parameter position-defined mode is used, the
operator has Lo bear the burden of remembering the
correct order as well as the required mnemonics. (CCITT
Recommendations do not and ¢:n not go as far as

specifying what the order of the parameters should be.)

~- f A
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3) If the operator nas made a mistake in the middle of a
line, th. operator cannot correct just that mistake

without having to type in characters that have already
been entered correctly.

4) Provision is made for the operator to type spaces and
Carriage Returns to improve the legibility of the
record, but this provision is not used in practice as it

is time consuming.

Attention to correct punctuation is essential. In this

% o]
S

context, it should be remembered that the standard of
education of many operators is such that they cannot

even name punctuation marksa correctly.

6) There are no Hecommendations regarding the interface

between the terminal and the computer.
7) A menu based approach is not supported.
8) No Recommendations for HELP screens exist.

9) Features of modern "intelligent terminals" [25] such aa

cursor con‘rol, paging aund function keys are not catered

for.

To overcome the disadvantages inherent in MML, the
CCITT Study CGroup XI is studying enhancements to MML to
incorporate the use of the full range of features provided
by advanced terminalas [2 PP 155-160], such as the use of
menun and formn. ‘The ncope of reference of the Study Group

also includes improvements to the dialogue procedures and

syntax. The work of the Study Group is complex because
there are a variety of Human Factors to be considered, and
because the Recommendations must not stifle innovation or

disregard technicnl advances.
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1.11 THE USK OF FORMO

Surprisingly, the technique of entering data by means
of forms is not new. In 1973, Martin described the method

as follows:

" ... present the user with a 'form' to fill in. The
form has blanks on it, and the user moves the cursor

to the appropriate place and fills in the blanrks.”

[26]

In the field of businens, Shu et al. are convinced
that business activities can be expressed naturally in

terma of the processing ot forma:

"We have decided to take a forms oriented approach
because we concur with many others that forms are the

most natural interface between a user and data" [27].

Brockman cites Galitz [28] as saying that a well-

designed screen format can reduce human errors.

In the field of telecommunications, the CCITT Working
Party XI1/3 has also noted this:

“"the use of forms offers great advantages ...

- well-structured forma are easy to fill inj
- an improved user guidance (results) ...
- eoe datn +.. input at apecinl points on the screen

ennuren a fant man-machine dialogue.” 29 p. 1319
¢ .

The Working Party feela that such forms should be
designed and their elements (data fields) be defined from
the viewpoints of functionality, clarity and efficiency.
The Working Party posed a list of questions [29 ppe 13%3-
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138] that need to be resolved during the design of forms
for advanced terminals. "The questions ... are divided
into four separate but closely related functional areas:
data eutry, data display (screeu 1ayout and menus),
interactive control (navigation) and user guidance."”

[29 1 135] A Working Team was formed [50] to study the

capabilities of these advanced terminals.
1.12 SA128E MAN-MACHLINEKE OPEKRATIONM

The man-machine syntux of the USA128K ETE does not
comply with the CCITT MHL Recommendations, but "employ(s) a
language common to all French electronic awitching systems
and detined (by the French PP in t977)" [31]. The main
characteristics of the French PI'T standard are the

following:

1) 1t is not prompt driven. The operator needs to remember

a large number of instructions and formats.

2) No alternative modes exist for instructions, which are
in the form of French mnemonics. Parameters must be
identified by French mnemonics, but may come in any
order. One of two modes may be selected: continuation
mode (parameter line terminated with & colon and a
carriage return) or exit-to-command-level mode
(parameter line terminated with a semi-color aid a

carriage return).,

3) Only a parameter-name format exiata:
The inntructionn typed by the operator follow the

following format -
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logon
command code:

parameter name = value, parameter name = value...:

.

parameter name = value, parameter name = valug...;

ecle
SOH
ABOCHK:
ND=741465,NE-15-7-4: <-=-- continuation mode

(e== continuation mode

ND=7414606 ,NE=19="T=%:

NP tgtAanyy  NE T h =" -0 (=== exit to command level
1.13 SUMMARY OF [NTRODUCTILON

This chapter has introduced the problem being ex-
perienced with the SA128E ETE man-machine interface. The
historical backpground to man-machine interfaces, with
particular refercuce to applications in telecomnunications
has been presented. A need for work in the fields of
business and telecommunications into better man-machine
interfaces has been revealed in the literature. Theoret-
ical guidelines for designers working in these fields have
boen gathered together in preparation for the design of a

new Man-Machine [nterface.

The present woerk seeks to apply the theoretical know-
redge of man-machine Interfncea to solving the practical
prablem ecreated by the oxinting unfriendly man-machine
intertnce Lo the GAVZHE. In particular, attention is
focusased on solving the problem being experienced by the
administrative otatf of the AP0, who have no technical
background, nro knowledge of French and lLittle training.

The method that was adopted avoids the need for experienced
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staff by replacing the inflexible terminals and presenting
a uniform interfuauce through the medium of menus and forms.

The need for traiuing of the administrative staff was

further eliminated by inecluding help screens.

Besides for being unfriendly, the existing man-machine
interface to the SA128BE contributes to low productivity by
forcing the operator to adopt inefficient keying

strategies.




CHAPTER 2
REQUIRNMENTS ANALYSIS

Jeo INTRODUCTION TO REQUIKEMENTS ANALYSILS

This chapter analyses the requirements [1 P 29]:
the needs of the .perator are studied in order to define
the system required. The chapter outlines the MMI project
as a solution to the problem that was introduced in Chapter
One, and gives the method used to determine the real needs.
The computing power required is estimated, and literature
on the use of microcomputers in similiar applications is
surveyed. The novel methods used are set out in order to

concentrate attentior on implementing the critical pieces

firat [V . 15].
2.1 AIM AND SCOPE O¥ PROJECT

An ideal solution might have been to redesign the OMC
computer noftunre, matching it to an intelligent terminal.
For practicil roasony, A different approach had to be
adopted. This luvolved putting more software in the
terminal, with no changes to the OMC computer software.

By replacing oach nimple terminal previously used with a
microcomputer, enhanced functionality could be provided to

the overneas denign at the same time.
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One aim of the project was to use good design tech-
niques. lowever, no attempt was made to produce the best
possible design through original research into human

factors. An outline of the projecy follows.

The project involved analysis, followed by the design
and temsting of a library of general-purpose and commonly
needed routines for the microcomputer. A flexible approach
was taken to catrr for changee in operating practicee in
the SAPO, and different levels of ETE and OMC software.
Model dialogues were stored on diskette, together with menu
and help files that can be readily edited. Operations are
menu-driven, so only a small User Mauual was needed.
Additionaliy, ovne option in each menu is the HELP option,
providing on-line help. Whenaver the operator requires
assistance, the operator selects the help option and the
microcomputer provides a concise solution to the current

problem. As Magers defines it:

"on-line help . information, and the software for
delivering that information, provided directly on the
user's terminal screen ... , which provides reference
and some times tutorial documentation about the use of
an interactive computer system and minimizes or
eliminates the need for the user to consult paper
manuala.” [32 p. 277]

The scope of the project was deliberately limited to
fi{t the available rescurces. The project excluded the
Siemens KWSD ETE as it .o designed in compliance with the
CCLPT MML Hecommendations [o p. 144). Instead, attention
was devoted to the SA128E version of the E10B ETE from CIT
Alcutel, France, which does not comply [2 p. 145]. The
project includod helping operators al AC's only. Tne tasks
that other staff perform were not covered in the MMI

project, but can form part of further projectis.
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2.2 INITIAL INVESTIGATIONS

The initial investigations were based on interviews.
Operators and their iumedinate superiors were interviewed
informally in their work environment. Sufficiert informa-
tion was elicited during the initial interviews tl 4 a
questionuaire was rendered unnecessary. Also, it has been

suggested cthat:

"asking users about the value of some propused change
without giving them experience of it is an esasentially
useless guide to their satisfaction with it in

practice.” [33 p. 86 |

The questions that . asked were centred around some
suggested by Teslor [7]. The interviews yielded some
surprising but hone~t opinione of the existing man-machins
interface. Intervi- « were to be held again at the end of

the project in order to gauge operator satisfaction with

Some of the operaltors thal were i1 ary ewed work with
both the OMU computer and the PRONTHO rcnputer. (The PRONTO

computer coninlny records of gubucriter's fault reports.)

Operators un cwiliar wilh other ¢ mputers would not know
tnnt a better inte:tan e to the OAC conputer was possible.
Haturally the orevatore nade compariconm, The implications

of their comments nre digscusssd .aler, turing interviews

4% the AC, the a'nit wanle the foilowing revealing comments:

1) "PThe layool of PPFONTO In enoievr v Lo underatand) than

the BI1O."

" - L ) Co . 3 . . N
o PRONTO PO U A PN “""‘”!, s, N wr'(_\“lv:.'




3)

4)

5)

6)

9)

10)

11)

24

"The B10 only tells you that some.uing is not 1ight
here ... if no meter reading is given we know that %the

E10 didn't respond to our suspension.”

"1 haven't seen anything like that before (the

operatnrs' manual [34])."

"Could we be given a list of all current E10
suspensions, (required for enquiries at the counter),
without having to enter the first and last number of

every exchange?"

"We wouid be very glad if the K10 looked like PRONTO."
"lt talks French!"”

"There are words there we don't understand."”

"How to suspend, and how to restore - that's all we

know." (PABX groups are a mystery.)

"It is slow." (Normally response is immediate, but
when the OMC computer has been loaded, response times

have extende. to two minutes.)

"ALL this ... (pointing to cryptic error messages in
E10 printout) ... What IS5 this? ... WE don't know."

"1t (the E10) tells rou the WHOLE story ..."

"WHY muot you type in EVERYTHING?" "Why not type in

‘Suspension Category 1'

like PRONTO?"

jJuat once at the beginning,

At a SSC, an experienced operator was interviewed.

displayed intelligence, curiosity, a methodical nature,
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and initiative. She had also received no training, and
prided herself on being self-taught. Although she herself
was managing, she pointed out that a system in one of the
official languages would be more easily understood by new
staff when she had to teach them. Ohe herself was exper-
iencing difficulty in remembering even the simplest
commands in French. She thought that "YES" in French was
"IOU" until she consulted the notebook that she had made.
She felt that the terminal should use the nomenclature
traditionally used in the U5APO. Uhe made erroneous guesses
about how to interpret the results of subscriber line tests

as presented by the OMC computer.

Do BUMMARY OF REM, NbEDS OF OPERATORS

The real needs of the operators have been derived
directly from the thirteen comments quoted in the previous
section, and aefine the goals of the MMI project. The

operators needed a system that:

1) presents information in a foruat that is easaily

understood;

2) tells them clearly what to do when something goes

wrong;:

3) tells them directly what has been done successfully
("feedback™ [# p. 112]);

4) is well documented, in n place where the information

rtannot be lost;

W
~—

can be modified wo suit the tvrers requirements;

6) 1is menu driven;
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7) is in English (or Afrikaans);

8) spells everything out in full but is still brief and to
the point --"clarity first and then, if possible,
brevity" [15 p. 74]:

9) hol s the intelligence required to make complex tasks

simpie;
10) is rapid;
11) ie lucidg
1) in briet and Lo the point;
13) requires a minimum of keystrokes to achieve an end.
2.4 ESTIMATION OF MACHINE-POWER

With the real needs having been defined, it is
rossible to start estimating what machine power is
necessary to meet these needs. As Bernatein and Kashar
admit, "there is no accepted definition for an intelligent
terminal” [25]. They go on to say that the "Intelligent
Quotient” (IQ) of a terminal can vary over a wide range.
The "I1Q" of the terminal required to satisfy the require-
ments of the project can be estimated in three major areas:
memory, peripherals and processing power. The machine-

power implications for the MMI were:

1) Memory -- npace must be provided to keep the text of all
translations and some error messages in main memory for
speedy presentation on the screen, together with space

for the sequencing of operations.




27

2) Peripherals -- the following peripherals must be
connected: printer, modem, diskette (to load the

operating system and program), and monitor.

3) Proceesing power -- sufficient reserve processing power
muast be available to store the complete the MMI syntax

as part of the main program.

With the price of microcomputers droppi-g to the level
of the cost of terminals, it tecomes economic to use micro-
computers in place of terminals. Weiderman has this to

say:

"We muat provide “he incentive of offering better
interactiive nccenss t» maxi computers through a
microcom,uter., In this case, 'better' can mean
faster, cheaper, and more friendly computing ...
"reavrange) scripts are one way to shorten interactive

sessions" | 3% p. 33].

Consequently, n commercially available microcomputer
was selected to replace the terminal used previously. The
microcomputer has:

1) A memory mapped screen;

2) A single floppy-diskette drive;

3) A higher order [1 p. 20], structured [+ p. 34]

programming language;
4) One port for connection to a printer;

5) One port for connection to a mciem.
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2.5 THE COMPUTER AS A TERMINAL

The philosophy of using a computer as a terminal to a

larger computer is not new. The approach Colin and

Mc' regor tcok in 1976 was deascribed as follows:

"“Instead of altering the internal code of the
operating system, they have chosen to add on a
separate processor, programmed wholly by themselves,
which is responsible for communications with the user,
and which presents to him an interface which is both
more useful and convenient than that provided by the

operating system on the main machine." [36 p. 9]

The advantage of this approach is "rapid response”
[36 p. 39)]. Their system offers many services, some of

which are also found in the MMI project:

"(1) The maintenance cf a local file store.
(2) The provision of an interactive editor ...
(the MMI project has screen-based verification.)
(3) «».
(4) The ability to submit jobs to the main system.
() «.. printing on a ... (local) printer.
(6) Running simpiv BASIC prograus interactively."

Their system "allows the users to apply their
intellect to genuine problems instead of the artificial
difficulties and frustrations produced by a poorly designed
interface” [36 p. 42].

The method of the MMl project ie close to the method
adopted by James. Because the description applies equally
wel)l to the MMI project, it is quoted in full:
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"My method for improving the quality of tae current
man-machine interface is very siaple in principle.

It is to place between the user and the existing
interface a layer of software which we may call
‘protective’ ware. This operates rather like a
communication channel in that it has at its front end
an interface with the user and at its rear an inter-
face with the existing operating system of the
machine. All messages between the user and the
original operating system are intercepted, monitored,
and if necessary, interpreted. For example, an
obscure, Jjargon-ridden meswsage from the computer can
be recognized and translated into A message meaningful
to the user. In the opposite direction, a message
from the user expressing rather approximately what is
required may be converted by the protective ware into
the sequence of control commands required by the
operating system. It is possible that a single
request from the user could generate a series of
intaractions b..ween the protective interface &nd the

original operating system.” [13 p. 349 ].

"Protective ware"” [37/] can be embodied in a micro-
computer which serves to protect the operator and the hLost

computer from the worat aspects of each other.

Jordan expresses the advantages of moftware solutions
in these terms: "The possibility ior change is the feature
wh’ch makes sof iwvare solutions so attractive and is one
reason why more software based microprocessor systems are
replacing cuntom designod hardware.” [38 p. 15] This
feature of software was the reason for implementing the MMI
project almos! entirely in software. Software implement-
ations are justified by Walker as being a legitimate

engineering Aactivity using this argument:
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"It would be absurd to view the generation of electric
power as being, somehow, a more legitimate activity

than utilising that potential through an electric

motor. GSo too, the concept must be regarded as absurd
that building a computer system from hardware com-
ponents is more legitimate as an engineering activity

than designing the software to realise its potential."”
[39 p. 46]

2.6 NOVEL METHODS USED

Four original methods were employed that were critical

to the success of the MMI project. It wes necessary to:

1) estahlish two-way communication between a microcumputer

and the OMC computer;

2) quickiy transtfer the contents of a file containing

infermation to Lhe screen of the microcomputer used;

3) speedily represent forms un the screen by means of
installing firmware [1 p. 19] containing the graphics

character set required to draw forms;

4) treat help-screens, forms and menu-screens in a uniform
way (with slight variations on account of their
differing types), using a tree [1 pe 36] to access
them all.

The MMI project ism not the firast priject where
microcomputers have been used together with a structured

languuge to communicats with larger computers. For

example, McHurney describes "an intelligent terminal
program wr'tten in Pascal for the Apple II Plus" to access
the "General Klectric Information Services Company's ...

Mark II1 time-sharing service" [40 p. 315 ). However, the
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establishment of communication betveen the microcomputer
and the OMC computer required an investigation into the
particular method of communication. The protocol

[1 p. 28] had to be determined at all levels -- from the
type of pacity used to the method of recovery from errors.
A teleprinter with a paper tape perforato provided answers
at the primitive levels of the protocol. Jnexpected
characters from the OMC computer were detected this way.
During software development, the higher lrvels of protocol
were simulated by connecting two microcorputers together,
with one representing the OMC computer, and the other the

terminal.

Wheu the operator selects the help option of the menu,
a form that contains helpful information is quickly read
off the dirkette, and presentcd on the screen. The current
screen is reatored after the help screen has served its

purpose.

The frames of forms could Ye drawn fast using vector
graphics. However, in order to allow for easy maintenance
of the forms, it was decided tuat graphic characters would
be used. An analysis of forms revealed that eleven char-
acters were necessary to build all forms (four corners,
four Tee-pieces, a vertical line, a horizontal line and a
cross-piece). The existing Read Only Memory (ROM) char-
acter generator of the microcomputer was removed. The EOM
was replaced by an Fraseable Programmable Read-0Only Memcry
(EPROM) that had been programmed to include the eleven

graphic characters.
2¢7 THE ADVANTAGES OF MENUS

van Den Bos et al. clearly express the application of

menus
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"Menus find wide application in screen oriented
‘ dialogues because they guide the user through an
application and at the same time they significantly
‘ decrease the poassibility of user errors.” [41 p. 256
A menu may be detined as "a sequence of 'frames' or
‘pages,' each containing some text and a list of options”.
"rfhe text offers information to the user, and the options
allow the user to choose what to do or where to go next".

The operator "indicates a choice by typing a single

character” (in the MMI project). "The selection

made determines which frame will be display=d next"”

l42 p. 412). *¥ach option cf a menu either leads to

tv 'arcs' or 'edges.' Moreover, since the option

z a terminal node [1 p. 25], or to another menu:

=Y “Since each frame has several opt. 1 linking it to

% other frames, a frame can be th. . of as a node in a
; E network or graph, and the opti - .inks then correspond

selection represents a one-way transition from one
node to the next, the menu system (the collection of

frames and option links) forms a directed graph”

(A graph [t p. 20) is a model consisting of a finite

set of nodes having connections called arcs or edges.)

By following the clas.ic finite-state machine
{1 p. 19] mode! used by Cacey and Dasarathy, "features
can be extended or new features added simpiy by adding
npproprinte noder and arcn to the model and linking them to

the global staten.” [45 Ppe 559,500J

One particular advantage of a menu is that it requires
lest training than a parametric system does [16 P 143].
Another is that the operator "does not havo to RECALL the

ML
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label, only to RECOGNIZE it" [18]. Brown expresses the

advantage of a menu in these words:

"Menu selection ... iskes the moat of the computer's
abil'ity to find and dis, . large quantities of
information rapidly ... It also recognizes the slowness
of the input channe., i.e., fingers typing (or hunt and

pecking) on a keyboard” [42 p. 412].

Becaw'. of these advantages, the MMI project uses

menus to ccwrunicate with the operator.

2.8 SIMPLIFICATIONS

Certain simplifications were made Lo increase the
portability [1 pe 26] of the software. Assumptions made
about the hardware [1 P 20) were minimized, thus in-
creasing the possibility of being able to transport the

software to other hardware.

By excluding concurrent processes [1 P 13], it was
possible to make use of a simpler language and ease pro-
gramming. Excluding concurrent processing then excludes
the ponssibility of overlapping operator tasks. However, it
is not envisaged that the operator should ever be "time

shared"” among tasks, even if the system could allow it.

Consequently the operator interface was modelled simply as
an interactive application, running in a transaction mode.

A8 I'n.¢ ta et al. describe 1it:

"wranoaction mode implies that each meassage sent to
the (host computer) from a terminal must elicit a
response beforu a subsequent message can be sent from
that terminal. We consider each such message pair as

one transaction." [44]




34

If an unsolicited message should arrive from the OMC
computer it was decided to ignore it. This simplification
avoided the need to either detect interrupts [1 Pe 22].
or to poll the remote port. Subsequent versions of the MMI
program can incorporate polling as a means of detecting

unsolicited messages.
2.9 SUMMARY OF REQUIREMENTS ANALYSIS

This chapter has given deteils of the method used to
analyse the problem. It has outlined the MMI project to
solve the problem, based on tie real needs of the
operators, derived from interviews. The amount of
computing power has been eetimated, and the literature on
the use of computers and microcomputers av protective ware
has been aurveyed. Novel features critical to the MMI

r-oject were iumplemented first.
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CHAPTER 3
FUNCTIONAL AND INTEKFACE REQUIREMENTS

3, INTRODUCTION TC REQUIREMENTS

The microcomputer was required to function [+ p. 20] in

either one of two modes.

The SAPO required, for security reasons, 4* t in an
energency the microcouputer could work like a ouI. In this
moda, the operation of the microcomputer would be trans-
parent to the operator. This required a small program to
emulate a dumb VDT. This program enabled basic coanm-
unication to be established using a high level language.
During development, this program helped to ensure that

there were no critical low-level problems.

The second mode of operatiorn is under the control of
the MMI program. 1o MMI program works as follows. Upon
8 _tching on, the main menu is displayed. Dialogue with
the OMC computer is conducted by transmitting commande to
it and receiving solicited data from it. Tie microcomputer
prompts the operators for their requirements (in English),
using the telephone terminology that they are used to
using. When sufficient information is available, the

microcomputer transla‘es it and relays it to the ONMC
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computer in the required format. Responses from the OMC
computer are interpreted by the microcomputer, and present-

ed in natural language to the operator.
3,1 REQUIRED PROCEDURES

Attention now focuases on the second mode of oper=-
ation, the MMI program. A number of processes were
required to support the main menu. OQther processes were
provided as nacessary to satisfy the needs of the user, and

to allow easy creation and maintenance of the system.

Since a form-based approach was indicated, it made
sennse to extend this approach to handle as much information

as possible in the same way. Thus forms were used to:
1) present the menus to the operator,

2) present further explanatory information (help),

3) capture information from the operator.

In extending the form-based approach further, it was
natural to maintain the same standard in st.ring inform-
ation on diskette as in displaying it. .y storing the
image as a file of characters, a standard editor [1 p.17]
could be used to create and change the {ext forms. The

editor allows a developer or maintainer to:

1) name or call up the form,

2) lay out the frame of the form,

3) display the form,

4) insert headings, labels, prompts, data and other textual
matter in the frame,

5) change the data in the foram,

6) save the form.

7 an
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To further conserve the main memory, the current
exchange configuration, forms, menus and help screens are
also resident in files on the diskette. When the micro-
computer is switched on, a text file containing the current
ETE configuration [1 p. 13] is read from the diskette.

This contains e.g. the codes for the ETE's controlled. By
editing this file it is possible to change the MMI system
to match the ETE configuration.

However, for speed of access, all tables except error
tables are resident in the main menory., During the running
of the MMI program, help-screens ure fetched from the dick-
ette. Little proceassing time need be involved. It was
discovered that help-screens could be quickly traasierred
in blocks [1 p. 10] from the diskette if a "brute-force”
(45 p. 23] method was used in storing them. That is, the
help files simply contain an image of what must be present-
ed un the screen, including all the formatting characters
such as epaces and form-d .wing characters. The fast
method developed to present help was also used to present
forms and menus on the screen. The frame of the form or
menu and the data are also transferred at the asame time.
The oparating system that was chosen included the low=level
functions BlockRead and UnitWrite, which permitted this
fast reading and presentation of data %o be accomplished.
This technique [46 p. 479] has only been published for the
Apple III microcomputer.

The microcomputer is required to print the work done
by the operator. The printing process is simply the
printing of variables from the memory of the microcomputer.
The printing process is activated after the screen has been

updated from the same variables.

The operitor normally uses the trunslation mode.

After gaining access to the appropriate form, the operator

- - ,4__&‘_ P R W
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enters information into it. The microcomputer reads the
strings, check them, and the strings found in translation
tables are sent to the OMC computer. Similiarly, in the
reverse iirection, a string from tne OMC computer is looked
up, and the string found in the table is presented to the
operator in the appropriate place in the form currently
being displayed. 1In order to keep the design open-ended,
translation tables are stored in files (dictionaries) that
can be edited for new applications. It was possible in
many cases to create a set of strings whose meaning Jdoes
not depend upon the context in which the strings are found.

This reduced the number of dictionaries required.

While computer data [1 p. 12] is being asaited from
the OMC, an activity indicator (i.e. an external represent-
ation of internal activity) is shown to the operator to
indicate that something is happening. The possibility of
the operator starting a new task has been excluded, in

order not to overtax the ability of the operator.

The current state of _he MMI system ia always
displayed prominently at the top of the screen so that the
operator knows exactly where he/she is. A one-line
"window" was reserved at the bottom of the screen for use
during development, and subsequently for indication of OMC
computer activity. The window allows the remaining menory
size, the velue of variables, and statements about the
program state to be displayed. The actual characters being
sent to, and being received from the OMC computer were
displayed here during development. The level of detail
dieplayed wanm controlled by the program developer. The
vorsion nurber of each package is displayed on the screen

when the microcomputer is first cwitched on.

It is possible for the developer (or maintainer) of
the systum to modify the pr gram, for a new application or
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for changed circumstances. This is effected off-1line,

using the type of tool used to create the system ip the

first place.
3.2 INTERFACE REQUIRGSMENTS

This first half of this chapter has outlined the wnodes
of operation of the microcomputer and the functions that it
performs., The remainder of the chapter sketches the

interface requirements [1 P 22] that had to be met.

3.3 LOW-LEVEL FUNCTIONS

Some of the low-level tunctious (primitives) that were
necessary fo- incerfacing with the operator and peripheral

devicas are classified be.ow:

1) interface to diskette
read a script file;
read a form from the diskette and display it;

2) iuterface to the screen
display the form from the diskette;
determine the location of the cursor;
move the cursor;
clear the screen;
display a string at a ceitain point on a form
including centering a strirg in ths form;

signal that an error has occurred.

3) interface to the keyboard
get a character from the operator;
read a string of characters from the operator;
check the digits and format of a telephone or
equipment number;

verify that the operator has checked the data;

w8
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4) interface to modem
initialigze card;
try out the link to the OMC computer;
send a command and parameters to the OMC

computer;

5) interface to printer

send a character to the printer.
3.4 CLASS OF SATISFACTORY SYSTEMS

In sizing |t p. 31 ] computers to decide which were
satistactory, experience led to the consideration of
microcomputeras with abcut 64 Kbyte of memory. At that
time, in particular, the Apple 1le, the HPB6, the IBM PC
and the MicroEngine were considered. It was felt that the
operating system had to be machine-independent in order to
allow for the pussibility of the hardware being dis-

continued.

Today, there are many more vraunds and models of micro-
computers operating at higher apeeds, maning the selection
difficult. With iconography and mice being available today
as low cost output and input devices for microcomputers, it
is tempting to resign int rfesces using them. nNevertheless,
the basic method used to choose a compuier remains

unchanged:
1) Determine what the computer is going to be used for.

?) Find ou! how much money in available. (Roughly

speaking, the more you pay the more you get.)
3a) Find ready-made sottware to fulfil the requirements,

and then buy the hardware that supports the package,
Alternatively,

Y e 4 a NPT WP .
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3b) if no ready-made packege will fulfil the requirements,
purchase a development system besed on sovad software
engineering principles, and buy as many software devel-

opment tools as possible.

Two configurations of the terminal had been proposed:

1) The operator types on a terminal that is connected via a

"black box" to the OMC computer.

2) The »Hperator typea on the microcomputer keybocard, and

looks at ita video display.

The second configuration was chosen because of its

greater speed.

3.5 ANALYSIS OF MES8SAGES

Three steps were taken to analyse the dialogue with

the OMC comnuter:

1) Even thoush a description of the current transactions on
the OMC c¢nmputer was available, the transactions were
checked manually. All options in the required area were
exercised and the resulting log was kept. The log wa3a
marked to show the direction of all transmissions. This
completed the specification of the exiiting dialogue
with the OMC computer except for error messages, which
were handled separately. The flow of conversation that
constitutes & transaction does not always follow a
linour pnth, but may be diverted one way or another
depending upon ths conditions valid in the OMC computer
at the time. For example, the OMC computer reacts
differently when a teiaphone number is non-existent to
when it exists. A procedure was produced t~n cater for

such cases.,
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2) The log was analysed into information elements ("data
items" [47 p. 1944]), and the required action (such as

scre n control) was determined.

3) A new display was presented for each key that the

operator was allowed to select.
3.6 PASCAL AS A FORMAL DESIGN LANGUAGE

In identifying the original requirements that are
specified for a project, and in maintaining these require-
ments, Heninger streases the need for "completeness,
precision, and clarity” (48 p. 2]. He also tenders the
following good advice: "Be as formal as possible”

La8 p. 4]. To follow this advice one needs either to
create a new Formal Design Language [1 pp. 16, 20] (FpL),
or to adopt an existing FDL. Chu describes the need for a
FDL in these terms:

"A software design language aims to describe the
design of software so that other software engineers
ua. understand jt. It is developed to serve as a
deaign tool to -~oftware engineers for communication
and documentation. Thus, it must be highly
descriptive and comprehensive. 1t should be precise
and concise, but not at the evxpense of clarity. It
is not a programming language which aims to help the
programmer to conveniently and concisely write a

correct program.” [49 p. 297]

Pneudo-code |[! p. 28] could have been used as a FDL,
but sufters from the disadvantage that it can' >t be analys-
ed and checked by computer. A technique introduced to the
author by Hanrahan [50] was used instead: Pascal itself
wus adopted as the FDL. This i8 in line with Dijkstra's

firs* descrijtion of a program leading to a top-down

Y Ao~ e L d .
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design:

BEGIN
"print first thousand prime numbers" [51]
END

By using an established language as the FDL, all %he
good attributes of the established language (such as strong
typing [1 p. 33]. structured nature etc.) vere carried over
into the FDL. Additionally, advantage was taken of the

available Paacal environment:

1) The editor aad cross-referencer for editing ¢r cross-
referencing Pascul was also suitable for editing or

cross-referencing the formal design.

2) A Pascal program compiler was used to read the formal
description. It automatically detected many typograph-
ical errors and checked the description for syntax
arrors. Subsequently, the implementation cf the

description in Pascal became irivial.

3.7 PECULIAR REQUIREMENTS

1t is necessary to consider ({he peculiar requirements
that make the pruject unique. It was a requirement of the
SAPO that the PTHO printer be used, and so this particular
printer was used as the device to log the tasks performed
by the operator. Anothor peculiar requirement is consider-

ed below: the communication protocol.
3.8 OMC COMMUNICATION PROTOCOL
The physical connection between the OMC computer and

the terminal is effected by means a pair of V24 modems and

a data trancmiession path between the twc modems that
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carries the bit siream. The data link carries data in the
form of characters. Data is coded according to the CCITT
International Alphabet No. 5 [52]. The parity convention

adopted i even parity. Transmission of data to and fronm

the OMC computer is asynchronous st 300 baud or 1200 baud.
Transmission to and from the microcoriputer was chosvun to be
at 300 baud. To complicate matters, the end of a line senrt
to, or received from the OMC computer may or may not be
preceded by the transmission of the tilde character (~) and
seven delete (DEL) characters [52 p. 3] from the OMC

computer. So, besides for CR LF, the sequence ~ DEL DEL

DEL DEL DEL DEL DEL CR LF had to be anticipated.

A password is used to gauin nccess to the OMC computer.

The word is composed of three parts:

1) three characters (e.g. the initials of the operator),

2) a control character to improve security, and
3) three characters (e.g. three digits).

A list of control codes relevan. to the project is

shown in Table J.

Table | =
CONTROL CODES USED BY OMC COMPUTER

CORTROL- DIRECTION MEANING
' A to OM( log-on character
b to OMC log~off character
‘ F to OMC ?nd part of password
J to and from OMC Line Feed
M to and from OMC Carriage Return

J |
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Characters sent to the OMC computer are normally
echoed (full-duplex). An exception to this rule occurs
after sending the second part of the password. The
subsequent three characters are not echoed (for security
reasons). Each terminal is connected on & one-to.one basis
with an input/output port on the OMC computer. Thvs, no
switching retwork exists. Use may be made of a Point-to-
point Virtual Circuit, where this is economic. A session
is initiated by the operator sending the Start Of Headinmg
character (SOH) {52 p. 4]. The OMC computer responds with

an end of line sequence {see abt.ve) and the character "@".

The following data items are of primary importance.
With the exception of the log-on character, the operator
always types a line, and terminntes the line with a
Carriage Return, and a Line Feed is echoed. (The cperator
may correct errors that are noticed before the line is
terminated.) There ia NO single character (such as
Carriage Return or ETX) used by the OMC computer to
indicate the erd of a message, as the OMC computcr assumes
8 8imple teleprinter ie connected. In addition, the
convention of the OMC computer is that the end-of-line
eequence is transmitted BHFORE the text of the line. Thus,
the last line transmitted will not be terminated by an end-
of-1line sequence. However, if the continuation mode is

" "

instead of " Just before

employed by the operator (":
Carriage Return), the response from the OMC corputer will
in most cases tcrminate with a new prompt "@" and
advantage can be taken of this fact. The exceptions to
“his rule occur when the OMC computer prompts the operator
within n trananction. These canen have to be anticipated

indlvidually.
The first command sen. to the OMC computer during a

session must be the password command, unless the tasks the

operator 1a going to perform are not protected by a pass-
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word. After this, any other commands may be used. The
operator will conventionally log off with the command that
shuts down the use of the password entered previously, but
this is not mandatury. The telephone tasks are then per-
formed by the operator typing command lines and (usually)

parameter lines,

The OMC computer always transmits upper case char-
arters, but will accept upper or lower case characters in
commands. However, upper case characters ara convention-

ally transmitted to the OMC computer.

The output from the OMC computer is buffered. Nu
meagsurements were mn on the size of this buffer. (R
characters may be s.a! almost continuously by the OMC
computer, it is necessary %o buffer the incoming characters
in the microcomputer. The majority of the mess&ge3 receive
ed from the OMC computer are short. A buffer size of 512
bytes [1 P 11] was chosen for convenience, and covers most
sivwaticna., Hnwever, if the operator uses certain c¢. amands
and parameters without due caution (e.g. asks for a list of
ALL lines connected to the exchange), the number of char-
acters printed will be too great to carry in the memory of
any microcomputer. The MMI program never precipitates such
a situation because it avoids using such commands and

parameters.

It is possible for + mecasage ("TELEX") tc be sen’. from
one operator to another via the medium of the OMC computer.
(In practice, little use in made of thin medium.) Apart
feom the nyntem ntartup message, ' .ILEX" messages are the
oinly unaolicited messages that can o. y and some mech-
anism must exis for either ignoring or treating then. In
the present version of the MMI program, it was decided to
ignore all such messuges as UUSD Paccal Version 1.1 did rt

nllow easy access to the stutus register of the SY6551
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Asyichronous Communication Interface Adapter. Ui . D Pascal
Version 1.2 provides access via a call to the function

RemStatus {53 p. 57-58].

Two timeouts are imposed by the OMC computer. Both
timeouts are based .a inactivity of the keyboard. The
first timeout is a short timeout which requices the
operator to resubmit the originul (or new) command. The
MMI program avoids such timeouts by always assuming that a
timeout has expired, and :lways starting ab initio. The
second timeout is longer, requiring the ~perator to
resubmit the password, followed by the original command.
With level 7.4 of the UMC software, a timeout message is

transmi ted to the operator.
5.9 SUMMARY OF REQUIREMENTS

This chapter has outlined the functions to be per-

rmed by the microcomputer and sketched the required
interface to the OMC computer. The description of the OMC
protocol given above is not complete. For example, the
exact characters that pass over the data link have not been
specified (see the documentation [34] for details). From
experience, even documentation tells only part of the
story. 1In practice, the only way of obtaining a complete
definition for an interface is to connect to the interface
with an approximate model based on the information
available, ree if the model works, and then refine the
model. This is not to belittle formal descriptions of
interfaces, merely to point out that they have to be

verified,

The MMI program filters out any unanticipated control
characters. All known messages are intercepted and
translated by the program before being presented to the

operator. If an unknown message should surface (e.g. a

- -
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known message with a mutilated character, or a new format
of message or new message from a new OMC softiware release),
it is simply passed on to the operator. In the reversw
direction, if the OMC computer does not receive the correct
characters in the correct formuat, it will be quick to
object by returning a message. This "known" message will
be intercepted and translated by the MMI program in the

usual way.




CHAPTER 4
DESIGN PHASHE

4. INTRODUCTION TO THE DESLIGN

This chapter explains the design [1 p. 16] of the
MMI program and covers the design phase [ P 16] of the
MMI project. The chapter first defines the main program of
the Man-Machine Interface and then the coupling to the
existing OMC computer. The main program is outlined at the
highest level and explained. The existing syntax of the
OMC computer and new MMl are contrasted by means of one
example. The conventions adopted for data entry and disp-
lay are explained. The sources of errors and the methods
of handling them are treated. Finally the Architectural
Design [1 pe 9] 19 laid out,.
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This chapter explainas the design [1 Pe 16] of the
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MMI pro ect. The chapter first defines the main program of
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existing OMC computer. The main program is outlined at the
highest level and explained. The existing syntax of the
OMC computer and new MMI are contrasted by means of one
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lay are explained. The sources of errors and the methods
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Design [1 p. 9] is laid out.
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4.1 MAIN PROGRAM

The main MMI program is ~“utlined in Fig. I, using
Pascal as a FDL, and a description of the program follows.

Stubs [1 P 34] are shown for lower-level procedures.

The MMI program transfers the initial menu to the
screen. The program then gets a charactor from the oper-
ator. The variable called "noda", of type STRING, is used
in a novel way to create a stack [1 P 33]. keeping track
of where the operator is 'n the menu tree. Fach time the
operator moves in the tr-e, the appropriate ASCI file is
read from diskette, and displayed on the screen. (An ASCI
file is simply a UCSD Pascal text file with the two header
blocks stripped off.) This process continues through
screens of type "help” and "menu" until the current screen
is a "data” entry form. The program then prompts the
operator for the paurameters required. If the operator
confirms that the details are correct, then the command and
parameters are sent to the OMC computer. As the MMI
program will run in a dedicated mode, the EnterTree
construct shown in Fig. 1 waus used to keep the p:o;,rau

looping forever.

PROCRAM MMI (* Man-Machine Interface *);

TYPE

ScreenType = (help, menu, data);

VAR
node: STRING;
ch: CHAR;

CurrentScreen: ScreenType;

Ll O




(#es 88854y procedures followh#esass)

procedure ReadAsciFile (node: STRING);
begin end;
procedure WriteScreen (CurrentScreen: ScreenType);
begin end;
procedure GetParam;
begin end;
procedure Verify (ch: CHAR);
begin end;
procedure Send (command, paranm: STRING);
begin end;
procedure DeletelastChar(node: STRING);
begin end;
procedure Append (ch: CHAR; node: STRING);
begin end;
procedure GetChar;
begin end;
procedure InitCards;
begin end;
procedure TrylLink;
begin end;

51

PROCEDURE EnterTree;

(®*enter menu tree®*)

PROCEDURE transfer(node: STRING);
(®*trunsfer to node spucified and update screent®)

BFGIN
ReadAsciFile (*specified by®*) (node);
WriteScreen(currentscreen)

END (®"transfer®);

- -,
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PROCEDURE GetAndSendData;
(®"get data from operator, verify it and send to OMC*)

VAR

commnnd, param: STRING;

BEGIN
REPEAT
GetParam (®*from operator®);
verify(ch);
IF ch = 'Y' THEN
send(command, param);
UNTIL ch = 'Y°
END (®CetAndSendData®);

PROCEDURE GetForm;
(®*get characters from operator until®,

(®*a data form is reached *)

PROCELCURE MovelInTree((CurrentScreen: ScreenType);

(®*update node and transfer to current node®*)

BEGILIN
IF ch = 'Q°
THEN (* back up tree *)
DeletelLastChar (®*from®) (node)
ELSE (* go down tree %)
append(ch, (*to®) node);
transfei1 (*to*) (node)

END (®MoveInTree®);

AN
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BEGIN (®*GetForm*)
REPEAT
GetChar (*from operator®);
MoveInTree (®*to*) (CurrentScreen);
UNTLL (CurrentScreen = data)
END (®*GetForm*);

BEGIN (®*EnterTree®)
transfer (* to initial menu *) (node);
REPEAT
GetForm;
GetAndSendDlata;
UNTIL false
END (®EnterTree®);

BEGIN (*MMI*®)
InitCards (®*®initialize all cards in microcomputer®®);
TryLink (®*®*try link to OMC computer®*);
EnterTree;

END (®MMi®).

Figure I -
FORMAL DESCRIPTION OF MAN-MACHINE INTERFACE PROGRAM

4.2 SINTAX OF OMC COMPUTER AND GCF NEW MMI

The syntax of a transaction with the OMC computer is
beat explained by meanm of a simple example., Other French
commands implemented initially included ABOCR, ABOIL,
ABOMO, ABOSU, PWOAR, PWOLA, TAXi1N, these being the most
commonly usea commands. The example given in Fig. II shows
the appearance of one transaction. To distinguish betweeu

the two directions of communication, the responses from the
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OMC computer that the operator would have had to interpret
have been recorded in lower case. The characters the
operator would have had o have typed are shown in upper
case. The same prompt chavacter is used when the operator
is in the command mode or in the parameter mode, so the
operator must keep track of this mentally.

@ABOIL,CEN=1: (===~ COMMANDline
cen=1/84-02-24/09 h 08 mn 52/8ub characteristics list”
@ND=741009: (-«- PARAMETERline
processing tglail acc” ¢=-=~~ ACCEPTEDline
nd=741009 ne =003-00-127 tax = 000300127
Ly-klatfln (=== 2nd DPATAline
cat=iste*nal6e+rvtecofecar2”™ === 3rd DATAline
processaing tgiail ex:” (=== EXECUTEDline

@

rigure I -
EXAMPLE OF PREVIOUS MEYHDD OFP PERFORMING A TRANSACTION

To accomplish the same tusk using the new MMI, the

following steps take place:

1) From the main menu (Fig. IV), the operator selects the

option "List", by pressing the key "L".

2) A form appears, prompting the operator to press either

"D" for Directory number or "E" for equipment number.

3) The inside of the form is cleared, and the operator is

prompted "Telephone number = ", together with the
default exchange prefix. If the operator wishes to
change the default prefix, the operator backspaces over

the displayed prefix, and enters the full telephone

rm‘\\l
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niumber.,

4) Tae program checké that the operator has indicated a
number that is reasonable, by checking for non-numerics,
and by comparing the length of the number and the
exchange prefix with the known set of permissible

values.

5) The operator is given a last opportunity to change the
number before it is sent ofr to the OMC computer. The
mnemonics returned by the OMC computer are converted
into English, displayed and printed as shown in Fig.
111, for the example given in Fig. 1lI.

Equipment No. = 003-00-127
Directory No. = 741009
Meter Reading = 00030012
Multi-Frequency phone
Recall Button
Non-metering Line
Short code dialling No. 16
Follow-me

Conference facility

Catastrophe facility No. 2

Figure 111 -
EXAMPLE OF NEW METHOD OF PREGENTING INFORMATION

If the operator has used the system previously that
dny, the lant used telephone number in displayed. Often
the operator will be perforuwing tasks on similiar numbers
(e.g. ascending sequences). I1f the telephone number
differs from the last number used only in the last digits,
the operator merely has to overtype the new digits. The

probability of the operator performing more than one task
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on the same number is high. To indicate that the number is
unchanged, the operator simply presses the Carriage Return

key.

When selecting an item from a menu, only a single
alphatetic character is required. This is in line with the

view 01 the designer interviewed by Hammond et al.:

"Galecting items by numbers is bad because it is not
someining used outside computing. Keywords or abb-
revialions is better because this is closer to what
the uger is thinking about rather than having tc scan

the menu for a number” [54 p. 43].

Although selection by letter is more natural to the
operator, many programmers atill cling to selection by
number. This may, in part, be caused by the lack of
constructs such "IF ch IN ['I', 'G', 'K'] THEN" in the

oider programming langcages. The UCSD Pascal environment

LT

uses selenction by letter, "ut the options are squashed into

a single prompt line. Fc the MM1, options fill the

screen, and the option it selected by the operator pressing :
the first letter of the option required. The operator may *ﬂ

uee upper or lower case lettera of the alphabet. An ﬁﬁ

exception to *his is that the operator presses the "?" key
to select the help option and the menu is presented again

if the operator presses the space bar.

The operator does not presa the Carriage Return key.

Requiring a aingle character with no Carriage Return

regults in the operator typing a minimum of keystrokes.
However, when the operator is entering numeric data, such

a9 a telephone number, the operator must type in the numbher

W i

and press the Carriage Return key to indicate the end of
the data.
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MACHINE MENU

X

>

Zz
1

Begin by sending password

End by stopping use of ,essword
Dismantle

List

Heter

New

Restore

Suspend

viwnw o Z2 T r om o

Press ? for help |

Figure IV -
EX/+MPLE OF A MENU (MAIN MENU)

METTER FORM

? |Help with Meter readings

Q0 {Quit Meter form

Figure Vv -
EXAMPLE OF A FORM (METKR MENU)
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[ METER READING HELP

To take a meter reading, rou must
first give either the Directory no.,
or the Equipment number and exchange

prefix,

Press the G key now to return to the

Menu.

Figure VI -

EXAMPLE OF A HELPY GCRERN

In the MMI program, all forms, i.e. menus, help
acreens and data entry forma that are displayed on the
screen have a unity of style. (See Figs. IV, V and VI.)
Every form is framed in a rectangle as large as the active
screen area. The idea of this is to make the layout of the
screen as r .t ;active as possible. The characters used to
draw the form have rounded corners in order to make the

form less austere and enhance the appearance of the screen.

The work of Teitelbaum and Granda "demcnectrates a
clear performance advantage in searching for screen-
presented information in a multiple screen interface, when
that information is present in a positionally conatant
manner" [55 p. 153]. With this study in mind, the MMI
program reserves positionally conastant areas for informe
ation of the uame type. At the top of the screen of each

form is a title enclosed in a rectangle. This is provided
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to orient the operator. At the bottom of every form is a
similiar rectangle that contains information on how the
operator can exit from the current form. One disadvantage
of this approach is that if the intensity of the screen is
left too high, it is pousible for a permanent image to be
burnt on the phosphor of the screen. This can be avoided
by turning the screen off when it is not in use, or by
periodically adjusting the vertical and horizontal controls

slightly.
4.3 ERROR RECOVERY

The microcomputer used for the MMI has to recover
gracefully from all errora. Theve are three possasible
sources of errors: the operator, the microcomputer or the

OMC computer, and these are considered in turn.,

If the operator preases an incorrect key when choosing
an item from a menu, nothing happens: the screen remains
unchanged. This decision was taken so as not to antagonige
the operator. As long as the operator is navigating
through the menus and help screens, the MMI progrem gets
single characters from the operator. If the operator
inadvertently prenses a valid key, the wrong menu will be
displayed, but the operator can always recover easily from
this situation by pressing the "Q" key (for Quit). The

previous menu will be reinstated.

If several micro-computers are going to be operated in
the same office npace it is possible to assign different
beeps Lo different microcomputers to avoid confusion. 1If
the operator has finished navigation, is entering data, and
presses an unacceptable key, the microcomputer beeps to
signal the error. This act un has been taken because the
consequences of entering incorrect data may be serious.

The operator may correct errors until the Carriage Return

,J-h P W RS
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key is pressed, and it is expected that the operator check
the line before depressing the Carriage keturn key, as
recovery from the situation can only be achieved by the

operator undoing what was inadvertently done.

During an input-output operation with the micro-
computer an error may occur. This is dealt with by
immediately presenting »n Jdiagnostic message to the
operator. These messages are stored in memory for
immediate presentation., Problems may also occur in the OMC
computer. These are dealt with by reading the message from
the OMC computer, and looking up a translation from
diskette. Storage on diskette was chosen to ease the task
of maintaining the mesasages. The process which is used to
look up the translation is slow and could be improved by
means of a binary search. However, a binary search
requires the dictionaries on the diskette to be sorted, and

this may create practical problems during maintenance.
4.4 INTRODUCTION TO 'THE ARCHITECTURAL DESIGN

So far, this chapter has stated the design in a Pascal
FDL. An example of the syntax of the Man-Machine Intertace
and the syntax of the existing OMC computer interface has
been presented to show the duta formats required. Errors
made by the operator or error messages from the OMC
computer are counted as being data formats that have to be

treated in the normal course of affairs.

The remainder of thia chapter defines the collection
of hardware and aofiware componentn [+ p. 12] and their
interfaces, thereby establishing a framework tor the
development ol the MMI. The remainder also describes the
selection of a structurc. language, compiler and support
environment for the project. It also describes the

consideration which led tc the purchase of a particular
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microcomputer and mentiona the need to customize the system
purchased., The importance of desiguning with change in mind
is remembered. The standard adopted for programming is
included as well as a comparison of two microcomputers

communicating with two different ETE's.
4.% OPEFRATING SYSTEM AND ENVIRONMENT

Anderson and Shumate warn that "selecting a program-
ming language, compiler and support environment is a
difficult and important task” [56]. The selection should
be based on sound considerations [57]. Young [58] sugpeeats
that langunpes uaed for reel time [1 pe 29] work should be
chosen on the basin of security (1 p. 50}, readability,
flexibility, simplicity, portability [1 p. 26] and eff-
iciency [t p. 17]. Considerations which applied to the MMI
project were that the operating system [1 pe 25] be
available "off the shelf", and that the application could

be written using a structured programming language.
4.6 CHOICE OF STRUCTURKD PROGRAMMING LANGUAGE AND HARDWARE

The advantages of structured programming [51] are
well-known. Because of the greater availability of Pascal,
it was .,elected in preference to other structured languages
such as CCITT CHILL [%9] or Ada |60}, [61]. Many diaiects
of Pascal are available, of which one must be chusen. For
example, Woteki and Sand have published a review of lour

implementationsa of Pascal [b? pe 352 ).

The Univernity of Calitornin at San Plego (UCSD)
dialect of Pascal was chosen for the MMI project because of
its useful string extensions and associated environment.
The UCSD Pascal environment inciudes a good screen-oriented
editor that supports global find and replace operations,

and a compiler that permits separate compilation of modules
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[1 pe 24]. The UCSD System is available for a number of
microcomputers in this country. 'T'he cheapest minimal
system with UCSD Pascal was the Apple [le. Thus one such
microcomputer was purchased for development purposes, and
two others for a tield trial. Modula-? [03] and [64] is
also A good candidate, but was not chosen because of its

newness.,

The MMI program is a turn-key program. That is, a
bootstrap [1 p. 10] strnrts the program automaticelly when
the computer is switched on. A customized turn-key
diskette, with a back-up [1 b 10] copy is prerided for
ench nite. “"he diaskettesa ean be customizned by editing the
meaus Lo allow accens to the allowed sets ot ~ptions. The
exchange configuration file must also b edit~d for each
OMC by the maintainer of the system. h- adva.utage of this
approach is that no recompilation is revcessary when changes

have to be made.

The set of characters that can be display.d on the
screen was changed to a custom se~ that allows the
representation of simple formi. Pa = =« [1 p. 26] to
the operating system were necessary to prevent it from
responding to control characters (e.g. CTRL-S, CTRL-F,
CRTL-@), which cculd conceivably be typed by the operator.

It wa: thought initianlly that a modification to the
hardware would be necesasary to enable the microcomputer to
be switched to either of the two required modes: dumb
terminnl or intellipgont MMI. However, this waa avoided by
examltning the sottware capabilitiea ot the microcomputer
more clousely. It wna discovered that switching under

software control was ponsible if three conditions were met:

1) The characters being sent to the 80-column card vere

filtered to block the control characters for forward and

£ ™an - a 12 -
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reverse scrolling from being sent to the screen. If the

cursor is in the "home" position, il was ulso necessary
to block a "backspace”, as this precipitates a reverse

scroll.

2) More than 23 lines must not be sent to the 40-column
screen otherwise it will scroll, and certain pointers

will be lost.

3) R.rore and after switching between 4)-and 80-column
modes, it is esseutial to send t'e cursor to the "home"
position. By doing this, 40-snd BU-column co-ordinates

become aynchronized.

In designing *1» MMIl, the poussibility of future
changes to the decign was borne in mind, Changes were
considered under three headings: changes that would
definitely occur some time in the future, changes that
might occur, and changes that were ruled as being unlikely.
It was correctly assumed that once the MMI had been tried
out, changes would be requested to inci ‘e improvements and
additional features. The first such Lsuggestion implementied
was to have the program check to see if the link to the OMC

computer was good, before progressing any further.

The changes to the design that were considered likely

were:

1) The baud rate could be raised to 1 200 baud. This could
be schieved by installing a speed-up card with &8 6502
microprocensor running ant 3,% Mo, Alternatively, a
polling Bscheme could be used in place of a transaction
driven system. This is possible with UCSD Pascal

version 1.2.

2) It may be necessary to accept unsolicited messages. This

T P wlodcalhoemnesandeslensssennsiasnetigi
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implies that a polling scheme be used in place of =a
transaction driven system. fThe OMC computer will then
be polled at frequent intervals to determine if an

unsolicited message has arrived.

3) It may become necessary to couple the microcomputer to
more than one OMC computer. 'This could be accomplished
under software control by switching the communications
port from one UMC computer to the another and would

require some additioral hardware.

It was assumed to be unlikely that changes 2) and 3)
would occur topether, Alao, the overlapping of operator
Lanakn wnn not enviasnged becnuoe of the poasibility of

confusing the operator.
4.7 PROGRAMMING OTANDARDS

The general programming standards [65] suggested by
Aron were adhered to: top-down [1 p. 36], structured
programming, using a stendard higher level language and
system library [1 p. 34 programs. The system library
had to be built from scratch. The style advocated by
Ledgard et al. [66} viz. the use of mnemonic names and
careful commenting, was alsc followed. Their programming
standards were adapted and adopted., For example, a general
standard followed was that all programs he formatted by
means of an automatic formatting program, and touched up
manually where necessary. The formatting program auto-
matically capitalizes reserved worda, places one astatement
on a line, indentn ench statement or nensted procedure
correctly, and inserts the name of ench procedure as a
comment at the end of each procedure. Fig. 1 was format-

ted using this program.
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4.8 PROTOTYPING OF THE FILE AND THE SCREEN STRUCTURE

A prototype system was constructed in order to learn
from mistakes at a low cost. Gehauni's comments [67 pe 480]
about prototypes are very relevant: "In the engineering
industry, unlike in the software indvstry, the construction
of a product is generally preceded by the construction of &
prototype.” He advocates prototyping in the software
industry too, and gives details: "Short cuts are taken to
produce the prototype quickly at the expense of efficiency,
robustness, generality and s guod user interface.” He

points out too that "it is cneaper to correzt nisunder-
standings and ambiguities in the prototype stage than after
the final product has been built.” (It is less embarrass-
ing toou.) This section describes how prototyping was used

in designing the structure of the files and screen.

The restrictions [07 pe 481] that tehani imposed were

also imposed upon the MMI program:

"t{. Instead of building a form definition translator,

the form definitions would be hand translated.

N
.

A general terminal handling facility would not e

pl‘ovided L)

3, The oimplest possible unmer interface (from a
prototype builder's viewpoint) would be provided,

e.g. no multiple page forms or multiple windows.

4. only n nimple ervor moesange scheme would be

provided.

Y. Use as many tools on the ... operating system as
possible, paying regard to efficiency (or the lack
of it) only when it really had a significant impact
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on the system.

6. The system would not be implemented on a

distributed system."”

Gehani mad: the following decisions about file struct-

ure, and the MMI program followed his method:

"It was decided to implement each form instance as one
file, This was a natural and logical choice since
this would simplify the implementation of several form
operations since advantage could be taken of the

operating ayatem file operationn.” I(v'l pe 482]

The MM, project diftfers in that only one file was used
per form, whereas Uehani uses seven filer per form
[67 p. 483]. The idea is to be able to transfer the file
contents to the screen en bkloc, and to store any inform-
ation that the program might require ir the form itself.

Galitz points out, "screens should display only relevant
information” [68 p. 8]. This makes it easier for the
operator to find information on the screen, but the
programmer must be forced into the discipline of not

displuying extraneous material on the screwen,

A decision was taken to limit the aize of the screen.
The 40-column mode of the Apple microcomputer was chosen in
preference to the HU-column mode in order to present a
smaller quantity of information on the screen. A packed
array of fixed size was unsed to store the graphic char-
ncters and literal text which forms an exact image of the
screen. The text containus help, & menu, or a data form,
The packed array ias stored as a file on diskette, in the
final form ready for display on tne ncreen. The size of
the packed array was determined from the size of the screen
and the size of the diskette blocks. 'The sige of the
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screen was 24 lines by 40 columns, and the size of the
blocks was 512 ciharacters. A screen image was therefore
defined as being a packed array of 1024 characters, exactly
two blocks big. The screen images are edited with the UCSD
Pascal editcr, avoiding the need to create a special-

purpose editor.

When uaing the editor, the developer or maintainer
sees the exact appearance of the image of the screen. This
approach frees the programmer from the burden of having to
count columns and rows, and allows "the programmer to
specify the ncreen at a higher level” [bq po 32]. The ease
with which the acreen images can be edited encouraged the
building of "a prototype syastem ... to illustrate the
feasibility of new ideas or design” [67 p. 480]. Hcaever,
before use, the two-block header of the UCSD file, which
contains information about the environment of the file, was

stripped off the file in order to save space on diskette.

Upper case letters can be resolved at greater
distances than lower case letters because of the greater
angle subtended at the human eye. However, resolution is
not of importance here, as all screens display characters
that are sufficiently large for operators with near normal
eyesight. What is of importance is readability. Real
words (not random abbreviations) should be easily and
quickly read. Words using lower case letters are more
quickly assimilated because of the sensitivity of the human
eye to the shape of the word. <Consequently, the MMI
project presents all text to the operator in lower case,

with the unual capitalizvation rules of knglish being used

when appropriate.

The program determines the type of each image (help,
menu or form) by inspecting the text in the image. In each

screen image is embedded the type of the screen in upper

i
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case characters in the right hand half of the first line
(context line) of text displayed on the screen (Fig. VI).
These characters are used by the program to determine the
ScreenType, each time the array is read from diskette. The
left hand half contains the name of the node, so that the
operator will know the present context. When the date and
time are supplied by the OMC computer they are reformatted,
and positioned in the top left and right corners of the

screen, just inside the outer frame.

Down the left side of each screen image are the set of
characters that the operator is currently allowed to type.
See e.g. Fipg IV, TThese characters are read out of the
array and are eubsequently used to check that the operatoer
does not type an illegal character to move to a new frame.
Thus the movements of the operator in the menu tree are

strictly controlled by the contents of these packed arrays.

Provision was made for a rectangular portion of each
form to be used in conversational [1 p. 14] mode, without
disturbing the current context line or the escape options
which are always displayed on the screen. The MMI program
determines the position and sise of the rectangle by exam-
ining the blank form (See e.g. Fig. V) each time it is read
from the diskette.

This section has desncribed how prototyping was useful
in desigaing the structures of the files and the screen
images. The section ham explained how only relevant
information is displayed. Help screens, menus and forms
are kept 1 files in a format ready for display. The
tchnique used aliows easy uvpecification of the screen at a
high level. Lower case letters are chosen to display
information to the operator. Only one file is required per
form and the contents of the images have been indicated.

The type of the screen image, the set of allowable
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characters and (in the case of a .orm) the origin and

dimensions of the conversational aresa are all stored as

part of each image.
4.9 COMMUNICATING WITH SYSTEM X OR WITH THE OMC COMPUTER

A "user-friendly" man-machine language translator (5]
successfully completed a trial [70] in the Cambridge Area.
It was devoloped for the British Telecom System X, to allow
administrative starf to exch.nge information more
efficiently. The appli . of the translator to System X
is identical to the MMI application. Similiarities include
the arvlication only for administrative staff, and not
onpgineertnuyg ostatt; n "comtfort indicator”™ or "activity
indicator”; plain English output {5); use of a 64K micro-
processor with associated floppy diskette(s); programming
in a structurv.! high-level language; hierarchial menu
structure; program completely resident in wmemory.

Differences [70] include those listed in Tau! .~ .7,

Table 11 -
DIFFERENCES BETWEEN BRITISH TELECOM
AND SOUTH AFRICAN MAN-MACHINE LANGUAGE

'TRANSLATORS
BRITISH TELECOM S. A. POST OFFICE
for SYSTEN X for SA128E -
English mnemonics to English French mnemonics to English
dual diskette (read & write) aingle diskette (read only)
% thousand pounds <4 thouaand Rand
280 microprocessor 6502 microprocesnor

used to commissioning System X not used for commissioning

written in CBASIC written in Pascal

interpreted and optimized compiled

interrupt driven t-ansaction driven
- A N S P
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4.10 SUMMARY OF THE DESIGN OF THE SYSTEM

This chapter has described the design of the MMI, the
interface to the operator, and the interface to the OMC
computer. The Apple 2e and the UCSD Pascal environment was
sslected for the project. The chapter included the need to
customize the Apple 2e, and continued with the need to
design with change in mind, and adopt a definite program-
ming standard. A prototype helped to settle the design of
the file structure and screen structure. The designs of
the microcomputers communicating with System X and with the

OMC computer have been compared.
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CHAPTER %
IMPLEMENTATION

Se INTHODUCTLON TO THE IMPLEMENTATION

This chapter deals with the conservation of the micro-
computer resources. A prototype program to demonstrate the
feasibility of communicaticu between the microcomputer and
the OMC computer is described. The data atructures at the
interfaces are examined, and this leads to a description of
the key algorithm. The chapter includes detail of how the
cperator sprcifies data. The softwar- development tools
used are described briefly, as = 48 the development of
the special character set. The apter concludes with an
explapation of the writing of ‘he external documentation

[1 P 17] which helped the development of the program.
5.1 USE OF THE MICROCOMPUTKER RESOURCES

Two coustraints on processing were kept in mind: the
amount ot memory apace available and the time available to
execute real-time processing. It was found that the memory
capacity was adequate and automatic diskette swapping was
not necessary., This was mainly because textual information

was kept as images on diskette.
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The time available for the processing of data is
limited. This limitation was solved by invertigating the
time-consuming stntements, and avoiding the use of these
during the reading of data from the OMC computer. In order
to demonstrate the relative amount of time required to
esecute simple statements, a few typical Pascal statements
were timed. The results obtained are shown in Table III.
The results exclude the time taken by the driver [1 p. 17]
program. As might be anticipated, the processing of data
takes little time, but input-cutput processes take mvrch
longer., It is instruc'ive to note the wide range of times
measured, a factor that is usually ignored when programming

in a higher order language.

Table 111 -
TIME TAKEN FOR 10 000 STATEMENTS

TIME STATEMENT

1,49 ch := "A';

3,98 L := length(st);

28,18 insert('A', st, 1);
39,18 st := copy('A', 1, 1);
41,9s write('A');

61,48 P := poa('A', "A');
71,88 st :=~ concat('1', 'A');
146,68 gotoxy(0,0);
159,58 writeln;

2446 ,83 page(output);

He2 SPACE ON DISKKETTHE
In the final MMI program, the diskette is not used for

recording, and is write protected for security. Addition-

ally, the door of the drive may be sealed with masking tape
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unless the microcomputer is to be used for other applica-
tions. The only time that the diskette is used is in boot-
ing the microcomputer and loading the turu-key program into
memory. It is anticipated that this will be done once a
day when the operator commences work. The MMI diskette
containg files such as the bootstrap [1 P 10], the opera-
ting system [1 P 25], the system library [1 P 34], the
application program [1 pe 9] and configuration [1 P 13]
infurmation. The space occupied by these have been

analysed into classes in Table 1V.

Table IV -
SPACE ALLOCATED T0 CLASSES OF FILES
(IN BLOCKS OF %12 BYTES)

CLASS OF FILE FILE SIZE
The bootstrap & directory 6 blocks
The operating system: T4

The system library: 63

The application progran: 8

The help files: 28

The menus: 12

The forms: 28

The scripts: 18

The error messages: 16
Configuration text: 8

Spare: 19

Total: 280

Most of the object progranm [1 pe 25] appears in the
system library, so that changes may be made to units with-
out the need to recompile the complete application. The

forms, menus and help {iles which constitute the bulk of
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unless the microcomputer is to be used for other applica-
tions. The only time that the diskette is used is in boot-
ing the microcomputer and loading the turn-key program into
memory. It is anticipated that this will be done once a
day when the operator commences work. The MMI diskette
contains files such as the bootstrap [1 P 10], the opera-
ting syst'm [+ p. 25], the system library [1 P 34], the
application progranm (1 p. 9] and configuration [1 P 13]
information. The space occupied by these have been

analvsed into classes in Table 1V.

Table IV -
SPACE ALLOCATED TU CLASSES OF FILES
(IN BLOCKS OF %12 BYTES)

CLASS OF FILE FILE SIZE
The bootstrap & directory 6 blocks
The operating system: T4

The system library: 63

The application program: 8

The help files: 28

The menus: 12

The formse: P

The scripts: 18

The error messages: 16
Configuration text: 8

Spare: 19

Total: 280

Most of the object program [1 pe 25] appears in the
systen library, so that changes may be made to units with-
out the need to recompile the complete application. The
forms, menus and help files which constitute the bulk of
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what the operator sees occupy a good proportion of the
diskette. They are kept as files that can easily be
changed, without the need for any compilation. A little
space remains unused. [f more space is required in the
future, tho available space can be increased by 8 blocks by
using the 36th track, and another 32 blocks by placing the
file SYSTEM.APPLE on the other side of the diskette.

53 COMPUTER~-COMPUTER COMMUNICATION

A prototype program was written to show that the Apple
1I could communicate with the OMC computer in real time
' p. 29). The program demonstrated a critical feature of
the final aystem, viz. that computer-computer communication
was posaible. Some subtle aspects of the interface were
revealed at this stage. For example, it was realiged that
provided the operator was forced to stay in the continua-
tion mode, a prompt would be received. This could then be
used to delimit the end of a message from the host. Also
at this stage, possible difficulties were identified. 1In
particular, it was determined that no diskette activity,
and little output to the screen could take place while a

message was being received from the OMC computer.

If a "digital tape recorder” were available, the
correct transaction between the terminal and the OMC
computer could be "recorded"” for subsequent atudy.
Instead, the prototype program included the ability to
"record” [35 p. 34) the transaction on diskette.
Subsequent "playback”™ of the diskette and analysis of the
recording taitthtully reproduced the vocabulary and grammar

of the transaction with the OMC computer.

The prototype program was used to record the required
dialogue whilat normal transactions with the OMC computer

were conducted. The microcomprter acted as a terminal, and
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the program logged ihe transaction taking place on disk-

ette. Thus the actual values of data items were captured
on diskette. Possible misinterpretation of documentation
by the programmer was thereby prevented. For example, the
number of blank spaces between two fields is difficult to
determine from the documentation, but could be determined

precisely from the recording.

The recorded tranractions formed the specification for
the computer-computer interface. Each transaction was
stored as a file ot characters, called a script, with
upper-case and lower-case letters being used to indicate
the direction of transmission. See Fig. I1. Error
measages were catered for separately. Bits and pieces from
the prototype program were used subtsequently in the
building up of the required translation mode (MMI). Once
the prototype program had demonstrated the concept was

viable, the hardware was ordered for the trial.

The following method proved to be a quick method of

establishing computer~-computer communication.

1) One microcomputer was used to write as much of the

terminal software as was possible.,

2) A second microcomputer of the same type was used
temporarily to enstablish computer-computer communication
at the lowest possible level (dumb terminal to dumbd
terminal). By using microcomputers of the same type,
compatibility was more probable, and only one manu-
facturer's liternture had to be studied. At this stage,
communication card options were made identical, and a
modem eliminator was used. By having the microcomputers
ad jacent, problems of human communication and tele-
communication were eliminated. Documentation problems

were sorted out at this stage. For example, the method

- A ~
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of turning the microcomputer into a dumb terminal is

not correctly documented in the manual [71].

3) Software was installed in one microcomputer, and the
second remained a dumb terminal. By typing .he char-

acters required by the OMC computer, the scof .ware was
tested.

4) Refinements that suggested themselves were incorporated

at this stage.

($4]
N

The software was then tested on site, without the OMC
computer being emulated. At this stage, it was
discovered that including too muny features resulted in
incoming data being lost. for example, logging to both
the printer and to diskette caused data to be lost, but
by logging only to the diskette, the crucial problem of

communicating with the OMC computer was overcome.

5«4 DATA STRUCTURES

Simplistically, the MMI project can be regarded as
consisting of two well detined interfaces, {(the Computer-
Computer Interface, and the Man-Machine Interface) Joined
by the software that is necessary to enable the two
interfaces to be connected to each nther. Both interfaces
were defined algorithmically and from the data structure
(1 p. 15] point or view, and the main program had to knit

the two interfaces together.

The data structure of the exinting computer-computer
interface was studied. From this the algorithms necessary
to handle the structure in a sequenced manner grew natural-
ly. In order to determine what data structures were being
used, the work of the operators was studied in detail. The

correct method of performing this work was determined from
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of turning the microcomputer into a dumb terminal is

not correctly documented in the manual [71].

3) Software was installed in one microcomputer, and the
second remained a dumb terminal. By typing the char-

acters required by the OMC computer, the sofiware was
tested.

4) Refinements that suggested themselves were incorporated
at this stage.

5) The software was then tested on site, without the OMC
computer being emulated. At this atage, it was
discovered that including too many features resulted in
incoming data being lost. For example, logging to both
the printer and to diskette caused data to be lost, but
by logging only to the diskette, the crucial problem of

communicating with the OMC computer was overcome.

5¢4 DATA STRUCTURES

Simplistically, the MMi project can be regarded as
consisting of two well defined intertaces, (the Computer-
Computer Interface, and the Man-Machine Interface) joined
by the software that is necessary to enable the two
interfaces to be connected to each other. Both interfaces
vere defined algorithmically and from the date structure

[1 P 15] point of view, and the main program had to knit

the two interfacens together.

The datan structure ol the exianting computer-computer
intertfance wus studied. From this the algorithms necessary
to handle the structure in a sequenced manner grew natural-
ly. In crder %o determine what data structures were being
used, the work of the operators was studied in detail. The

correct method of performing this work was determined from
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the staff working in the exchange wno had the necessary
practical experience to perceive the complex interlocking
of the commands, and the subtleties of their use. The
variables used were all dealt with as being Pascal strings,
s0o that advantage could be taken of the string intrinsics
of UCSD Puscal.

The recorded transactions were analysed using software
tocls as follows. (Kach string of text that was separated
from another by a new line or delimiter: "=", "<¢", ">",
at, ", " " " will be termed » token.) All char-
acters that delimit were converted to Carriage Returns.
This had the effect of placing every token on a new line.
Thian lint wan then norted, nnd identical entries were cast
out, yielding a sorted list of the unique tokers. [t must
be pointed out that all digits were examples taken from the

recording, and that other values would appear in practice.
55 KEY ALGORITHM

The key algorithm of the final program was derived
from the principal data structures. A statement of the

algorithm [1 p. 18] follows:

) Present a menu to the operator and get the choice from

the operator,

2) Transmit the appropriate COMMANDline (first line of a

tranaaction -- see Fig. II).

3) Show confirmatory text at a certain position on the

screen.
4) Fxpect to receive a atring (VERIFIEDline) from the OMC.

5) Determine if the VERIFIKDline contains an error message
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by meuns of examining the first character ("*" for

error),

6) Analyse the VERIFIKDline and split it into tokens, using
"/" as a delimiter. Call further procedures to handle

each of the tokens in turn.

7) Transmit the appropriate PARAMETEKHRline (see Fig. I1).

8) Show confirmatory text at a certain position on the

screen.

9) Expect to receive a string from the OMC computer.

tu) Determine if the ACCEPTEDline (See Fig. 11) contains an
error message b weans of examining the first character
("®*" for error). If it is an error, analyse the line
using an error procedure and split it into tokena, using
"/" as a delimiter. Otherwise analyse the ACCEPTEDline
into tokens, using " ". C(all utility procedures to

treat each of the tokens in turn.
11) Expect to receive a atring from the host computer.

12) Determine if the DATAline (See Fig. 1I) contains an
error message by examining the first character ("®*" for
an error), then analyse the DATAline into tokens, using

" ”

"/" as a delimiter for error messages, and for

other messuoyers. Treat each of the tokens in turn.
13) Expect to rcecive a sntring from the OMC computer,
14) Detormine if the DATAline is an KXECUTHEDline (See Fig.

11). 1f it is, leave the procedure. Otherwise repeat
from 11) to get subusequent DATAllne(s).
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5.6 CONVERSATIONAL MODK

When a form has been presented on the screen, the
microcomputer slips into a conversational [1 p. 14] mode

to:

1) Determine whetler the operator wishes to specify a itele-

phone number or an equipment number.

2) Ask the operator for the directory or equipment number
of the line or telephone required. The operator types
only the number, followed by a Carriage Return. If the
operator mankes n miatake in entering the number, back-

apacing enables single churacters Lo be corrected,

3) Determine from the OMC computer if it is currently
posasible to deal wi:*h the number, and if not, display
the reason on the een (e.g. "Directory number does

not exist").
4) Present the results of the transacticn to the operator.

5) Offer the operator the possivbility of repeating the

transaction.
5.7 INTRODUCTION TO PROGRAM DEVELOPMENT

So far, this chapter has covered the conservation of
the microcomputer resources such as memory, time and disk-
ette space, A prototype program was used succeasfully to
demonstrate communication between the microcomputer and the
OMC computer, and to record transactions. Data structures
at the interfaces were analysed nnd led to a description of
the key algorithm. The last section included detail of how

the operator specifies a line or a telephune number.
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The chapter now continues with a brief description of
the softvare development tools that proved to be useful, a
description of the development of the special character
set, and concludes with an explanation of the me‘*hod of

writs- of the external documentation.
5.8 SOFTWARY DEVELOPMENT TOOLS

The UCSD Pascal environment (operating system, editor,
compiler, assembler, linker, librarian and filer) were
extensively used during the development of the software and
in the preparation of t!} documentation. In addition, a
set of software tools °* had been integrated by the
author proved to be wos. usetul during the development of
the software and documentaticn. These are described
briefly below:

1) ARCHIVE was used to convert a text file to an ASCI
file (a file containing only charactars), and vice

versa.

2) PRINT was used to make a printed copy of a series of
text filos, numbering the pagass of each file and

interpreting 'he embedded control codes for the printer.
3) TRANSLATE was used to conver. specified characters in a
file to other characters (e.g. upper case to lower case,

or spacesn to Carriage Returns).

4) LOCATE was used to print the lines in a text file that

contained a specified pattern,

5) REPLACE was used to change occurrences of an specified

pattern in a file with another pattern.

Ll B
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6) CAPITAL was used to capitalize the reserved words in

each Pascal progranm.

.7) FORMAT was used to format each Pascal progran. It
speeded up the preparation of programs and also proved

useful in tracking down non-matching begin-end pairs.
8) SORT was used to sort text files into a phabetic order.

9) UNIQUE was used to filter (ut oil occurrencea of
identical adjacen. lines, passing only one instance of
the lines. It was used to determine the unique words in
a list, and was particularly useful after having used

SORT.

10) VERIFY is a comparator [1 p. 12] that compares two text
files for any differences. 1t was used to verify that
tvo files sere identical, and if not, to list any
discrepancies e.g. to determine the differences between

two versions of a file.

11) XXEP was used to produce a cross roference list of the
variables anu procedures in a Pascal program. The list

was examined e.g. for unused variables.
5«9 SPECIAL CHARACTER SET IN FIRMWARE

The character generttor KOM in the Apple 2+ had been
successfully repluced by a 2716 EPROM in the TRACE FAULTS
project. IJInitial development, performed on an available
Apple 2+ model, demonstrated that a form-drawing character
set showed promise. Uome changes to firmware would be
necessary to the newer Apple 2e models to allow the drawing
of forms on the screen. (No changes to the software were
required to accommodate the conversion from an Apple 2+ to

an Apple 2e. The program runs on either model. However

- - - -
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6) CAPITAL was used to canitalize the reserved words in

each Pascal program.,

7) FORMAT was uved to format each Pascal progranm. ot
speeded up the preparation of programs and also proved

useful in tracking down non-matching begin-end pairs.
8) SORT was used to sort text files into alphabetic order.

9) UNIQUE was used to filter out all occurrences of
identical adjacent lines, passing only one inastance of
the lines. It was used to determine the unique words in
a list, and was particularly useful after having used
UJORT.

10) VERIPY is a comparator [ p. 12) that compares two text
files for any differences. 1t was used to verify that
two files weire identical, and if not, to list any
discrepancies e.g. to determine the differences bLetween

two versions of a file.

11) XREF was used to produce a cross refrrence list of the
variables and procedures in a Fascal program. The list

was examined e.g. for unused variables.
5.9 SPECLAL CHARACTER SET IN FIRMWARE

The character generator ROM in the Apnle 2+ had been
successfully replaced by a 2716 KEPROM in the TRACE FAULTS
project. Initial development, performed on an available
Apple 2+ model, demonstrated that a form-drawing character
set showed promise., Uome changes to firmware would be
necessary to the newar Apple 2e¢ models to allow the drawing
of forms on lhe screen. (No changes to the software were
required to accommodate the cunversion from an Apple 2+ to

an Apple 2e. The program ' ‘ns on either model. However
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sore changes were performed to allow the use of the newer
Apple Super Serial Card, in place of the older Serial
Interface Card.) Because the VIDEQO ROM for the English
version of the Apple 2e is not documented, it was necessary
to dete mine experimentally if it too could be replaced by
an EPROM.

The function of the VIDEU ROM in the Apple Ile, and
the number of leads suggested that it could be replaced by
a 2764 type EPROM. Inspection of the voltages on the ROM
leads in a working Apple by mesns of an oscilloscope showed
no conflicts with the pin-out of the 27v4 EPROM. On the
outside of the international version of the Apple 2e is a
switch to nelect an alternate character set. This switch
aliows either the American National Standard Code for
Information Interchange (ASCII) character set, or a nation-
al character set to be displayed. It was also discovered
that this oswitch controls the most significant bit of the
addressing of the VIDEO KOM, and that the BASIC commands
INVERSE and NURMAL control the next most significant bit.
Encouraged by these discoveries, the VIDEO ROM was removed
from the Apple and an attempt was made to read the contents
into an EPROM programmer. The bit patterns torming the

characters were read successfully.

The bit patterns were analysed, modified as required,
then written into 2764 EPROM's for insertion in the target
machines [1 p. 35]. Although not used in the MMI project,
inverse characters were also modified in case these are
required in the future. The apecial graphics character set
needed for the MMI project wns designed to fit in with a
copy of most of the existing ASCII characters. Only the
alternate character set was modified, al.owing the Apple to
function conventionally if the character-set awitch is set

to the normal position.

-
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The allocation of the graphic characters was performed
in such a manner that Pascal programs would still be r2ad-
able, as some of the initial development used an Apple II+
without the switch. This extension of the ASCII character
set by substitution of the GO set [72 p. 10] is recognized
by the American National Standards Institute as being a
possibility. The special graphics character set repluces
the characters reserved for national use or craracters that
are infrequently used by the characters to draw forms. For
example, Tee-pieces that point left and right are sub-
stituted for the square brackets in the ASCIl set. The
substitution occurs when the switch is operated and works
for both the 40 column ant the 80 column mode of the Apple

2e. ‘fhe substituted symbols are given in Table V.

Table V =
ALLOCAY LON OF SPECIAL GURAPHIC CHARACTERS

ASCII CHARACTER CORRESPONDLNG GRAPHIC CHARACTER
@ Commercial at Cross piece

Left square bracket Tee-piece with leg pointing left
Reverse solidus Tee-piece with leg pointing down

Right S8quare bracket Tee-piece with leg pointing right

? s o

Circumflex Tee-piece with leg pointing up
Left curly brackect Top left corner of a frame

] Right curly bracket Top right corner of a frame

“ Tilde Bottom right corner of a frame
" Grave accent Bottom left corner of a frame
| Vertical line Vertical line

Underline Horizontal line

Forms created with the special character set were
described as looking "very professional"”, possibly as a
result of the angles in each character being intentionally
rounded. The teletext standard makes provision for

similiar symbols in a line drawing character met [73].

- - -




Wk -
i

84

510 DOCUMENTATION

Brooks, cited by Meyers [74] is u strong advocate of
wr) ing the uzer manual first. It may seem unusual to

wri.o preliminary manuals before coding the programs.

However, this approach was found to be of great value for
the MMI user documentation [1 p. 36]. The unusual approach
exposed open issues, crystallized issues that had been
fluid, and laid down the majority of the content of the

final documents.

The draft manuals that were written included an

Inotallation Manual, a User Manual and a Maintenance

4
s

Manual. System documentation [1 p. 34| consisted of

MMI project. As Ingrassia points out, "one of the most

common problems encountered in software management is the

-

lack of visibility into the progress being made by each
individual on a project” [75 p. 171]. Interim reports

G N DI

combatted this problem by making the progress of the
project visible and formed the basis for this dissertation,

which is now the definitive document on the project.

This remainder of this chapter explains the method
ugsed to write the marusld. First the need to determine the
audience of the manuals is astressed. The ultimate purpose
of the manuals is analysed, and the prior experience of the
operators is examined. The knowledge of the operators
after reading the maanual is decided upon. A similiar
analysis is performed for the staff who must install the
terminala. Feedback on the manuals was encouraged in order
that improvements could be made. Problems were investiga~
ted under the headings of clarity, terminology and

emphasis.

Dc cumentation for the operator was written with the

] ‘ interim reports at regular intervals on the progress of the

Fa N . - - -
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advice of Pakin in mind:

"Po begin, identify the audience of the material:

What are the audience functions?

%

How will they use this material?
# What is their experience level with data processing?

#* what are they expected to know after they have read

it?” {76 p. 79]

Maynard recommends that "manuals should be aimed at
users according to ‘*heir function" [77 P 16].
Accordingly, separate manuals were written for the

operators and the installers of the terminal.

How the manual would be used was considered carefully.
The operators use their manual as a means of instructing
themselves in the use of the terminal, and later as a
refer '-nce. They were assumed to have no prior knowledge of
data processing. After reading the manual, the operator is

expected to be able tn:
1) test that the terminal is functioning correctly;

2) use the terminal to perform the administrative and

service functions of the ETB"which are required by the

SAPO.

On the other hand, the function of the installers is
to install the terminal for the operators. Their manual is
used as a means cf instructing themselves in the setting up
of the terminal, and later as a reference. They too were

assumed to have no prior knowledge of data processing.

. .
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After reading the manual, {he installer is expected be able

to:
1) unpack and install the terminal;
2) test that the terminal is functioning correctiy.

User documentation was reviewed using the advice of
Gudknecht: "Personnel who haven't been exposed to the
equipment or documentation should review the mateiial”

[78 pPe 116]. A prelimiiary version of the Iustallation
Manuval, and the Operaior's Manual were shown to the 3enior

Technician and an operator at a SCC.

From observing tne Senior Technician reading the
manual, it became clear that it is necessary to have all
figures next tuvu "he relevant text. It was noted that the
term "monitor” has another meaning in telephony, and so
the term "screen” had to be used instead. The Senior
Technician experienced difficulty in idepntifying the
diskettes and the diskette drive (he assumed this to be a
modem), The diskettes are therefore clearly labelled and
the drive is described in the manual. As the terminal may
be used in ar environment that is far from gentle and
antiseptic, diskettes are supplied in a strong dustproof
container. Each diskette is clearly marked with handling
precautions and a backup diskette must be supp.ied. A
label was designed to be attached to the diskettes. The
text of the lebel s'arts:

"1 AM A DISKETTKE. Take care of me plense...”
Ultimately it will te advisavie to provide an English
disketts and an Afrikaans diskette. 1t (s possible to

change languages at any stage by interchanging diskettes,
without turning the terminal off, as the operating systenm

Pa. TN -
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and MMI program are language independent. A possible
problem could arise in the translation of the application
to Afrikaans. Afrikaans uses four diacritical marks: the
acute accent ('), the grave accent (°), the circumflex
accent (*), and the diaeresis ("). It was found that it is
necessary to ailow one line for the diacritical marks, one
line fcr the text, and a blank line in order that the
diacritical marks be associated wiivh the correct line.
Because diacritical marks occur infrequently in Afrikaans
words, little problem is anticipated with their

representation and interpretation.

A preliminary murual was written on the maintenance of
the filen for the terminal, Tne Maintenance Manual was
written fur a person assumed to have some prior knowledge
of data processing. After reading the manual, the person
will be able to meintain the data bases for the operation
of the terminal., The person will not be expected to
program in Pascal or change the fundamental operation of
the terminal but is expected to be responsible for all

routine maintenance of the files for the terminal.

To improve the clarity, terminology and emphasis of
the Maintenance Manual, a preliminary version of the
Maintenance Manual was shown to technical staff. Files are
easily captured and edited with the software development

tools, 80 the maintainer need only specify the input and

output data items, how they are related and how thsy should
be linked together. Only if major changes are required

will it be necessary to recompile the source, since the

dnta which in likely to change ia contained in files.

511 SUMMARY OF IMPLEMENTATION

This chapter has described the microcomputer

resources, prototype program, key data structures and













































































































































































































