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ABSTRACT

In this dissertation, thextractionand characterisation of celluloeresfrom a low-costmaize
tassehgricultural waste materialascarried out This was achieved liyase treatmemtf maize
tassel usingan alkaline treatmentapproachto produce cellulosé or Il, depending on the
treatment time, concentration apdetreatmentconditions The polymer was characterised
using XRD, TEM, SEM, RmanspectroscopyFTIR and EDX. The results obtained showed
that cellulose Il was the main product and that cellufdses could beextractedfrom the
waste maize tassdlitaniawas synthesised kaysolgel method usingn alcohol solvenfThe
nanomaterial produced was then characterised using XRiaRspectroscopyEDX, FTIR,
TEM and SEM. It was found that the phase oftitemiawas anatase and the morphology was
spherical. The product formed highly agglomerated structures that also tdhrth of
spherical shapesThese also confirmed the chemical properties of titafie size of the
particleswas confirmed by the Scherrer equation and analysis of SEM and TEM images by
image J software and was found to be between 8 and 12Zheformaion of TiO2/cellulose
nanocompositewas achievedby a method similar tareadeposition.The two products were
meshed together and analysed by SEM, TEM, EDX, FTIR, XRD amdaRspectroscopyit
was found that thetaniananoparticles werattached to the cellulose polynmemrface and the
cellulose surface coverage increased with an increaghe amount of Ti@ used The
composite washenused to treat water contaminated with the organicnagtnyl orangeThe
results obtained from this study indicdteatthe TiQJ/cellulose compositeould degrade the
MO dyewith a lesser concentration tifaniaattached to the cellulosehen compared to bare
TiO2. Increasing theoncentration ofitaniaon cellulose proved better at degrading the methyl

orangedye
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CHAPTER 1

General Background

1.1. Introduction

South Africa is currently overexploiting its water resources [1]. The water infrastructure is
damaged, and thdgam levels are extremely low [1]. This makes South Africa a water scarce
country with more than 60% of its rivers being over exploited. There is also a decline in
precipitation levels in most part of the country whilst the temperatures are rising thereby
increasing the risk of drought. Environmental pollution exacerbates the availability of clean
water. Environmental pollution is always increasing, and the preservation of water sources is
becoming more difficult. Waste emanating from manufacturing is otteedfey contributors

to water pollution. Pollution from textile industries in wastewater adds to almost 400 tons of
dyes and chemicals that are released to the environment [2]. Most synthetic dyes are difficult
to treat by the current conventional methalle to norbiodegradable compounds that are
present in them. Textile dyes and other industrial dyes are the largest group of organic
compounds that are a cause for concern. Approximately 20% of the dye is lost during the
dyeing process and is releasedhe effluenf3]. Almost all textile dyes are photocatalytically
stable as well as refractory toward chemical oxidation making the dyes resistant to
decolorization by conventional biochemical and physiochemical methefls [Untreated
colored wastewatereteased from these industries creates-amsthetic pollution and
eutrophication and create byproducts through oxidation, hydrolysis or other chemical reactions
in the water[6]. The dyes may also have toxic effects and increase turbidity in the water,

thereby reducing light penetration in these water bodies thereby annihilating aquast life [

Several techniques have been employed for the reduction of toxic dye effluents from
wastewater. These methoelude photocatalysif/], coagulation[8], flocculation[9], and
reverse osmos[40], adsorption on activated carbfdri], ion exchange ultréiltration [12], as

well as chemical methods such as photosensitized oxidagprrhese methods have proven
effective in water treatment; however, theimarawback is the formation of secondary waste
products that cannot again be treated, [13. Photocatalysis is an oxidation process used in
the photodegradation of compounds and the purification of whderlH. Photocatalysis is



divided into Heterogeeous catalysis and Homogeneous catalysis and has many advantages
over traditional wastewater treatment technidudk For example, chemical oxidation cannot
remove all organic substances however it is suitable for high concentration pollutants. On the
other hand, activated carbon adsorption involves the phase transfer of pollutants without
decompositiorj14], while biological treatments are slow and require strict parameters. Hence
photocatalysis is advantageous due to these constraints from other sratidodan remove
pollutants even at low concentrations. Phoxadation by photocatalysis oxidizes organic
pollutants completely within hours and does not form secondary polluaht$g.

1.2. Problem statement

Titanium dioxide (TiQ) is widely usedbecause of its high oxidation efficiency, ntmxic
nature, high photatability, chemical inertness and is safe for the environnigntlg. TiO>

has a wide bandgapf ~3.2 eV and mineralizes a wide range of organic pollutants, e.g.
pesticides, phenolicompounds, tetracycline, etc., under UV radiation. The factors that
influence the photocatalytic degradation include dye concentration, catalyst concentration, pH,
the size and structure of the photatyst, the surface area arghction temperaturé 4, 15).

A problem with the use of Tifas a photocatalyst is its low phejaantum efficiency caused

by the fast recombination of electron and Hak, 19. TiOis also inactive in visible light due

to the wide bandgap (~3.18 eV for anatase). In additiom, powder form, recovery of the
catalyst is difficult. The dispersed powder may also increase sdiitimbidity, increasing the
difficulty for UV radiation penetration. These challenges therefore render the use of powdered

TiO: less efficient in photatalysis.

1.3. Rationale for the study

Herein we sort to remedy the challenges. Thsitim synthesis of Ti@nanoparticles on a
support material such as cellulose to form a composite will be explored. Anatass th&©
preferred polymorpbf TiO2 due toa higher electron mobility, low dielectric constant and low
density [L6]. The superfine structure of cellulose makes it an ideal support for photocatalysts.
The cellulose membrane allows for the collection and removal of nanoparticle photocatalyst
suspensio in water after photocatalytic treatment. The optical properties of cellulose enhance
the electron distribution and transfer to 7i@n the surface, thereby increasing the

photocatalytic activity of Ti@by minimizing recombinationll7]. On the other handhe use



of anatase Ti@improves the stability, hydrophilicity and aifitiuling as well as permeability

properties of the cellulose membrad&,[19].

1.4. Aims and objectives
The aims of this project were therefore the following
1 To synthesize anatase TLi@anocrystals
1 To extract and purify cellulose from maize tassels
1 To prepar€TliO2/cellulosecomposites
1 To evaluate the photocatalytic degradation of methyl orange using@akellulose
composites
The objectives of the project were:
To characterize theellulose
To characterizéheanatase Ti@nanocrystals
To prepare and characterizgz/cellulosecomposites

To characteriz&iO2/cellulosecomposites

= =4 4 A -

To determine the be3iO2/cellulosecomposite for methyl orange dye degradation
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CHAPTER 2

L iterature review

2.1. Introduction

Synthetic dyes are used in many applications which results in polluted wastewaters escaping
to natural water environments. These wasters are difficult to treat due to the mRon
biodegradable compounds found in the dyes. There are various methods that have been
developed to treat the wastewater, but each involves a high cost or creates toxic secondary
pollutants. Recently however, theauof hybrid materials is of interest, particularly the most
popularly studied Ti@and now cellulose as a substrate. The cellulose fibres allow th¢oTiO

have an increased surface area for catalysis and reduce the effort involved in recovering the
catast. In this particular study, the cellulose obtained from maize tassel has been used in the
formation of hybrid nanomaterial and photocatalytic degradation of methyl orange, an azo dye

that is commonly used.

2.2. Background of cellulose

It is estimated that £6-10*?tons of cellulose is produced every year [1]. The cellulose polymer

is used as a construction material or as a versatile starting material for chemical conversions,
e.g. in creating artificial, cellulose based threads and films @hdr cellulose based
derivatives. Cellulose nitrates have been used by the military as cellulose nitrate, which
combined with camphor , [3. rAecarding $0 pdlyméaaatogue c 0 or
reactions, functional groups of macromolecules, hyglrgroups with cellulose can undergo
similar reactions to the corresponding lowolecular compounds [1]. Cellulose naturally
occurs in the lignocellulosic material of forests, wood being the most abundant source. Other
cellulosic containing material inalies agricultural residues, water plants, grasses and other
plant material. Aside from cellulose, these lignocellulosic materials also contain hemicellulose,
pectin, lignin and a small number of extractivBg Bince cellulose is naturally occurring, it

may contain byproducts that may lead to difficulty in chemical modification reaction, however
high purity material has been previously produced [1]. The degree of polymerisation of
cellulose (DP) (molecular weight = DP * 162 g.nioshow the difference imolecular weight

available [1].



Cellulose is a polydisperse linear homopolymer that consists ofi@giod enant + os el
1,4-glycosidic linked to Bglucopyranose units, also called anhydroglucose units (Figure 2.1).

T h eD-dlucopyranose has been shown by nuclear magnetic resonance (NMR) to“&iopt a
chain conformation which is the lowest free gysctonformation of the cellulose molecug.|

The hydroxyl groups are positioned in the ring plane (equatorial) while the hydrogen atoms are
positioned in the vertical axis (axiaB][ The cellulose polymer contains free hydroxyl groups

at the G2, G3 and G6 atoms. Many types of supramolecular semgstalline structures are
formed due to the hydroxyl group and oxygen atoms of the pyranose ring and the glycosidic

bond p]. Cellobiose is the repeating unit of celluloég [

HOH H
HO O

J»C%‘, o
. H H  Hppy |

Figure 2.1: Chemical structure of cellulose T].

Biomass refers to the organic material such as wood, grass, algae and other residues including
some animal wast8]. Materials that are rich in cellulose, hemicellulose and lignin are referred

to as lignocellulosic lmmass. This biomass has gained interest for its many uses in renewable
energy and material. Agricultural waste contains high amounts of oxygen and easily releases
volatile materials in a combust¢®]. Because these agricultural wastes are a source of
pollution, methods of eradication are constantly being sought. Cellulose is a renewable raw
mat eri al , wi t h -Diglueselas tireenaim component. e use of maize tassel
as a source of biomaterial to produce cellulose bio composites has mnothioeeughly

explored, giving the advantage of early discovéq.[

Maize is a staple food in many countries and an important resource for waste material. This is
an ideal material because of low cost and availability. The maize tassel is the male flower of
the maize plant (Figure 2.2). The tassels have different colblestassel which grows at the

apex of the maize stalk is discarded after the maize crop has been harvested. Because it is

fibrous in nature, and high in carbohydrates, it is assumed to contain large quantities of
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polysaccharides with the cellulosic surfammtaining hydroxyl groups and residual aromatic
compounds which give the scent during the vegetative period. The hydroxyl, carbonyl,
conjugated bonds, and amine functional groups on the surface may provide a possible binding

site for metal cations and exanions 10].

v f=—Tassel
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Figure 2.2: Depiction of maize plant with tassel at the topl[0, 11].



Cellulose is composed of glucose molecules and is the primary structural material of plant cell
walls [12]. Figure 2.3 is a representation of each component in theakbf plants.Cellulose
microfibrils are embedded in a carbohydrate matrix. The primary and secondary cell walls that
contain cellulose microfibrils are bound together to create macrofibrils. These macrafibrils
made of a core of glucose residues that are made of cellulose molecules enclosed in
hemicelluloses and pectjt2]. These microfibrils are oval to circular and vary frofB%nm

in diameter[12]. Most plant microfibrils average around 10 nm diametet?]. The
microfibrils comprise groups of cellulose molecules that are arranged in a crystalline lattice
called a micelle. These together form what is called a crystallite. The basic plant cell wall is
made up of the microfibril, the central crystalliredlalose core which contain micellar strands
[12]. These cellulose microfibrils are separated by interfibrillar capillaries containing a matrix
comprising a variety of compounds, including: hemicelluloses: a polysaccharide more soluble
and less ordered thaellulose, lignin: a polymer of high carbon content, pectin, suberin, cutin,
simple sugars, proteins containing amino acids, proline, hydroxyproline and wasgrThe
molecules of hemicelluloses and pectin residues are linked to the cellulose ewldthd
relationship between the cellulose microfibrils, hemicelluloses and other compounds was
assumed to be covalent and hydrogen bonding is assumed between the polymers and the
cellulose [L4]. A more recent model suggests that microfibrils are heldhegéy xyloglucan

chains with the pectin and structural proteins filling the space betweerj1bemhe strength

of this wall is due to noncovalent bonding of the xyloglucan chains to the microfibril surfaces,
and some xyloglucan chains are embeddediwithe microfibrils L5, 16 ,17]. Yet another

model suggests that the microfibrils are enclosed by a layer of tightly bound hemicelluloses
such as xyloglucan enclosed by a sheath of loosely bound hemicellulo§esTliese
hemicelluloses and microfibrilare embedded in a matrix of pectin. The xyloglucan chains
may be embedded in the microfibrils, which are not linked to each other, however the strength
comes from nostovalent bonding between the polymetg [18]. A hydrophobic domain is
created betweerné crystalline cellulose and hemicellulose network where bonding between
the molecules of cellulose and hemicellulose exclude water molecules from between the

microfibrils [12].
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Figure 2.3: Model of cell wall structure [L9].

Microfibrils aregenerated by terminal cellulose synthase complexes in the plasma membrane
of plant cells. There are two types of microfibril generating complexes, linear complexes and
rosette shaped complexes comprising a cluster of six particles and sometimes contains a
centrally located globular componen®0] Since these complexes are found at the end of
microfibrils, it was hypothesised that the particles they are made of are enzymes responsible
for t he s)ydgludarefrom whiclodellulbse is made)]. These glucan chains self
associate through intra and inter chain hydrogen bonding forming insoluble, crystalline
microfibrils [21]. Cellulose fibres can be used as a source of cellulose nanofibers,
nanocrystalline cellulose and cellulose acet22g Cellulose is fibrous and tough and forms a
water insoluble polymer because of compl ex
also important in the plant structui23]. The chemical formula of cellulose isef€ioOs)n,
consisting linear polysaccharidéed-g| ucopyranose units connect et
4)-glycosidic links. A dimer of glucose known as cellobiose is the repeated unit. Each monomer
of cellulose has three hydroxyl groups in positions C2, C3 and C6. These form hydrogen bonds
that are gher inter or intramoleculd®4]. The intramolecular hydrogen bonds are between D
glucopyranose rings with the polymer chains, and intermolecular hydrogen bonds is with other
polymer chains. This hydrogen bonding allows the formation dense moleculzgeanants

that create a 3D crystal and web like structure. Single elementary cellulose fibril accumulates
on each other and aggregate microfibril cellulose chain fibres due to strong affinity of hydrogen
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bonds. Cellulose chain fibres are created by theeagdgion of cellulose molecules to
microfibrils which form either highly ordered (crystalline) or less ordered (amorphous) regions.
Individual cellulose fibres are called microfibrils, that are packed together to form cellulose
fibres. These micro fibrilsoim bundles which then form cellulose fibrés]|

Cellulose nanofibers are usually less than 100 nm in diameter and have a length of few hundred
nanometres. They are also called micro fibrillated, nanofibrils, microfibrils and nano fibrillated
cellulose[13]. These cellulose nanofibers can be obtained in many ways including alkaline
solution treatment, pulping, mechanical separation, acid hydrolysis and steam exd@gsion [
Nanocrystalline cellulose (NCC) or cellulose nanocrystals are highly crystadlineat least

one dimension that is less than 100 nm and are shaped into broad needlef25t.rhd@3C is

created by acid hydrolysis of cellulose microfibrils with sulfuric acid at certain concentrations,
time and temperature or from the destruction afan cellulose by phosphotungstic acid in
acetic acid mediunj26]. Hydronium ions cleave the glycosidic bonds of the amorphous
regions of cellulose microfibrils to free the crystalline cellulose units. Acid hydrolysis isolates
the crystal part of the cellose chain and promotes the attachment of sulphate groups on the
surface of the NCC, contributing to the stability of the cellulose suspension due to electrostatic
repulsive forces between negatively charged sulphate groups on the surface. These forces

prevent precipitationd7].

2.3. Different types of cellulose

i. Cellulose acetate is made using heterogeneous/homogeneous functionalisation.
Heterogeneous functionalisation is acetylisation of the hydroxyl group in acetic
anhydride and acetic acid with cellulose. To catalyse the reaction, either sulphuric acid
or pyridne is used28]. Transformation is not homogenised due to slow mass transfer
in the cellulose slurry, leaving the cellulose in a dispersed state. Random substitution
patterns, time, corrosion, cellulose degradation and side reactions may limit thereactio
[29]. Synthesis of partially substituted cellulose esters is impos&igle [

ii. Bacterial cellulose is derived from bacteria and has higher purity, hydrophilicity,
biocompatibility, mechanical properties and has an -fi& structure[30, 31]. The
only downside is the high cost of the carbon source essential for bacterial growth. It

does not contain hemicellulose or lignin and has a highly hydrophobic, fibrous and 3D
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nontwoven network. Because of this high content of cellulose, it can have a high degree
of polymerisation B2].

iii. Regenerated cellulose is used in membrane production due to good chemical and
solvent resistance and high hydrophilidi83]. This type of cellulose is thermally as
well as chemically stable, biocompatible and easy to make. Phydgsalution,
shaping and regeneration processes produce this cellulosedeNeatising solvent
dissolves the cellulose without using a previous chemical modification. The solvent is
recyclable making this a green process. There are various solveats/tthis process
out such as NaOH/urea, NaOH/thioureandthyl morpholineN-oxide (NMMO) [34].

iv.  Cellulose hydrogel is a cro$isked 3D hydrophilic polymeric network, able to absorb
large volumes of water and biological fluid. They are classified asqathysdrogels,
chemical hydrogels and composite hydroggf$.[Cellulose aerogel is a super critically
or freezedried form of hydrogel. Preparation of hydrogel is a -st&p process
involving dissolution and gelatidi36]. Solvent exchange from &mic liquid and then
methanol vapour creates biodegradable cellulose hydrogel. The surface of the hydrogel
is smooth and contains no pores or fibrous structures. Cellulose hydrogel maintains
shape due to relike stiff polymer chains that protect agaimstanges in solvent, pH
and temperature3f]. The porous aerogel is synthesised from Nano fibrillated cellulose
using freeze drying method where the solvent is frozen in the gel and then sublimated
to avoid forming the liquid phas&q].

Cellulose, being ahain of glucose residues, and the main component of plant cell walls, is an
abundant biopolymer. The abundance, biodegradability, biocompatibility and renewability
have other unique properties such as a high Youngs modulus, transparency, dimensional
stablity and a low thermal expansion coefficieB8]. Most of the reactions involving cellulose

are heterogeneo(i89]. Cellulose in a solid form is difficult to directly photodegrade because
of the rigid long chains and strongly inter and ifralecular hgrogen bonded structure of

the cellulosg40]. Highly crystalline cellulose nanostructures are more stable than cellulose
fibres. Thin film cellulose is reported as having a high photostability with or without a
photocatalyst embedded in the cellulose md#l]. The photodegradation of cellulose is
complicated and mineralises the cellulose compound into water and carbon dioxide.
Photostability could be improved by crdsking the cellulose with a polymer such as
polyvinyl alcohol (PVA) A2].
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2.3.1. Hydrogen banding
The macromolecular order in a cellulose fibre is not uniform throughout the structure. A region
of low order (amorphous) exists along with a region of high crystalline order. The fringed fibril
model assumes low order (amorphous) and high ordertdtiinys) regions and neglects the
matter with an immediate state of order [1]. The degree of crystallinity of cellulose which is
commonly in the range of 480% depends on the origin and history {peatment) of the

sample [1].

2.3.2. Crystal structure of cellulose
The macromolecular order in a cellulose fibre is not uniform in the entire structure. a region of
low order (Amorphous) exists as well as a region of high crystalline order. The fringed fibril
model assumes low order (amorphous) and high order (crystakigmns and neglects the
matter with an immediate state of order [1]. The degree of crystallinity of cellulose which is
commonlyin the range of 4®80% depends on the origin and history {peatment) of the
sample [1].

2.3.3. Cellulosel
There are many potgorphs of cellulose that differ only in unit cell dimensions and possibly
in their chain polarity. The native cellulose, cellulose | polymorph, Meyal[43] proposed
that the unit cell of cellulose | is monoclinic with a space group P2 and twqasaliel
cellobiose chain segments that run in opposite directions along the fibre axis [1]. Again, the
unit cell of native cellulose depends on the source and method of preparation. Gardner and
Blackwell [44] proposed a monoclinic lattice with two paraliélains and assumed this to be
the general cellulose | structure. Sarko and MUgjlpfoposed a triclinic lattice cell with two
cellulose chains running parallel along the fibre axis. Atalla and VandeldrtHowed by
high resolution NMR that native celbse is made of two different crystal structures, Cellulose
ga n @ There are differences in the resonance of that@m p] . Trhodification is
described as a triclinic-cP st ructure with one cell upiose ch;
assumed to be a monoclinic cell with space grotp &d two chains per unit cell. The
Cell wplhaee i s metastabl e and chyranneabngdd.nvert e
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2.3.4. Cellulosell
Cellulose 11 is the most important crystalline form oflldese due to its commercial
application [1]. Cellulose Il is prepared via two different methods: mercerisation (alkali
treatment) and regeneration (solubilisation and subsequent recrystallis&@fio)ufing
mercerisation, cellulose is soaked in NaOHhjichk is followed by washing out the NaOH.
Mercerisation activates the polymer before the production of technical cellulose ether. During
the regeneration process, precipitating dissolved cellulose into an aqueous medium is used to
prepare cellulose Il [1[The conversion of cellulose Il to cellulose 11l is generally thought of

as being irreversible.

2.3.5. Celluloselll and IV
The crystalline modification of cellulose into cellulose 11l is by treatment of native cellulose
with liquid ammonia or inorganic aminach as ethylene diamine followed by an alcohol wash.
There exists a small difference in the lattice dimensions of the two sub modifications, cellulose
[Il} and cellulose 1l [1]. A fourth modification, cellulose IV is prepared by treatment of other
modifications of cellulose under pressure, at high temperature and in a suitable liquid [1]. Most
cellulosic material consists of crystalline and amorphous domains in varying proportions that
depend on the source and history of the material. The physical andcel reactivity and
behaviour of the cellulose is influenced by the arrangement of cellulose molecules with each
other and the fibre axiglf]. The fibres of conventional amorphous cellulose are unstable in
the presence of water and moisture and usutly form partially crystalline cellulose II.

Hence, they may have a different structure from that of native cellulose #bies [

2.4. Chemical pre-treatment methods

Lignocellulosic biomass produces cellulosic/secgrederation bioethanol in three mainpste
pretreatment, hydrolysis and fermentatigY]. The pretreatment process involves physical
processes (size reduction, boiling/steaming, ultrasonication and popping), chemical methods
(acids, bases, salts, solvents) physicochemical methqdisl hot water and ammonium fibre
explosion or AFEX), biological methods (whitet/brownrot fungi and bacteria), and other
combinations of treatment to fractionate lignocellulose into its compor&jtffetreatment
disrupts the lignin seal and mases enzyme access to holocellulose, reduces cellulose
crystallinity, increases surface area and porosity oftneted substrates and increases the

hydrolysis rate 48]. With hydrolysis, cellulose and hemicellulose are reduced into its
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component sugatsy adding acids or enzymes such as cellulases. This gives the advantage of
low energy consumption by the mild process, high sugar yield and no unwanted waste. Pre
treatment should avoid size reduction and costly chemicals. It should maximise formation/
recovery of sugars, preserve cellulose and hemicellulose fractions that are easy to digest using
hydrolytic enzymesand produce high value lignin coproduct. Pretreatment shuoirlohise

energy consumptiqryield high sugar with large biomass loadswell asavoid carbohydrate

loss and formation of enzymehibiting products[49]. There is no perfect prieeatment
method because of the variation in suitability of one method for various materials, which are
compounded by the mode of harvest, the extent ohdrghe maturity and storage conditions

[49].

The alkaline treatment with NaOH is a common method and increases the digestibility of
hardwood and agricultural residues with low lignin content. Sodium hydroxide ruptures the
link between lignin and other dahydrates, saponifies the intermolecular ester bond between
hemicellulose and other components and causes lignocellulose to swell to remove lignin
effectively. The pretreatment increases porosity and internal specific surface area of fibrous
material aswvell as changes the structure of lignocellulose and improves the digestibility of
polysaccharides by increasing the cellulose conversion5@jtdii a previous study, Waneg

al. used 2% NaOH at 80 °C for 2 hours which reduced the specific surface area of corn stover

biomass $0].

Maepaet al [12] studied the extraction of cellulose from maize tassel and found that 5 %
NaOH was able to extract cellulose and remove lignin anddedioiose within a 45minute
treatment to some extent. They found that the fiber morphology had changed, the fibers
decreased in size and had improved crystallinity and the thermal stability was improved. Hasan
and Saoudi 1] studied the extraction of belose form agricultural waste using the acid
pretreatment and NaOH treatment to remove the cellulose from other components. They found
that due to the large lignocellulosic content, cellulose could be extracted from the biomass
waste material, i.e. rideusk, sugar can and waste office paper. The results obtained from the

study indicate that cellulose may be extracted from these waste products.

AMercerisation refers to the treat meml]l of <co
Mercerisaton swells the cotton fibers, increasing lustre, tensile strength, dimensional stability

and dye ability. It affects the fine structure, morphology, mechanical properties and reactivity.
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The crystallinity and crystallite sizes decrease, while the orientafithe cellulose chain with
respect to the fiber axis increases. Depending on treatment temperature, concentration as well
as tension applied, the native cellulose (cellulose 1) is almost completely converted to cellulose
Il [51]. The swelling of cellulee structure is impaired, and conversion is incomplete if tension

is applied. Mercerisation may increase dye uptake and wettability in céttpbrThe theory

behind mercerization is that the hydroxyl groups on long cellulose chains attract the water
molealles on the uptake of water by cellulose, the structure then expands transversely, and
some mutual secondary valency links are replaced by water hydroxyl $itikdr{ an alkali
solution, some hydroxyl hydrogen atoms are replaced with sodium atoms)giedigh ion
concentration system. By osmosis, water then enters the system and more secondary links are
broken and replaced by alkali water links. Washing the alkali cellulose diffuses the sodium and
hydroxyl ions away. This decreases the osmotic pressontracting the cellulose due to
elasticity. During this contraction, OBH links are reformed slightly, and the micelle
orientation is much more random. The increase in absorptive capacity and reactivity is due to
the free hydroxyl groups. A decreasehr absorptive capacity after drying is due to formation

of new secondary links because of the greater amplitude of thermal vibration due to the
hydroxyl groups $1].

The swelling of fibers due to mercerisatisrcaused by a molecular attraction with associated
dehydration. Because the alkali cellulose is more hydrated than native cellulose, a maximum
swelling concentration is due to the attraction of alkali cellulose and a free alkali in solution.
The hydration of the cellulose increases with an increased fixation of alkali in a solution of
rising concentration up to a certain limit, after which, the free alkali exerts a dehydrating effect
on the alkali cellulose to a greater degrgH.[The dissociation of &hli ions from the alkali
cellulose compound corresponds to absorption ofi@t$, this creates a negative charge. The
cellulose molecules then repel each other and absorb water, greater absorption implies greater
charge. If the dissociation of alkali kdbse salt is forced back, a charge reduction occurs. If
the concentration of electrolytes is high in the swelling liquor, then the cellulose patrticles
charge is shielded by free ions and the repulsion force is diminished. Swelling is also due to
osmoticphenomenon. The hardened cuticle around the fiber acts as a dialyzing membrane to

induce osmotic action

Mercerisatiorremoves part of the cuticle and wax layer to change the fiber surface. This high

affinity, caustic soda penetrates both the amorphous and crystalline regions. The intermolecular
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forces weaken, reducing the strength of the fiber until strength is redairdeswelling and

drying. The mercerization process is irreversible because of distortion of the polymer network
as well as a change in the crystalline structure. These changes by mercerisation may be
summarized by the following:

increased swelling and shkage

change in cellulose structure (cellulose I to 1)

decreased crystallinity

change in orientation

increased reactivity

enhanced enzymatic hydrolysis

removal of immature fibers

= =/ 4 A4 -4 A -

The change in crystal structure is explained by a change in the unihegdlanes carrying the

| ong c hdgucosesesidues separate. These structural changes do not occur at a particular
al kal i concentration, but over a range of
allows the hydrogen bonds to become disoed. An increase in alkali concentration changes
the crystal lattice from cellulose | to cellulose Il, which decreases the levelling off degree of
polymerization. There are various intermediates that form during mercerization, these
complexes form betweecellulose, sodium hydroxide and watBt][ The presence of lignin

in biomass reduces accessibility to cellulose microfibrils and can also hinder details in
spectroscopic techniques. Biomass delignification may be achieved in many ways. The most
popularlab technique for lignin removal is aethlorite delignification. This method uses a
solution of acetic acid and sodium chlorite. Acid hydrolysis is an effective method for
molecular weight reduction even under mildly acidic conditi®2s 10].

During acid hydrolysis, dried biomass is s@aked in water and then immersed in an acid
solution for a specified period and under specific temperature. This is then filtered into liquor
and unhydrolyzed solid substrate that is washed to remove sugasidma neutralised before
saccharification53]. In general, the hydrogen ion concentration is directly correlated with the
hydrolysis reaction constant; a more negative acid pKa, makes for a more effective hydrolysis
process48]. Sulphuric and phosphariacid are commonly used because they are cheap and
efficient at hydrolysing lignocellulosgb3]. Phosphoric acid has a milder effect and is more

benign to the environment. HCI is more volatile, easier to recover and it attacks the biomass
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better than sulpuric acid. Nitric acid has good cellulose to sugar conversion rate but both HCI
and HNQ are more expensive than${, [53]. In acid, the amorphous hemicellulose in
lignocellulosic biomass hydrolyse faster than cellulose to soluble sugar and some oligomer
mild conditionsthis disruptxylosidic bonds and cleasacetyl ester group3he lignin seal is

also degraded by substitution reactions and broken links accompanied by condensation
reactions prevent dissolutidb4, 55]. Cellulosepreferentially degrades amorphous regions
which creates enlarged cellulose fibrils and fibril aggregates as well as an increase in the pre
treated materials crystallinity index. This process is affected by particle size, temperature,
concentration,reacto t i me and | iquid to solid ratio.
index used to assess the effect offpeatment temperature, time and pH on the efficiency of
the proces§s6]:

aéy@ 11T 8 s 1o Equation 2.1
Where t is tle reaction time in minutes and T is the hydrolysis temperature in degrees Celsius.
Dilute acid pretreatment. (0.2.5% wi/w), high temperature and pressure are used to achieve
reaction times of within seconds or minutes, making it ideal for continuouatmpei_ow acid
consumption is an advantage to cost and process severity. A variation involves two stage pre
treatments. The first stage, most hemicelluloses in the biomass are solubilised with a dilute
acid, in the second stage, a stronger acid is useddydoolyse cellulose and remaining
hemicellulose$57]. The byproducts of nitric acid are difficult to remove by washing of the
pretreated substrat&$]. Mineral acids have also been found to be useful. Oxalic and malic
acid have higher solution potential and degrade hemicelluloses better than sulphuric acid. They
also have two pKa values that favour efficient hydrolysis over various temperature and pH
values $9-61].

The main disadvantages of dilute acid treatment are the requirement of corrosion resistant
reactors that are expensipf@®]. The energy consumption, cost of the acids and performance
limitations based on particle size and solids conceatratdd to the cost. Alkaline treatment

is more effective at removing lignin when compared to dilute adé3]. High acid
concentrations, temperatures and treatment time increase degradation products and pseudo
lignin, reducing lignin recovery in hydroxyk[64]. Concentrated acid treatment: variation of
concentrated sulphuric acid @5% w/v) hydrochloric (41%) or phosphoric acid (85% w/w).

Concentrated phosphoric acid is effective at low temperatures, dissolves cellulose in the
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presence of water, has mhibitory effects on hydrolysis and gives high sugars compared to
dilute acid prereatment. Préreated biomass substrates have rough, uneven molecular
surfaces §5, 66].

Alkali pre-treatment: lignocellulosic materials are mixed with bases such asingodi
potassium, calcium and ammonia at specific temperature and pressure to degrade ester and
glycosidic side chains of the material causing lignin structure disruption, cellulose swelling and
decrystallisation. Alkali treatment extracts hemicelluloses frioolysaccharides and the
organic acids that are produced lowers the pH of the sol[@iGr68]. There are two main
streams that are formed, a wet solid fraction comprising mainly cellulose and a liquid fraction
comprising dissolved hemicellulose, lignindaunreacted inorganic chemic§&/, 6§. The
process is influenced by NaOH loading, liquid to solid ratio, temperature and time. Fhis pre
treatment is less harsh sincadgtcarried out at atmospheric conditions at the cost of longer
retention timeg$67, 6§. Low alkali concentrations (4% w/w) are used at high temperatures

and pressures().

Widely used bases include hydroxides of potassium, sodium, calcium and sodium carbonate.
KOH selectively removes xyldi69]. Sodium hydroxide prereatment, is commonly used due

to high alkalinity for fractionation of various material, including agricatuesidue and wood

[70]. Dilute NaOH loosens the biomass structure, it separates the bonds between lignin and
carbohydrates, increases internal surface area, decreases the degree of polymerisation and
crystallinity and disrupts the lignin structu#9]. Homogenisation of the piteeated biomass
enhances the glucose yields by increasing surface area and porosity of the pidnbkgh

alkaline concentration increases biomass delignification, however, large concentrations (6
20% w/w) cause cellulose dadsation and reduced lignin removalq]. Pedersoret. al[72]
observed that an increase in pH from1increased removal of lignin from-80 % w/w in

dry wheat at 140 °C. Also, varying NaOH loading rate fre®f@based on dry bagass&]
increased delignification from 525 %.

Compared to acid hydrolysis preatment, NaOH improves biodegradability because alkali
has a better delignification abilityoelovichand Morag| 74] applied both acid and base pre
treatment to four materials afound alkali to be more efficient in sugar yield, delignification

and biomass use. Combining NaOH with other agents such as peracetic acid, polyelectrolyte
and hydrogen peroxide gives good resul@.[The environmental impact is low and requires

no speal reactors. Lime prreatment: lime in the form of quick lime < CaO, and slaked lime,

18



Ca(OH) has low cost, allows safe handling, is easy to recover and coif&aiT]. In pre
treatment, lime and water are added to feedstock from ro@B80 °C, oxygen enhances
delignification. Lime improves biomass yield by removing acetyl groups and a large lignin
fraction [73] reducing counteproductive cellulose adsorption/§ and formation of
degradation by productg9] and promoting cellulose accessihiliThe drawbacks of lime are

long reaction periods (influenced by reaction temperature) when compared to NaOH under
same conditions. Lime dissolves in water slower than NaOH, requiring higher volumes of water
for pretreatment. Sometimes lime may produceducts with less favourable characteristics
[49].

General drawback of alkaline methods: (i) not suitable for woody biomass due to severe
conditions required to fractionate recalcitrant wood, (ii) lignin removal can be improved by
using oxygenated method80] and addition of chemicals such as urea, (iii) loss of
hemicellulose and formation of inhibitors at harsh conditions is another drawback, (iv)
formation of slats on neutralisation presents disposal challenges and (v) the salts hamper the
purificationof pretreated hydroxylates]] and posttreatment washing results in loss of sugar.
Wet oxidation, biomass undergoes oxidation in an aqueous (acidic, neutral and alkaline
condition) solution via reaction with oxygen (air) at elevated temperature andneretke
pretreated suspension is filtered to separate the cellulose rich solid from the hemicellulose rich
filtrate and the solid component is washed with deionised W&grWet oxidation oxidises

the hemicellulose fractions of material into internaels such as carboxylic acids, by peeling
reactions and cleavage, and from phenolic structures of liddlha¢etaldehydes and alcohols

and finally to CQ and HO. The following method has become common practice regarding
cell wall fractionation. This nteod was developed by Jermyn and Isherwood in 188P

Slight variations may exist with regards to the cell wall concer@gdThe powdered cell wall
material, dried either in an oven at 105 °Quemmgacetone This is thentreated with boiling
waterfor 12 h followed by centrifugation and washing. The supernatant contains mostly pectic
compounds with some soluble proteins. The residue is then sometimes treated with ammonium
or potassium oxalate to compligteemovepectic compounds. The residue isrtlseibjected to

mild chlorination, originated by Cross and Bev86]] This has two effects; it removes lignin

and breakany linkages between cellulose and the rest of the wall polysacchadtestively

called hemicelluloses. The residue is called holocellulose. Treatment with 4N KOH at room
temperature for a few hours then removes the adidlible hemicelluloses leaving a residue

c a | kcelldlosél The various extracts and the final iesichay then be hydrolysed in mineral
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acid (after reducing to smaller volume for extracts) and the constituent sugars separated by
chromatographic method8€]. The hemicelluloses yield a range of sugars including glucose,

galactose, arabinose, xylose angnmose as well as some methylated su@dils [

2.5. The chemical interaction between cellulose and phacatalyst

Because of the superfine structure of cellulose, it can support photocatalyst nanoparticles. This
network provides chemical support and dispeteesinorganic nanoparticles by providing a
surface for nucleatiori87]. The TiQJ/cellulose nanocomposites are forerunners in this
composite field. The cellulose membrane allows the collection and removal of nanoparticle
photocatalyst suspension in waterteaf photocatalytic treatment which minimises
contamination of the photocatalyst after wastewater treatf88htThe optical properties of
cellulose material enhance the electron distribution and transfer to theofi®e surface
which increases photoedytic activity of the TiQ [6 5]. In the cellulose membrane
modification, anatase Tgdmproves stability, hydrophilicity and arfbuling properties §.

This improves the cellulose membranes hydrophilic properties and permeability, also
minimising fouling properties. Addition of TiJs reported to increase the thermal stability of
the resulting membrane. This increase in thermal stability will aid in withstanding high
temperature and avoid degradation by UV radia{i89. The covalent ind interaction
between TiQ@and cellulose increases rigidity in the polymer chain and enhances the energy to
break down the polymer chali9]. With the incorporation of Tig) more heat is adsorbed by

the Ti® in the membrane, thereby increasing the detagecomposition of cellulose. This
arrangement of inorganic composite improves the membranes porosity, stability and
performanceq0]. The TiG limits the molecular motion in the polymer cha@]

In nature, cellulose has high hydrophilic propertiesause of the hydroxyl group that aid
interaction with photocatalyst through hydrogen and electrostatic interaction. The functionality
of cellulose based material can control condensation/polycondensation and nucleation growth
processes, called-situ preipitation[90]. This controls the growth of catalyst. Incorporation

of TiO2 nanoparticles could be adsorbed to the cellulose macromolecules by electrostatic
interaction due to electron rich oxygen atoms of the polar hydroxyl groups that interact with
theelectropositive transition metal catiord]. Unmodified cellulose shows lower adsorption
capability which lowers the interaction between cellulose and metal ion. Chemical

functionalisation techniques are applied to aid the immobilisation of photocatalyst
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nanoparticles onto cellulose, these include halogenation, esterification, etherification,
silylation, oxidation and grafting that is based on the hydroxyl group of the cell9R&s@3].
TiO2-cellulose composites have also been used to detect harméd gasensors. T©
cellulose hybrid nanocomposite can be prepared by blending fa@oparticles into a

cellulose solution.

2.5.1. Techniques for fabricating cellulose hybrdl nanostructured photocatalysts

Various methods are available for attachmemtasfoparticles to cellulose base.

2.5.1.1. Solgel method
Solgel method is the controlled hydrolysis and condensation of suitable precursors, nitrates,

metal alkoxides or chlorides due to good morphological control of the product properties
including specific stface area, degree of aggregation and nanoparticle[$4z86]. The
precipitates/gels from sagel method are amorphous with high specific surface area,
sometimes mesoporo94-96]. The cellulose is a good substrate because it can control
nanoparticle gie, enhance stability and keep the specific morphd®dp6]. The electrical

[94], magnetid95] and optica[96] properties of the inorganic nanoparticles can be maintained
in the cellulose polymer matrix. Metal oxides from solution adsorb onto the hydroxylated
surface and subsequent hydrolysis yields the nanopaf@e€X5]. Because this is all done at

low tempeature, it is considered a green pathway and a preferred method of syrhesis |
Immobilisation of titania has been done before accordin@]teig sokgel. The anchoring
process involves forming chemical bonds and esterification of surface hydroxykguithp
titanols. The homogenous titania sticks to and protects the cellulose fibres from aggregation of
O*and AOH species that are produced during
fibore degradation. A larger surface area due to smalleticiearsize makes for better
photocatalytic performancé]f

2.5.1.2. Hydrothermal method
Hydrothermal method prepares micro and nraized crystalline metal oxides with good shape

control. Synthesis is carried out in an autoclave with high temperature. Thispdissolves

andrecrystallizegnaterials not normally soluble under normal conditic@®% P§.
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2.5.1.3. Electrospinning method
Electrospinning is a simple, multipurpose, cost effective method synthesises 1D fibres from

different material, including compositeglgmer and ceramic using polymer solutions. It is a
nornrmechanical and electrostatic technique that uses an electric field or high voltage to charge
the surface of a polymer droplet and later induce the ejection of a liquid jet through a spinneret
[99]. An electrical potential is applied between a polymer droplet and a grounded target. When
the electric field overcomes the surface tension of the droplet, a charged jet of polymer solution
is ejected99]. Parameters that need to be considezspecially of the polymer solution are,
surface tension, dielectric constant, viscosity, conductivity and weight of the polymer to form
ultrafine fibred99-101]. The polymer concentration must be able to overcome viscosity which
prevents motion from thdextric field and promote polymer entanglemgi3-105 81-83].

The spun nanofibers have high porosity, high surface to volume ratio, malleability to conform
to various shapes and sizes, and ability to control composa&ihd1].

2.5.1.4. Atomic layer deposition method
Atomic layer deposition (ALD) creates a film by surface reaction of gaseous precursors. The

precursor vapours are fed into the reactor and the precursor pulses are separated by inert gas
purgeq102]. After which, the substrate surfacesaturated by a monolayer of that precursor.

Since the gas phase does not have precursor, the subsequent precursor only reacts with the
adsorbed surface layer. Surface growth occurs in layers and film thickness can be controlled
by deposition cycles. Metalkoxides or halides are common precursors in the preparation of
metal oxides and water is the oxygen precursor. Crystallinity of the metal oxide nanoparticle

depends on deposition temperaturéZ, 103.

2.5.1.5. Hot press method
Hot press is a high temperatureigh pressure method on powder to create sintered

components. Pressure increases the driving force for dispersion and reduces the processing
temperature for further sintering. This method can retain a homogenous functional composite
film without sacrificng the morphology of the nanofiber photocatalyst. Powder coating
deposits a powder material onto the target surface and a curing phase to create a steady intact
film. Low temperature melting additives are employed to promote film formation. Because
cellulose forms hydrogen bonds with other composites, there is some straidigpeesing

them if dried. This characteristic also gives high mechanical reinforcement and thermos

mechanical stable films that may be used in laminate compakités105.
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2.5.2. Metal oxide cellulose nanocomposites
Natural cellulose, nanocrystalline or nano fibrillated has unique properties including a high
Youngs modulus, dimensional stability, low thermal expansion coefficient, reinforcing
potential and transparency0p]. Hybrid cellulose nanocomposites have been studied for
application in biosensors, disposable chemical sensors, energy conversion, photocatalysis and
many otherg106]. The addition of metal oxides to cellulose increases the chemical stability,
mechanical pyperties, conductivity and photosensitivity, which promotes the use of cellulose
[106].

2.6. Nanotechnology

Nanotechnology is the use of nanomaterial in useable devices and forms. There has been great
focus on the synthesis, structure, control of size andacteistic properties1p7-109.
Nanostructures are now in use in most products on the market, with various uses as well.
These uses are related to the properties of the nanomaterials such as good mechanical, thermal,

catalytic,electronic and chemical gperties

2.6.1. Nanostructures and nanomaterials
Nanomaterials and nanostructures are materials that have dimensions less than10D®) nm [
110]. Their properties distinguish them from bulk, single atom or molecular counterparts.
Interest in these materialsshgrown over the past few decades due to their application in
many fields, because of the properties they exhibit. Nanomaterials can be classified according
to their size and shape, both of which affect their properties, and they can vary from zero
dimensonal (BD) to three dimensional structures (399, 111]. In the Figure 2.4 below is
the different structures shown. Zero dimensional nanostructures include nanoparticles,
nanoclusters and nanocrystals. They also include quantum da® riin) thatdisplay
guantum confinement effects, which, at certain dimensions, make them useable at different
energy levelsJ09 112, 113]. Onedimensional nanostructures include nanorods, nanowires
and nanotubes. Twdimensional nanostructures include thin films aatoplatelets. Three

dimensional nanostructures include nanocub@9]|
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3-D

Figure 2.4 Classification of nanomaterials [L09, 111].

2.6.2. The solution phase chemical synthesis of nanomaterials
There are two general approaches to fabricatiagomaterials, a tegpown or bottoraup
approach. The tedown approach involves breaking the bulk material down until the desired
nanomaterials are obtained. This method is not widely used due the number of imperfections
imposed on the material surfad®9, 114]. The bottoraup method grows nanomaterials from
single atoms into clusters. This method generates less defects and better homogeneity
compared to the tegown method.

2.6.3. Nucleation and growth of nanopatrticles in solution
Nanomaterials areeadily obtained in solution by precipitation, which forms by nucleation, a
result of supersaturation after the solute concentration has exceeded the equilibrium solubility
of the solution 109,114]. The high Gibbs energy of the solution because of swgtaeration
decreases the overall energy to preserve an equilibrium concentration in the s@Q@8jon [
114-116]. This nucleation process is thermodynamically driven and is referred to as
homogenous nucleation. The solute molecules combine to produce withlsit a solid

interface 109,116] . The overall free energy, oG (equa
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the free energy due to formation of a new volume and the free energy due to the new surface
that has been createtDPp, 116].

w0 -“i QYary 1“7 Equation 2.2
For spherical particles, v is the molecular volume of the precipitated species, r is the radius of
the nuclei, ki s the Boltzmann constant, S is the s
energy per unit surface area. When5, @G has a positive maxi mum

r* as shown in the figure below.
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Figure 25: 'l lustrati on dfasafinetionmivtte grawthipartecle §ze gy @
[109, 117].

When the nuclei sizer is larger than the critical size, the growth free energy decreases and the

stable nucl ei grow to form parti claegven When r

by:

1z — Equation 2.3

For agiven S value, all particles with r, r* will grow and all particles with r < r* will dissolve

[109, 116]. This is due to the critical size r* being the minimum particle size achieved to begin
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nucleation. From the equation, the critical nuclei size r* igiigely proportional to the
saturation ratio S. After nuclei formation from solution, molecular addition growth occurs.
When the concentration dips below the critical level, nucleation stops, and particle growth
continues by molecular addition until theepipitated species equilibrium concentration is
reached 109, 116]. Uniform size distribution can be achieved by a short nucleation period,
which will generate the particles at the end of the reaction, and this will be followed by a self
sharpening growtlprocess. At this stage, the free energy driving force is larger for small
particles making them grow faster than the larger particles. At this point, size focusing occurs.
An almost monodispersed size distribution can be gained by stopping the reactiiy qui

by supplying a reactant source to keep a saturated condition during the course of the reaction
[109].

When the reactants deplete due to particle growth, Ostwald ripening, defocusing occurs, the
larger particles will continue growth and the smaltenrticles shrink until completely
dissolved 117]. Any particles smaller than the new critical size will dissolve because the
saturation (S) decreases and the corresponding nuclei size (r*) incteiagel he reaction

is quickly stopped here, the piales will have a broad size distribution, shown by distributing

two size regimes, a larger and smaller one. When there are no reactants left in a reaction, the
saturation ratio will decrease while the critical nuclei size increases. To achieve a s$tort bu

of nucleation will require a high saturation ratio($B [49]. Molecular addition is the
deposition of soluble species on the solid surfa8g Particles grown by aggregation with

other particles is called secondary growth and has a particle gratgtharger than that of
molecular addition. After the particles grow to a stable size, growth continues by combining
with smaller, unstable nuclei and not through collisions with other stable particles. A method
is required that allows nanoparticles talseduring a reaction because they are small and not
thermodynamically stable. This may be achieved by adding surfactant protecting agents, such
as organic ligands and inorganic capping materibl$,[119], or place them in an inert
environment such as anorganic matrix or polymerl[l6]. The stability of nanocrystal
dispersion is promoted by favourable interactions between the capping groups and the solvent,
which provides an energy barrier to counteract the van de Waals forces, and for magnetic
materia) the magnetic attraction between the nanoparticlds]| Different solvents may be

used to change the solubility or reaction rate to help arrest the nanopartitie$Z0].
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2.7. Background of TiO2

Since discovery, Tidhas been used as a pigment, in sunscreen, paint, ointments, toothpaste,
etc. After the discovery of photocatalytic splitting of water on a®&f@ctrode under UV

light, TiO> has been used in photovoltaics, catalysis and serk2Bs The movement of
electrons and holes in semiconductor nanostructures is governed by quantum confinement
and the transport properties are related to phonons and photons, governed by size and
geometry of the material. The specific surface area and sudamdume ratio increses as

the material size decreases. The smaller particle size increases surface area, which is
beneficial when using Ti©based deviceslP6]. TiO2 is a useful photocatalyst and is being
thought of as a solution to many environmental challenges. The Réwfohabile oxygen

atoms causes oxygen vacancies and reduces Fitd&nce it can be used as a heterogeneous
catalyst and photocatalystLld7]. As the size, shape and crystal structure of titania
nanomaterials vary, the surface stability changes amitions between different phases
under pressure or heat become size dependi28t Most applications of titania are in the

visible region

2.7.1. Properties of TiO2

2.7.1.1.Structural properties of TiO 2 nanomaterials
The structures of anatase and rutile titania are described in terms of chains adtal@dra,
where each T ion is surrounded by an octahedron of sk i@ns. Each octahedron in the
two crystal structures differ in orientatiohi28]. Rutile has a slight orthorhombic distortion.
The anatase octahedron has symmetry lower than orthorhombic.-Theigiance is larger
in anatase, while the 0 distance ishorter compared to rutile. In rutile, each octahedron is
in contact with ten neighbour octahedrons (two sharing edge oxygen pairs and eight sharing
corner oxygen atoms). In anatase, each octahedron is in contact with eight neighbours (four
sharing an edgend four sharing a corner). The difference in lattice structure creates
differences in mass densities and electronic band struci?@s The density of the surface
states of nanoparticles was dependent on the synthesis mE2BatPP]. The titania pepared
from basic sol and more surface states than those prepared by acidic sol based on the surface
voltage spectroscopy study2g]. TiOzis a transition metal oxide with three kinds of phase
structures, anatase (tetragonal), Rutile (tetragonal) anditeqorthorhombic), with a band
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gap of 3.2, 2.96 and 3.02 eV respectivdl§F 132]. Anatase and rutile are more stable than
brookite and have more applications. Rutile dt@s a tetragonal structure and contains 6
atoms per unit cell, where the T¢Octahedron is slightly distorted. 80,133, 134]. Anatase

has a tetragonal structure with the distortion of thesi€@ahedron being larger than rutile.
Rutile, however, is more stable at higher temperature and pressure. Amorphous titania can be
prepared, bulvith heat treatment, a phase transformation can occur, increasing the annealing
temperature to between 3600 °C, amorphous structures can be changed into anatase, and
when the temperature increases,-800 °C, anatase can be further transformed intiteru

[130, 135]. This crystal is an4type semiconductor that is electron ridl3(].

There are three different crystalline allotropes known: anatase, rutile and b(dakite 2.1

and Figure 2.6)all of which can be synthesised via -gel method. Rutile is highly
thermodynamically stable, anatase is kinetically stable usinget@t neutral pH. Brookite

is the uncommon allotrope. All of these allotropes have oxygen bound to three titanitsn atom
the bulk titanium atoms are hexacoordinated. The titanium centres in rutile hawe a D
symmetry whereas oxygen has & €ymmetry. The titanium centres in anatase show D
symmetry and oxygen hasGymmetry. In brookite, which is less symmetrical, TheD
bonds have different lengths around the same Ti atom, givingsitr@metry. Two different

types of oxygen are present in brookite and both show Cs symmgtiy [
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Table 21: Crystal structures of titanium dioxide allotropes [59]

Rutile Anatase Brookite
Crystalline
system: Tetragonal Tetragonal Orthorhombic
Unit cell:

. cristal solid
unit cell representation

Anatase

<
=
4
o
o
—
m

crystallographic facets

Figure 2.6: crystal structure of titania allotropes [L36).
There are three different facets of anatase that@renon {101}, {100} and {001} facets.
There are four exposed facets of anatase that are obtained by hydrothermal synthesis, {101},
{001}, {100} and {110}.
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2.7.1.2. Surface chemistry of the {101} facet
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Figure 2.7: Clean anatase {101} surface. Vi and Tiv are respectively light and dark blue,
€30 a ned arerespectively light and dark red. Dashed lines are bonds towards the bulk
[127].

The {101} facet is the most common of anatase and makes approximately 90% of t
thermodynamic surface. It has botk @nd Tix (5 atoms. nr? for each) as well as;O (5
atoms. nrif) and & O (10 atoms. nrA). It has the smallest density of uncoordinated atoms

and the lowest surface enerdyf].

Figure 28: Clean anatase {001} surface. Dashed lines are bonds towards bulk atoms
[127]. The {001} facet has a high density of ¥ sites (6.74 atoms. nrf) along with p-O
and ps-O sites (9.74 atoms. nm). It has the highest surface energy at 0.88.98 J.m?[127,
137-139).

The metastability of anatase as a function of pressure has been reported to be size dependent

with smaller crystallites preserving the structure to higher pressid@s [
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2.7.2. Thermodynamic properties of TiO2 Nanomaterials
Rutile is stable at higtemperature, but anatase and brookite are found in fine grained natural
and synthetic samples. The crystal structure depends on the method of prede28tibfi |
142]. The phase also changes with varying temperature and size of the particles. Expdhlly si
nanoparticles, anatase is thermodynamically stable for sizes < 11 nm, brookite is stable for
sizes between 135 nm and rutile is stable for sizes > 35 iM3]. At high temperature,
rutile is the preferred stable phase, whereas anatase and broekiteremon in fine grained
(nanoscale) natural and synthetic sampl@s][ On heating concomitant with coarsening, the
following changes can be seen, anatase to brookite to rutile, brookite to anatase to rutile,
anatase to rutile, brookite to rutild2g]. The transformation sequence implies that the
energetics as a function of particle size is baland28d].[ Under conditions that preclude
coarsening, the surface enthalpies of the three polymorphs crossover in thermodynamic
stability, with anatase and bratk being stable at small particle sizd428, 144, 145]. The
initial particle size of anatase and brookite determines the transformation sequence and
thermodynamic phase stabilit¥48, 145].

2.7.3. Photorrinduced electron and hole properties ofitania nanoparticles
When titania nanoparticles absorb, impinging photons with energies that are equal to or higher
than its band gap (> 3.0 eV), electrons are excited from the valence band to the unoccupied
conduction band. This causes a positive hole in the valerakdnd excited electrons in the
conduction band. The charge carriers can recombinerathatively, radiatively, or are
trapped, and react with electron donors/acceptors on the surface of photocatalysts. The rate of
these processes determines the efficzicthe titania 146]. The process is expressed below

[147):

YQO DO Q Q Equation 2.4
Q Y®Dw O° 'YW®WO O ® Equation 2.5
Q Ya 00 YW O & Equation 2.6
-0 P -0 "Q DOONE QW Equation 2.7
Q O0[°90 f Equation 2.8
O0p O O "00p Equation 2.9
Q Y®TO O ° YDw O Equation 2.10
QY@ 0 ° YW O Equation 2.11

31



6r "Y®W@X 00 YWDW O 05  Equation2.12

Equation 2.4 is the photon absorption process. Equatiofl®.8 the photocatalytic
degradation pathway. Equation 2-12 is the recombination pathwalAg]. Equations 7 and

8 are the hole pathways competition, causing bound OH radicals\zawh@xies. The reverse

of Equation 8 creates O adatom intermediates upon exposufég)ft® defective sitesIp8,

147]. Electrons and holes generated in titania nanopatrticles are localised at different defective
sites on the surface and in the bulR§]. Electron paramagnetic resonance (EPR) studies
found that electrons are trapped as two Ti (lll) centres, with holes being trapped as oxygen
centred radicals that are covalently bonded to surface titania a2 448-151]. With band

gap illumination, bles appear at the surface and preferentially recombine with electrons
trapped in the surface for mixed phase titania such as Degussa P25, also, surface reactions

following charge migrations dominate recombination reactitg8, [L51].

O is an efficient scavenger of conduction band electrons at the gas/solid as well as the build
up of trapped carriers eventually result in extended surface reconstruction invoh@id Ti
functionality [128, 147]. Photegenerated free conduction baeléctrons pair with acoustic
phonons in the lattice, also, their lifetime increased when dehydi2&d #19]. Photoexcited

charge carriers in titania nanoparticles produce Stark effect intensity and wavelength shifts
for surface TiGH stretching vibratin [152]. For UV-light induced electron hole pair
excitations in anatase titania nanoparticles, the localised states such as holes trapped at oxygen
anions (O and electrons trapped at coordinatively unsaturated catiotis\(Ere accessible

to EPR spectriscopy. Delocalised and EPR silent electrons in the conduction band can be
traced by their infrared (IR) absorption which is a result of their electron excitation from
within the conduction band in the IR region as seen in Figur&5P]. [Under continuout)Vv

radiation, photogenerated electrons are either trapped at localised sites, creating paramagnetic
Ti%* centres, or they remain in the conduction band as EPR silent species which can be

observed by IR spectroscopysB].

32



Trapped Charges  Detection By

Conduction Band @ IR absorption

Shallow , 3+
Traps EFPR active Ti

b) a)

vémﬁce‘/@//&j/ Y
+ Bend EFPR active O

Figure 2.9: Scheme ofUV-induced charge separation in TiQ. Electrons from the valence
band can either be trapped by(a) defect states, located close to the conduction band
(shallow traps), or (b) in the conduction band, where they produce absorption in the IR
region. Electron paramagnetic resonance spectroscopy detects both electrons in shallow
traps, Ti%*, and hole centres, O[152].

2.8. Synthesis method®f TiO2

The synthesis of Ti@into nanoparticles, nanorods, nanowires and nanotubes can be done by
many processes, including sggél method, micelle and inverse micelle, thermal,
solvothermal, direct oxidation, chemical vapour deposition, physical vapour deposition,
electrodepositionsonochemical and microwaassisted method443]. As the size, shape

and crystal structure of TtOnanomaterials vary, the surface stability and the transition
between different phases under pressure or heat changes and become size dégahdent [
The aystal structure produced by these methods is usually rutile or anatase and are somehow
amorphous 130]. Specific temperatures and pressure is required to create specific crystal
phase structures. The geometry of thezlm@nomaterial can vary from nanospé to one
dimensional (1D) up to 3D. Nanotube arrays (NTs) have been produced by electrochemical
oxidation reaction of a metallic titanium substrate and are the most popular nanostructure
[130, 154-158]. Tubular nanostructures have been synthesised feomplate such as ZnO
nanowires (NWSs). Various strategies shave been developed for the conversion of Zn© to TiO
nanowires 130, 159-161]. Nanowires/nanorods (NWs/NRs) are other 1D structures that are
prepared using methods such as chemical vapour depo&tiéiD), direct oxidation and
hydrothermal methodL30].
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2.8.1. Microwave synthesis
Microwave irradiation is becoming popular in synthesising biological, organic, inorganic and
polymer nanostructured materials. It is a green method involving reduaaants of solvent
and less energy, as well as cost efficient. It is fast and requires no further heat treatment for
product formation 130]. The titanium butoxide precursor has more reactivity compared to
others due to variable oxidation capability. Titan (IV) butoxide reacts with deionised
water, which causes hydrolysis and condensation. With the titanium ion precursor, a vacant d

orbital can increase the coordination number from 4 to 6. The reaction kiié®s

Ti(OCHsHo)s + 4HO = Ti(OH)s + 4C4HyOH Equation 2.13
Ti(OH)=TiO,Z + @ H Equation 2.14

During the precipitation, the primary particles nucleate initially and aggregate to form

secondary particles that results in a spherical aggregasmofsized crystallingtania

2.8.2. General principles of hydrothermal synthesis
In a solgel process, a colloidal suspension (sol) is formed from the hydrolysis and
polymerisation reaction of the starting material, usually an inorganic metal salt or metal
organic compound (metal alkoxides). The complete polymerisation and loss of the solvent
trangtions from the liquid sol into a solid gel phad2§]. Nanotitania has been synthesised
using the saebel process by the hydrolysis of titanium precursb®2,[153, 164-167 90-95].
This process usually occurs by an acadalysed hydrolysis step tfanium (IV) butoxide
followed by condensatiorif2, 168-169. The production of FO-Ti chains is favoured with
low water content, low hydrolysis rates and excess titanium alkoxide in the reaction mixture.
The T+O-Ti chains produce a 3D polymeric skeletwith close packing. The formation of
Ti-(OH)sis favoured with a high hydrolysis rate from a medium amount of wai2r43].
Large amounts of TOH and not enough 3D polymeric chain development lead to loosely
packed first order particle412]. When tere is an excess of water, polymeriegJFiTi chains
develop. Closely packed first order particles are generated by the 3d developed gel skeleton
[170-172]. A study on the growth kinetics of titania using titanium tetraisopropoxide
precursor showed thatdhrate constant increased with temperature due to the dependence of
viscosity and the equilibrium solubility of titania on temperature. Secondary particles were

formed by epitaxial seldssembly of the primary particles with a longer time and higher
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tempeature, also, the number of primary particles per secondary O particle increased over
time. Average titania nanoparticle radii increased linearly over time which agreed with the
Lifshitz-SlyozovWagner model for coarsening8, 173]. Highly crystalline antase titania

can be produced with different sizes and shapes by the polycondensation of titanium alkoxide
in the presence of tetramethylammonium hydroxi@8[174, 175]. Sugmotcet al.conducted

a series of studies on the @l method of formation of titania with different shapes and sizes

by varying the reaction parametet3¢-178]. Amines were used as shape controllers in these
reactions, the shape of titania changed from cubéadellipsoidal at higher pH. The shape
control was attributed to the growth rate of different crystal planes by specific adsorption of

shape controllers under different pH conditiotiag 179].

Prolonged heating time below 100 °C can be used to overegglemeration of titania
nanoparticles180]. In air, a large number of singfghase nanoparticles with an average size
of between 7 and 50 nm can be obtair31{185]. Nanorods have been synthesised using a
combination of sefel and anodic alumina menalore (AAM) templates. The porous AAMs

are dipped into a boiled titania sol and then dried and hed86d 187]. Titania nanotubes

can also be obtained by syl by templating with an AAM and other organic compounds
[188, 189]. The solgelmethod is one ahe processes that efficiently control the morphology

of anatasel47). Hydrothermal precipitation proceeds from metal alkoxydes by hydrolysis,
followed by condensation, nucleation and growth of the hydrolysis product to the desired
oxides [L27].

1 Hydrolysis
When a metal oxide M(OR)s placed in the presence of water, the nucleophilic character of
water leads to substitutions between the alkoxide ligands that depend on the solutions acidity:
At low pH, aquo ligands (MDH) are present in the coordition sphere and are increasingly
deprotonated into hydroxo (@H) ligands at higher pH. Aquo or hydroxo ligand addition

can cause an increase in the metal coordinance when thermodynamically favoured.

Ti-OR + O —» TiOH + HO-R Equation 2.5

I Condensation

Complexes that have hydroxo ligands can condense via two different mechanisms:
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Olation occurs when a hydroxo ligand of a metal centre forms a bridging OH group between

two metals with the departure of a highly labile aquo group:

Ti-OH + H3O" «— [Ti-OH] " + H20 Equation 216
?
Ti-OH + HO-Ti & Tii O-Ti+ H20 Equation 2.17

Oxolation occurs in the absence of aquo ligands that were initially present: a hiygaoxb
can still form a bridging OH group between two metal centres. The proton from the bridge is
transferred to another ndaridging hydroxo ligand, which then ejects the metal as a water

molecule.

Il-l IOH

Ti-OH + OH-Ti -4 Ti-O-Ti ---Ti-O-Ti + H20 Equation 2.18

1 Nucleation
Once the hydroxyl group bearing metal for polymerisation is present in solution and whether
growth of a crystallite from an oligomeric species is thermodynamically favoured depends on
two factors 174]:

1 The bulk energy: bulk species of a crystallite phase are more stabilised than in
solution, hence more bulk species generated by condensation is more
thermodynamically favoured.

1 The interfacial energyspecies in solution are more stable than undercoordinated
specis on the crystal surface. Condensation causes an increase in the particle surface
which is thermodynamically less favourable. The condensation of dissolved species
into smaller particles with a high surface/volume ratio is thermodynamically
unfavoured, util the particle reaches a size where its bulk energy overcomes its
surface energy to make growth favourable. The formation of the nuclei is called
nucleation and occurs once the metal concentration in the solution is over and above
saturation. From thisgint on, growth occurs by addition of a metal complex from the

solution on the metal oxide surfade3fl].
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2.8.3. Micelle and inverse micelle methods
Micelles are an aggregate of surfactant molecules that are dispersed in a liquid colloid when
the surfactant commtration surpasses the critical micelle concentration (CMEg][ The
CMC is the concentration of surfactants in free solution that is in equilibrium with surfactant
aggregate forms. In the micelle, the hydrophobic hydrocarbon chain of the surfactant is
oriented toward the interior of the micelle, whereas the hydrophilic groups are oriented on the
exterior in the surrounding aqueous medium. The lipid concentration in the solution
determines the molecular organisation of surfactants and lipids. Reverdiesnaan also
form in different solutions where the hydrophobic groups are on the interior of the micelle.
Micelles are mostly globular and roughly spherical in shape; however, ellipsoids, cylinders
and bilayers are possible. The micelle shape is a tumdti the molecular geometry of the
surfactant molecule and the solution conditions such as temperature, concentration, pH and
ionic strength TO]. This method is commonly employed in titania synthes#{192. This
method normally produces amorphouartiai structure, but calcination is required for high

crystallinity. This usually causes agglomeration of the titania partit&.

2.8.4. Sol method
This is the nonhydrolytic sajel process involving the reaction of titanium chloride with
differentoxygen donor molecules (metal alkoxide or organic etli&§,[144, 14p

YQO YQ'Y O ¢'YQO TY® Equation 2.19
YQO YD ? YQO TY® Equation 2.20

The condensation betweenCi and T+OR forms T+O-Ti bridges. The alkoxidgroups are
provided by titanium alkoxides or can be formed in situ by reacting titanium chloride with
alcohols or etherslpg.

2.8.5. Hydrothermal method
Usually carried out in an autoclave with or with@eflonliners under controlled temperature
and pressu in aqueous solution. The pressure is determined by the temperature and amount
of solution in the vessel. Widely used for small particle production in the ceramics industry,

however, can be used to prepare Jit®3-195.
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2.8.6. Solvothermal method
Similar to he hydrothermal method, except that the solvent used is nonaqueous. In this
method, the temperature chosen can be much higher as compared to hydrothermal method
due to the nature of the solvent chosen. This method has better control of size, shape and

crydallinity of thetitaniananoparticles producedg5, 166).

2.8.7. Direct oxidation
The oxidation of titanium metal using oxygen or anodization. Crystdiliaria nanorods
have been produced by the direct oxidation of a titanium metal plate using hydrogen peroxide
[196-198.

2.8.8. Chemical vapour deposition (CVD)
CVD is the process through which a material in the vapor state is condensed to form a solid
material. It is usually used to form coatings that change the mechanical, electrical, thermal,
optical, and corrosive and wear resistance properties. They are also used to fsianfiew
bodies, films and fibres that penetrate fabrics, forming congsosithis process occurs in a
vacuum chamber. In CVD, thermal energy is used to heat the gas in the coating chamber,

which drives the deposition reaction.

2.8.9. Physical vapour deposition (PVD)
Physical vapour deposition (PVD) occurs without a chemical reafttn 199. Materials
are evaporated and then condensed to from a solid. Primary PVD methods include thermal
deposition, ion plating, ion implantation, sputtering, laser vaporisation and laser surface
alloying [167,199.

2.8.10.Electrodeposition
Used to produce a coating on a surface by reduction at the cathode. The substrate to be coated
is used as the cathode and immersed into a solution containing a salt of the metal to be

deposited. The metallic ions are attracted to theodgtland reduced to the metal for20().

2.8.11.Sonochemical method
Ultrasound has been used to produce many nanomaterials which incluerutiggiearea

transition metals, alloys, carbides, oxides and colloids. The chemical effects of ultrasound are
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not a diret effect of the interaction of molecular species. It is, acoustic activation, the
formation, growth and implosive collapse of bubbles in a liquid. The cavitational collapse
produces an intense heat (> 5000 K), high pressure (~1000 atm) and massiveamehting
cooling rates (> 10K/s) [201, 202].

2.9. Modifications of titania nanomaterials

The optical properties of TiJelate to many of its applications. The wide band gap however

does limit its use somewhat. The band gap of bulk titania is in the UV range (3.0 eV for rutile
and 3.2 eV for anatase), wHh03clhcreassg tlee ofticala ct i on
activity of TiO, nanomaterials by shifting the onset of the response from the UV to the visible
region is one solution to improve performan2@4207]. Some ways to achieve this include

doping with other elements to narrow the electronic properties, alte g t i t ani ads
properties. Sensitising titania with other colourful inorganic or organic compounds to improve
optical activity in the visible range. Coupling collective oscillations of the electrons in the
conduction band of titania with those ather metals in a metdliO> nanocomposite to

improve performance.Also, modifying the TiQ@ nanomaterial surface with other
semiconductors can change the charge transfer properties betweemdi@e environment

to improve performancep4-207).

2.10. Applications of TiO2 nanomaterials

Current applications of Ti®include paint, toothpaste, UV protection, photocatalysis,
photovoltaics, sensing, electrochromics and photochromics. The titania nanomaterials have a
band gap around 3.0 eV and have a high absdsptivihe UV range. The nanomaterials are
stable, nontoxic and cheap. The nanoparticles can be used as an antifogging agent on glass
[128, 208-211]. When sensitised with organic dyes or inorganic narrow band gap materials,
TiO2 can be used for solar ap@itons by absorbing light in the visible region and converting

solar energy into electrical enerdd1p-214].

2.11. TiO2 photocatalysis

TiO2 is one of the most effective and environmentally friendly photocatalyst. It has been used
in the photodegradation of many pollutan2l3222]. The process of photocatalytic
degradation by semiconductors is straight forward. When the ab€orbs photonwith an

energy that is larger than its band gap, electrons are excited from the valence band to the
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conduction band, this creates electtmie pairs. These charge carriers then migrate to the
surface and react with the chemicals that are adsorbed ouarfaeesby decomposing them.

The photodecomposition process commonly involves one or more radicals or intermediate
species. The semiconductors photocatalytic activity is controlled by light absorption properties,
such as light absorption spectrum and cogffit reduction and oxidation rate on the surface

by the electron and the hole, and lastly, eleetrole recombination ratel 12]. With this in

mind, the larger the specific surface area, the higher the photocatalytic activity will be.
However, the sudce is considered a defective site, a larger surface area has a faster
recombination rate. With a higher crystallinity, there are fewer bulk defects, which gives a
higher photocatalytic activity. A high temperature treatment improves the crystallinitgrbut
cause aggregation of small nanopatrticles, decreasing the surface area. With these conditions in
mind, an optimal condition can be fourid?, 128].
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Figure 2.10: The photocatalytic degradation mechanism of Ti@on dye[136].

2.11.1. Pure TiO2 nanomaterials: first generation
The catalytic activity can be enhanced by decreasing the particle size, increasing the number
of particles located at the surface, giving a higher surface area to volumgeaioAn
increase in band gap energy with é&ging particle size can enhance the redox potential of
the valence band holes and the conduction band electrons to allow photo redox reactions,
which do not proceed in the bulk material otherwig24]. A disadvantage of titania
nanopatrticles is that the&gan only use a small percentage of sunlight for photocatalysis. There
is an optimal size for specific photocatalytic reactid@2®d]. In hydrogenation reactions, the
activity of TiOz nanoparticles increased with decreasing diam2g%)].[In the decomposbn

of chloroform, it was found that there is an optimal size for maximum photocatalytic
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efficiency [226]. In large titaniaparticles, bulk recombination is dominant. This may be
reduced by decreasing the particle size, which then allows surface recombination to become
dominant and since most of the electrons and holes are generated along the surface,
recombination is fasteh&n interfacial charge carrier process2%/[. Mesoporous, nanorod,

and nanotube Tigparticles have shown high photocatalytic performag28-p31].

2.11.2. Metal-doped TiO2 nanomaterial: second generation
Metal ion dopants in titania influences the chargei@arecombination rates and interfacial
electrontransfer rates232]. The reactivity of titania was enhanced according to the energy
level of the dopant within the TiQattice, concentration, d electron configuration, electron
donor concentration, lighibtensity and dopant distributio2q]. Iron doped nanocrystalline
TiO: displayed higher photocatalytic activity with lower iron content than, TiCtreating
waste water from paper mills. The iron doped titamias also more effective in photo
electrocatalytic disinfection d. coli than pure TiQ[233]. Not all doping improves catalytic
action, however. In certain cases, pureligstill more effective, as in vanadium doped 710
had reduced photocatalytictaity on 4-chlorophenol compared to pure TGi{234].

2.11.3. Non-metal doped TiQ: nanomaterials: third generation
Non-metal doped Ti@is considered third generation photocatalysts. Manymetal doped
TiO2 nanomaterials have been studied for their visiblg jgnotocatalytic activitie?B5-240.
These nofmetal doped Ti@ nanomaterials have shown an improved catalytic activity
compared to pure Tif) especially in the visible regior2(4-207, 241-244). N-doped TiQ
showed a higher photocatalytic activity than purezTiQhe visible region, and also displayed
lower activity in the UVregion in the decomposition of methylene bluElg. The
photocatalytic activity was dependent on the nitrogen concentration irsihie vegion 45)].
This concentration dependent activity is due to the band structure being different at varying
concentrationsZ44]. Due to its structural properties, the valence band of iEi@eep, and the
photon generated holes are located on thiéase of materials, making them easier to be
harvested by free electrons from outside, thereby acting as an oxidising agent and making TiO
an excellent photocatalyst. Anatase is the preferred polymorph for photocatalysis due to higher
electron mobility,low dielectric constant and low densit{3)D, 246]. The increased photo
activity is facilitated by a slightly higher Fermi level, a lower capacity to adsorb oxygen as well

as a higher degree of hydroxylatidi8)]. Anatase is considered photochemicallyivaectue
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to its charge carrier dynamics, chemical properties and photocatalytic degradation of organic
compounds. It has an inherent surface band bending that forms spontaneously in a deep region
with a steep potentiall0]. This enables the surface hote dominate because the spatial
charge separation from the hole transfer toward the surface of the particle by strong upward
band bending. In the rutile phase, the bulk recombination of electrons and holes occur, and

only holes that are close to the surface trapped and transferred to the surfa&g][

2.12. Uses inheterogeneouphotocatalysis

Photooxidation of organic compounds by dioxygen to break them down into water, carbon
dioxide and HCI if they contain chlorin247]. This reaction may occur witaromatic
compounds, alcohols, carboxylic acids, chloroalkanes and alkanes. They can be achieved
using TiQ alone or with cocatalysts. Titania is also useful in the photocatalysis of water into
hydrogen and oxyger247]. Most efforts are based on the opltipeoperties of titania, which

in the visible light region is normally transparent. By doping or sensitization, the optical
sensitivity and activity of titania nanomaterials in their visible light region could be improved.
Doping also allows for more sete® properties in sensory devices, as in the case of Birkefeld

et al. [163] who found the resistance of anatase to vary in the presence of CQ,dmat H

when doped with 10 % alumina, it became selectivesto H
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CHAPTER 3

Methodology

3.1. Chemicals

Titanium (IV) butoxide (Ti(OBuj Sigma Aldrich), sodium hydroxide (NaOH, uniLAB),
alsolute ethanol (99%, MK chemicals), nitric acid (55%, ACE chemicals), sulphuric acid
(98%, ACE chemicals), methyl orange in xylene cyana$fieziNsNa-O10Ss, ACE chemicals)

and maize tassels (M©btained from gardenin Kingsway, Benon), distilled water (dHO).

3.2 Experimental procedure

3.2.1. Synthesisof anataseTiO2 nanoparticles
Synthesis ofTiO, nanoparticles was achieved using a simplegsblprocedureA 10 mL
volume of Ti(OBu)s was ultrasonically mixed witilO mL anhydrous ethanals solvenin
atmospheac conditionsto give a clear solutiorA 5 mL volume of water wasslowly added,
dropwise into the mixturto initiate the hydrolysis reactioifhe resulting mixture turned into
a white transparent gapon addition of watewhich was stirred for 2 h at room temperature
followed by ageng for 24 h at ambient temperaturéhe product wasltered andwashed
several times with deionized water and ethdalbbwed bydrying at 100 °C for 12 h to form
a precursor. Calcination of the precursor at 450 °C for 2 h in air resulted in the formation of

anatase Ti@nanoparticle$l].

3.2.2. Extraction of cellulose from maize tassel
Maize tassels (MT)Figure 3.1 Athat form at the top of the stems of male maize plamre
used for extraction of cellulod@]. They were soaked in water for one day to remove dirt.
Next, the separated maize tassels were thoroughly washed with tap water, followed by distilled
water, and then dried in the sun for one wédtereafter, the maize tassels were keptnn a
oven for 24 h at a temperature of 110 °C to remove any residual moisture. The cleaned MT
was stirred in 700 mL of nitric acid (1 M) at room temperature for 24 hhemivashedseveral
timeswith distilled wate. The wet material was then dried in an oven at 100 °C for 24 h. To
purify the cellulose by removing lignin, 500 mL of 1 M NaOH solution was attal#dte dried
material Figure 3.1 BTheresulting mixturevas stirred for 24 h at room temperatarel the
residue was subsequentilfjered under vacuuntqual amounts ahe residugFigure 3.1 C,

were separated aadlded to various concentrations of Na@HM to 12 M)to determine which
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was best for cellulose extractiofhe product residue was then addediistilled water and
titrated at room temperature using sulfuric acid (5.0 M) under continuous stirring until constant
pH in the range of B was reacheff]. The resulting suspension material was then separated
again by vacuum filtration and washed witktlled water Figure 3.1 DFigure 3.1 shows the

starting material and the products after each step of synthesis.

Figure 3.1: Shows maize tassel and the products thereof. In a clockwise direction, (A)
maize tassel untreated, (B) lignocellulosic soliain after pre-treatment and 6M NaOH
treatment, (C) product of NaOH treatment, (D) product after filtration and drying, (E)

product after grinding.

3.2.3. Methodology for the synthesis of TiG/cellulose nanocomposite
Variousmassratios of TiQ/cellulose weraised as shown in Table 3.1 for the preparation of
the composites to give a total mass of 1 gram (100 %) per sample. Cellulose was vigorously
stirred in 25 mL dEHO under reflux at 80 °C for two hours in a round bottom flask. The TiO
was sonicated in 25 mdH.O and then added to the cellulose solutibinen the combined
solution was then stirred vigorously under reflux for 24 h at 80 °Cwiter was evaporated
through heating the solution at 80 for 2 hours and the produets then left in open air until

dry.
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Table 3.1: TiO2/cellulosenanocompositesmass (gland % yield

Name Cellulose mass % cellulose  TiO2mass % TiO 2 % yield
(@) (9)
CT(A) 0.9 90 0.1 10 97
CT(B) 0.8 80 0.2 20 o8
CT(C) 0.6 60 0.4 40 99
CT(D) 0.4 40 0.6 60 96
CT(E) 0.2 20 0.8 80 97
CT(F) 0.05 5 0.95 95 98

3.2.4. Photocatalytic degradation ofmethyl orangein water
For adsorption studies, a 50 mL, 5 ppm solution of methyl orange in xylene cyanol was stirred
in the dark. To this solution, 10 mg of each sample of compbit¢cellulosewas added and
stirred.3 mL Aliquots of this solution were taken every 15 min fraddition of catalyst. The
aliquots were then filtered using 0.45 ellulosefilters attached to a syringe. These aliquots
were then analysed by UVis spectroscopyOnce the adsorption time was determined, the
same procedure as adsorption was then used for photocatalysis. The 50 mL of methyl orange
dye and 10 mg composite were vigorously stirred in the dark for 5 min to ensure a homogenous
solution and maximum adsoirph of catalyst to dye. This was then placed under the solar
simulator at 800 W. Then, 3 mL aliquots were taken every 15 min after initiation of reaction.
These aliquots were filtered using 0.45 um cellulose filters attached to a syringe. The

concentratiorof the aliquotsvasmeasured using a UVis spectrometer. The efficiency of the

photodegradain was determined using EL.

Wher e

q

i s

under a solar simulator.

t he

zpmmb

p h eid tlee camderatrhtipnt aftec time fafdi€the imitialc y
concentration. Figure 3.2 shows the experimental setup for photodegradation of methyl orange

Equation 2

zpnnb 0 QQa’Q Equation 3.1
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Figure 3.2: Image showing solar simulator and photocatalysis setup.

3.3. Characterization techniques

3.3.1. Raman spectrometry
Raman spectroscopy was done on the Bruker Infinity 1 spectrometer fitted with a 50x objective
lens for imaging shown in Figure 3.3. The excitation wavelength used for all samples was 514
nm and the spectral data wasakexated using OPUS 7.1 software. Raman spectroscopy was

used to probe the quality and phase of the synthesised TiO

Figure 3.3: Image ofthe Raman spectromete.
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3.3.2. UV-Vis spectrascopy
The UV-Vis absorption characteristics were measured withvtrean Cary Eclipse (Cary 50)
UV-Vis absorption spectrophotometer shown in Figure 3.4MiB/spectrometry was used to
determine the identity and concentration of F78dd methyl orangg3]. The degradation of
methyl orange was also investigated by momigpithe concentration of each aliquot taken.
From the excitation wavelength, the band gap of,TW@s determined using the equatior E
h c,/wkere h is planks constant, c is the speed of éigte-is the wavelength (nmJor TiQ
analysis, 2 mg of Ti@was dispersed in 4 mL of ethanol under sonication for five minutes and

then transferred to aciw’ UV quartz cuvette.

Figure 3.4: Image ofthe UV-Vis spectrophotometer.

3.3.3. PhotoluminescencdPL) spectroscopy
The PL spectrometavas used to determine the electronic structure of.Ti@e analysis was
carried out on a SpecoD using CARY softwardFigure 3.5). For the analysis, 2 mg of
sample was sonicated for 30 minutes ire@Ho obtain a homogenous solutiamhich was
then added to a quartz cuvettec(®”) and analysed at an excitation wavelength of 320 nm.
Background effects were minimised by running a blank before sample analysis. The slit angle

for all analysis was &m.
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Figure 3.5: Image of PLspectrophotometer.

3.3.4. Solar simulation
Solar simulation was carried out under an Oriel Sol2A at 180 Watts/1 Sun where 1 Sun = 1 kW

m shown in Figure &. 50 mL of methyl orange and 10 mg of catalyst were vigorously stirred
under the solar simulator at 890 for 90 minutes. The simulator is designed to imitate solar
radiation, which consists of a higlowered lamp that radiates visible, UV and infrared

wavelengths. The solar simulator was used to initiate the breakdown of methyl orange mixed

with catalyst.

Figure 3.6: Image ofthe Oriel Solar simulator.
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3.3.5. X-ray diffraction spectrometry
X-ray powder diffraction (XRD) was done on the Bruker MeasSr+ZD2530)/D2205530
di ffractometer wusi ngA) aBKWIomaAdhoventiniFigure 3(X» = 1. 5
ray powder diffraction (XRD) is a rapid analytical technique primarily used for phase
identification of a crystalline material (e.g. minerals, inorganic compounds) and can provide
information on unit cell dimensions. The crystallinities of untreatedtieeaded maize tassel
fibres were examined by using the wiaegle Xray diffraction (WAXD) technique, with
CukKU radiation (k 1 1.54 Ae), with a comput
tools. The Xray source was operated at a voltage of 3GkY a filament current of 10 mA.
All samples were scanned i n the°nindnordartoge bet

obtain an acceptable diffraction pattern.

Figure 3.7: Image ofthe Bruker D2 XRD spectrometer.

3.3.6. Fourier Transform Infrared (FT -IR) spectroscopy
FTIR is a means of identifying unknown samples by the absorption of functional groups.
Fourier Transform Infrared (FIR) spectroscopy was performed on a Bruker Tensor 27
spectrometer, Figure &.which examines the structucé maize tassel fibre obtained after
alkali treatment as well as Ti@nd composite (CT). The HR spectra of the samples were
obtained in the wavelength range of 46000 cm’. A total of 32 scans were added to achieve

an acceptable signéd-noise ratio In all cases, spectra resolution was maintained at%4 cm
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This was done by adding a dry, crushed sample onto the KBr coated sample holder where the

sample molecules selectively absorb radiation at specific wavelengths.

Figure 3.8: Image ofthe Bruker FTIR spectrophotometer.

3.3.7. Scanning electron microscopy{SEM)
Scanning electron microscopy and energy dispersive spectroscopy (EDS) was performed on
the FEI Nova Nanolab 600 microscope, Figuf& Bhe only sample preparation required was
that the madrial be crushed and coated with gold and palladium to inhibit charging, reduce
thermal damage and enhance the secondary electron signal for topographic analysis. The
sample was coated after being attached to carbon tape that was attached to the sdenple hol
For the elemental composition analysis, Endbigpersive Xray (EDX) spectroscopy
connected to the FEI Nova Nano lab 600 SEM was used. IlagsXwere captured using the
INCA Microanalysis Suit version 4.08 package software. A spot size of apprtekd@ um

was isolated to ensure the sample was free from dirt and debris for elemental analysis.
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Figure 3.9: Image of the FEI Nova Nanolab 600 FEGSEM/FIB scanning electron

microscope

3.3.8. Transmission electron microscopy (TEM)
Transmission electron irioscopy (TEM) was done on the FEI Technai T12 microscope,
Figure 310, with an accelerating voltage of 120 kV. Transmission Electron Microscopy (TEM)
was used to determine morphological features such as size, diameter, length and arrangement
of particles.TEM produces images using electron transmission, making beam alignment and
sample preparation important. The samples were prepared by sonicating in ethanol to disperse
the samples. A drop of the solution was then added on to are8#In coated copperidrand
dried in air before inserting into the microscope. After insertion into the microscope, the beam
was aligned, and sample images were taken. The average size of material was determined using

image J software.
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Figure 3.10: Image ofthe FEI TECNAI T12 transmission electron microscope

3.3.9. Thermogravimetric analysis
Thermogravimetric analysis was done on a Perkin Elmer STA 4000 analyzer shown in Figure
3.11. This was used to determine the sample composition, thermal stability and purity of the
samples. The sample mass (10 mg) and the flow rate (10 mL/min) were constant in all analyses
to minimize the instrumental error. The sample was transferred to a ceramic pot supported on
an analytical balance within the instruments furnace where the teomgeveds increased to
900 °C at a rate of 10 °C/min in a controlled environment. The TGA profile was accompanied

with the derivative curve (DTG) to determine the oxidation temperature.

63



Figure 3.11: Image ofthe TGA-MS analyser.
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CHAPTER 4

Extraction and characterization of cellulose from maize tassels:

the effect of concentration and time

4.1. Introduction

Agricultural residue is a large segment of the global waste problem. Theviztgee of
accumulated biomass waste threatens surface and ground water due to the storage conditions.
Recycling this biomass may reduce waste disposed in landfills. The farming industry in South
Africa is also at risk, after harvest; the remaining bionmsgher left on the land or used for
energy. Many countries use ~ 40% of maize stalk residue and the remaining crop residue is
wasted[1]. There are many reports on using agricultural waste as a bj@fudiowever,
information on the use of maize asalulose source is limitef8]. Using crop biomass waste

can also increase the business opportunities available to these coghtiiegie is a need to
develop renewable material for industrial chemistry, especially in replacing oil. Plant biomass
is apromising substitute and can be considered as a cheaper, less polluting raw material with
economic value. The heterogeneity and chemical complexity of plant biomass provide raw
materials for end products such as energy, food, chemical, pharmaceuticeltaridls. There

are twelve principles of green chemidi4y. The purpose is to consider reducing waste, atomic
and energy conservation, as well as the use of renewable raw materials, which is of great
importance to large biomass producioguntries such as Braz#]. This biomass is an
abundant and cheap feed stock for transformation processes in chemistry. This opens new
possibilities to business and wealth generation, as well as to promote the impact on
sustainability. With plant biomast is a means of using renewable raw materials as one of the
principles of green chemistriylarkesthat may benefit from biomass include fuels and energy,
pharmaceuticals, cosmetics and hygiefjellhese principles of green chemistry are not always
eay to apply, however the appropriate choice on the basis of biomass type, process

characteristics, and products need to be applid [

It is estimated that the yearly biomass production is 1.5 trillion tons, which makes this resource
inexhaustible for erivonmentally friendly material| 6]. These cellulose derivatives are used
for coatings, laminates, optical films, pharmaceuticals, foods, and teifle€]. The

advantages include biocompatibility and chirality for the immobilization of proteins and
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antibodies as well as the separation of enantiomeric molecules and the formation of cellulose
composites with synthetic polymers and biopolymé}sif this project, maize tassel has been
utilized, which forms the top part of the male plant of maize. agsethasa variety of colours

and isconsidered as was#dter the fertilization process has occurred. This tassel then forms
part of the plant that remains after harvest and is considered waste. This waste is either burned,

creating air pollution or pilkto decay on farms.

Biomass requires a pretreatment step. The aim of the pretreatment is to disrupt the physical
structure of the biomass by breaking the lignin barrier, disrupting the cellulose crystallinity and
remove the noftellulosiccomponents to increase cellulose accessibilityAali treatment

with lime (Ca(OH})) or ammonia under high pressure is also effective in removing lignin [6,

7]. For the study oPopulus[6, 7], it was found that alkali treatment changed the cellulose
degree of polymerization, and crystallinity. The crystallinity was reduced, however at 60
minutes, there was no significant change in crystallinity. &adi.[7] also showed that NaOH
wasthe most effective alkaline pretreatment method for accessing cellulose from bidheass.
objective of this sectiowas to extract cellulose from maize tassel using alkali treatment. The
aimwas to use the extracted cellulose in the formation of a naruesite for the degradation

of methyl orange.

4.2. Cellulose preparation from maize tassel

Maize tassels (MT) that form at the top of the stems of male maize plants were used for
extraction of celluloseCellulose extraction was carried out according to thénageshown in

Figure 4.1
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Figure 4.1: Diagram showing method of extraction of cellulose from maize tassel.

The methods oéxtractionand characterization are detailed in Chapter 3 however summarized

in Table 4.1 are the parameters of the different experiments conducted. The NaOH
concentration and NaOH treatment time were altered to see their effect on the resultant
properties of celldse. The Figure 4.1 is a visual representation of the experimental procedure.

Figure 4.2 is a depiction of the maize tassel at each step of the procedure.

Table 4.1: Summary of maize tassel treatment conditions

Sample HNOz3 conc. NaOH conc. NaOH treatment time

CA UNTREATED

CB 1M 2M 24 h
CC 1M 4 M 24 h
CD 1M 6 M 24 h
CE 1M 8 M 24 h
CF 1M 10M 24 h
CG 1M 12 M 24 h
CH 1M 14 M 24 h
Cl 1M 10M 48 h
CJ 1M 10M 72 h
CK 1M 10M 96 h
CL 1M 10M 110 h

67



4.3. Results and discussion

4.3.1. The effect ofNaOH concentration on the extraction of cellulose
FTIR is a means of identifying functional groups in unknown samples. Figure 4.3 show the
FTIR of untreated maize tassel and treated maize tassel at different concentrations respectively.
Table 4.2 is a sumany of the corresponding wavenumbers and peak interpretations. The strong
absorption around 3568250 cmt is attributed to OH stretching vibratighydrogen bonding)
The absorption band is composed of two vibrations (328%) éon intermolecular hydroge
bonding and (3335 cr) for intramolecular hydrogen bonding. The peaks around 3339 cm
and2921cmMar e as s o cdelmlbse @H)stretching. Absorbance around 2918/2850
cmit are attributed to CH symmetric and asymmetric vibrations. The vibrati®83 crit is
attributed to the @-C [6]. The peak at 896 cmi s d u e-glucasidit borel, aftributed to
C-O-C stretching during the-€&l deformation of cellulosg8]. The hemicellulose peak occurs
around 1730 cmhand 1240 c in the untreated maize tas§g)l, both of which are not present
in the alkali treated maize tassel (Figure 4.3). This indicated the removal of hemicellulose by
alkali treatmen{8]. The aromatic vibration around 1500¢ins t he C=C band fr
methoxyl group[9]. The C=C band appears weak in Mae@laas well. This was reduced in
the alkali treated samples due to removal of hemicellulose. No other considerable changes were
noted in other peak¥he dominant peak of CG at ~ 13&®was due to wat in the sample.
The FTIR results indicated that lignin and hemicellulose were removed by alkali treatment

from the maize tassed].
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Figure 4.2: FTIR spectra of untreated cellulose (CA) and cellulose extracted at different

NaOH concentrations (CBCH).
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Table 4.2: The wavenumber and associated peak interpretations ohtreated cellulose

and NaOH extracted cellulose[6, 9].

Wavenumber (cnt?) Assignment

34503435 OH stretching
3285 Intermolecular H bonding
3235 Intramolecular H bonding
2918 C-H symmetric stretch
2850 C-H asymmetric stretch
1649 H20
983 b-link (glucosidic bond)
1161 Antisymmetric bridge €0-C stretch
1730 Hemicellulose
1240 Hemicellulose

X-ray powder diffraction (XRD) is a rapidnalytical technique that is used for phase
identification of a crystalline material (e.g. minerals, inorganic compounds) and provides
information on unit cell dimensiondQ]. The X-ray diffractograms of the extracted cellulose

in the present study ashown in Figure 4.4 and Table 4.3 is a summary of the crystallinity

index for each NaOH concentration treatment. Different peaks are observed in all samples at

17° and22.6°. These are characteristic of the crystal polymorphs of celll@psehe peak at

2d7A Icorresponds to the (110) crystallographi
plane.

The crystallinity indices were derived using the following equdtidh

0

Qp T Equation 4.1

Whereloozis the intensity of diffraction maximum of crystalline region close @ ®&8ile |am

is the intensity value for th#Hd]. amorphous cel
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Figure 4.3: X-ray diffractograms of untreated cellulose (CA) andcellulose extracted at
different NaOH concentrations (CB-CH).

Pre-treatment process increases the lignocellulosic crystalldiitChanges in the crystallinity
index are governed by two competing factors: lignin and hemlos# removal, causes an
increase in the crystallinity index, whereas swelling and dissolution of crystalline cellulose,
causes a decrease in the crystallinity index. The crystallinity index of the maize tassel fibre
increased with an increase in alkalhcentration, samples CEBG, however in sample CH,
there was a slight reduction in crystallinity index, indicating a limitation in higher NaOH
concentrations for the removal of protective materials and possible relaxation of stress in the
cellulose chainslP]. The lignin and hemicellulose removal duringmeatment are generally
accepted 4]. The method used was designed for removing most substances, leaving only
cellulose. The treatment is also a means of extracting cellulose Il because of the alkali. Fr
the XRD patterns in Figure 4.4 and the calculated crystallinity indices in Table 4.3, the
crystallinity increases with increasing concentration of alkali treatment up to the 12 M mark.
The(110) and(002) peaks indicate the difference between hemicellulose (amorphous material)
a n dcellulose which is also an indication of the treatment metho[d The (110) peak is a
reference for hemicelluloses and the (002) peak indithtediulose[10]. What can ao be

seen from the XRD data is the difference between cellulose | and cellulose Il peaks. The (110)
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peak is around 15° in cellulosevhereas cellulose has the (110) peak is around 1Zhe
(002) peakshifts to a lower angle, again indicativeaminversion from cellulose | to cellulose

[10]. Treatment with an alkali produces cellulos¢l, 3, 5], which is evident in samples
CC-CH.CA and CB remain as cellulose | due to the position of the (001) and (002) paaks.
to the structural complexitpf the polycarbohydrates, pretreatment of MT is required to
disrupt the structure of lignocellulose material. Alkali treatment makes cellulose soluble due to
the formation of sodium salt and separated it from other constituents. The acid neutralization
regenerates the insoluble cellulose with a modified structure process of pure cellulose.

Table 4.3.: The crystallinity indices of untreated cellulose (CA) and cellulose extracted at
different NaOH concentrations (CB-CH).

Sample Crystallinity index (%)
CA 80.47
CB 80.12
CC 97.18
CD 97.68
CE 98.17
CF 98.24
CG 98.73
CH 95.61
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Figure 4.4. SEM micrographs showing the distribution of fibers of untreated cellulose

(CA) and cellulose extracted at different NaOH concentrations (CECH) and their

corresponding high-magnification SEM images as inserts

The morphology of the cellulose (B8H) was examined by SEM. As shown in Figure 4.5,

the fibers have a relatively smooth surface. The average diameter of a single fiber in each
sample is about 13.7 um. The untreated maize tassel fibers in Figure 4.5denG&, have

a relatively smooth surface, owing to the wax layer, with linear ridges and furrows. The surface
of the maize tassel is composed mainly of lignin, pectin, ash and hemicellulose that enclose the
fiber. Image CA in Figure 4.5 shows a piecehs plant that has not fractured by the blending
procedure and is an intact segment of the tassel and also shows hair like structures as well as

stomata on the surface of the maize tassel. The remaining imag€siC&en though there
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are fragments of inta¢assel, the surface is not as intact as in CA, the stomata are not clearly
visible, and the plant is fractured into smaller fibers. CD shows a segment of the tassel that has
partially separated, and the surface is not as smooth as in CAS&bhanalyss, it appears

that the degree of fractionation increases from@HA The plant material is broken into its
minimalist form of microfibers. From sample &BH, fiber size is reduced, possibly due to
hemicellulose removal. This reduction in size of the fibay increase the bonding capacity,
giving an advantage in the construction of composites. The tassel is reduced to macrofibrils
and these are further broken into individual microfibrils or microfibers. Some internal transport

vessels such as xylem and mrioare also seen in the imag&3] [

4.3.2. Effect of NaOH treatment time on the extraction of cellulose
The FTIR analysis othe effect of NaOH treatment tim@8-110 hr)on the extraction of
cellulose is shown ifrigure 46. The spectran Figure 46 show similar spectra compared to
Figure 4.3. HoweversampleCL in the Figure 4 has asmall hemicellulose peak at ~1700
cmit possibly exaggerated by theominent HO peak at 1650m™. Cl and CL appear to have
similar spectra whichould be explained by the higher content e®Hin the samples. The@:

is from the instrument and not the samfleereare no other significant changes.
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Figure 45: FTIR spectra of cellulose extracted using 10 M NaOH at different timed48-
110hours (CI-CL) as well as CA (untreated) and CF (10 M NaOH/24 hr)
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The XRD patterns in Figure 4.7 shows that sample CL, a long treatment time has the effect of
decreasing crystallinity due to the low intensity of the (110) peak. There are no other major
differences in the patterns of sample@l. However, compared to untreated tassel CA, the
pattern indicates that cellulose | which is the natural cellulose is converted to cellulose 11 in
samples ClI, CJ, CK and CL. AccordingNmtaung [3],Perel [L4] andCiolacu et. a[15], the

doublet XRD peak at (002) is indicative of the cellulose Il crystalline structure

(002)

(110)
CL
M

LN

P A N
- e N

5 10 15 20 25 30
2g/degrees

Intensity (a.u.)

Figure 4.6: X-ray diffractograms of untreated cellulose(CA) and cellulose extracted
using 10 M NaOH at different times 48110 hours (CICL).

Table 4.4 shows the crystallinity indices of theracted cellulosever time(48-110 hr)in 10
M NaOH. The crystallinity indices do not change by much. The samples remained highly
crystallinehowever the CJ shows slightly better crystallinity hence omifig that 72hours

as the best extraction time
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Table 4.4: The crystallinity indices ofcellulose extracted using 10 M NaOH at different
times 48110 hours (CFCL)

Sample NaOH treatment time (hr) Crystallinity Index
CA 0 80.47
Cl 48 98.66
CJ 72 98.65
CK 96 97.47
CL 110 98.31

Figure 4.7. SEM images showing the distribution of fibers of cellulose extractedusing

various times 48-110 hours (CIFCL) in alkali 10 M NaOH and the insert focuses on

individual fibers.
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The SEM images of GCL in Figure 4.8 do not differ much, they are equally fractionated into
the microfibrils and have very similar appearances physically. The untreated cellulose
fractionated into smaller coropents and transport vessels. There are minor differences in the
microfibrils of the untreated cellulose as compared to others, however all samples showed
peeling and grooves. Figure 4.8 inserts shows that there are no significant differences of the
cellulose extracted at different times as they all form smooth bundle fibers.

Zhaoet al.[16] pretreated bagasse using peracetic acid which increased the crystallinity index
due to the removal of lignin. This was consistent with Weingl. [9] that found 2% NaOH
treatment was more conductive than 4% NaOH treatment. They also found that the optim
condition for pretreatment was 2% NaOH solution at 80 °C for 2 hours followed by ozone
treatment for 25 min with an initial pH 9. Under these optimum conditions, the relative content
of cellulose in the treated sample was 62.46%, the removal rateiof Wwgis 84.35% and the
relative content of hemicellulose was 13.74%, they also found a change in the surface structure
of the fiber after treatment, showing more pores and exposed fiber bundles. These are
consistent with our findings of alkali treatmentémove cellulose from maize tassel. Between

the time study and the concentration study, time spent in 10 M NaOH had no significant effect

on the degradation of the maize tassel physically.

4.4. Conclusion

Herein, we reported on the pireatment of maize taskin order to disrupt the lignocellulose
structure. The alkali treatment solubilizes the cellulose by the formation of sodium salt, which
is separated from other constituents. Acid neutralization then regenerates the insoluble
cellulose with a modified micture of cellulose. The results obtained show that cellulose was
extracted from maize tassel successfully however the quality was dependent more so on the
concentration of the NaOH rather than the time taken for extrad@i@nXRD results indicate

an ircrease in crystallinity, degree of crystallization, and a peak shift of the (110) peak,
confirmed the formation of cellulose Il after alkali treatment. The FTIR results indicated the
dissolution of hemicellulose and other compounds to form pure celluloaél treatment
methods. By comparison of concentration and time, it was found thaCla@t M) andCF

(10 M) NaOH treated samples showed better cellulose extraction however the time spent on
extraction had no major effect on the formation of celluldsesuch, the 10 M NaOH treated

sample (CF) was used in the composite formation with.TiO
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CHAPTER 5

The synthesis of anatase Ti@nanoparticles by solgel

5.1. Introduction

Nanomaterials have been investigated because of their unique prop@di@ananoparticles
arevery popular due teheir chemical structure, physical, optical and electrical properties.
Titaniahas been used in many applications including paints, sensors and photocatalysis. TiO
exists in three mineral forms, anatase, rutile and brookite. Eabbs# have their own crystal
structure and properties. The basic structure consistJicitom surrounded by six O atoms

in octahedral configuration [1]. The anatase form is preferred since it has the highest
photocatalytic activityf2]. Anatase also hasmore negative conduction band edge potential,
high specific area, is netoxic, as well as inexpensive and photochemically stableTfag.

TiO2 morphologiesthat have been studiedhclude nanotubes, nanowires, nanorods and
mesoporous structurg®]. Theae are various methods of production and each produce different
structures of Ti@ These methods includearbon vapor deposition (CVD)solgel,

solvothermal, hydrothermal and electrodeposition to name a few [2].

The common method of synthesis of Ti@noparticles is by sejel. The advantages of sol
gelmethodinclude low process temperature, versatility, homogeneity and stabibiy YZith

the solgel method, darger water presencegquiresa higher hydrolysis rate to condense into
Ti-O-Ti chains.An excess of water will supress the-@iTi species formation due to the
favourable formation of TOH [2-4]. Calcination is important for the removal of organic
molecules from the products to complete crystallisation. A higher calcination temperature
cau®s agglomeration and phase transformatiom][2An important property of Ti@
nanomaterial is the photocatalytic activity in applications that range from antibacterial surfaces
to photocatalytic reactions. The electron hpdeér generation of Ti@is uselil. The energy
required may be supplied by photons in the near UV region. Whenidilluminated with

Il i ght (&< 39 (s ercitell out chits energydevd, feaving a hole in the valence
band The electrons are promotedrh the valence bant the conduction band to give the
electrorhole pair. The valence band*(hpotential generates hydroxyl radicals OH at the
surface on Ti@and the conduction band)é negative enough to reduce molecular oxygen.
The hydroxyl radical is a powerful aksing agent and may attack organic matter at the surface

of TiO2 [6]. Amorphous TiQ hardly gives photocatalytic activity because of nonbridging O
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atoms in the bulk Ti@where TtO arrangement defects act as recombination centres of the
photo-catalyticaly generated electreimole pairs.The possible application of anatase 7&3
a photocatalyst is due to several factors [1]:
1 room temperaturphotocatalytic reactian
1 photocatalytic reactions do not suffer drawbacks of photolysis reactions due to
pollutants being completely mineralised to #toric products.
the photocatalyst is cheap and may be supported on various substances.
the photogenerated holes are oxidising while photogenerated electrons reduce
sufficiently to produce superoxides from dygens.
The aimwas to use the synthesised FBi@anoparticles in the formation of a nanocomposite for
use as a photodegradation complex. The objectias to synthesise anatase 7%iO

nanoparticles.

5.2. Synthesis of TiQ nanoparticles

About 10 mL of Ti(OBu) was dissolved in 10 mL anhydrous ethanol, and ultrasonically
dispersed to produce a mixture. 5 mL of water were slowly added dropwise into the mixture,
which was stirred for 2 h at room temperature. The solution was aged for 24 h at ambient
temperaturefollowed by filtration, washed several times with deionized water and ethanol,
dried at 100 °C for 12 h to form a precurpowder Calcination of the precursor at 450 °C for

2 h in air resulted in the formation ahataseTiO> nanoparticlesThe product s then
characterised by FTIR, Raman spectroscopy, XRD, TEM;Vi8/ PL, TGA and SEM
equipped with EDXFigure 5.1 summarises the synthetic proceddidetailedprocedure with

characterisation techniques is reported in Chapter 3.
— e — —
N

10 mL Ti(OBu,) + 5 mL dH,0 Filter Precursor Calcine at 450 °C TiO, powder
10 mL ethanol dropwise TiO, powder
sonicate stir 2 hours

Figure 5.1: A brief summary of method used to synthesise Ti£hanoparticles
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5.3. Results and discussion

The thermogram of neoalcined TiQ is shown in Figure 2.(a).There is a weight loss around

150 °C, owing to surface water. The remaining reduction in weight is due to loss of organic
compoundsAfter around 700 °C, the decomposition is complete, and no additional weight loss
occuss, and the remaining product is Bi®Grom Figure 5.2 (b) the TGA of the calcined sample

is shown.The first weight loss at 150 °C may correspond to adsorbed water on the surface of
the TiG. The second weight loss 5080 °C may be due taphase change from anatase to
rutile [7]. The third weight loss 75®00 °C may be due to residual organic groups in the
synthesised Ti®[7]. The Titanium butoxide precursor has a higher reactivity compared to
other precursors due to the variable oxidation capacity; titaniumbiitxide reacts with
deionised water, which leads to hydrolysis and condensation. The titanium ion precursors
vacant d orbitals can increase the coordination number from 4 to 6. Reaction kinetics may be
thoughtof as[8]:

"Y'd 600 TO0 "Y@QO 16000 Equation5.1
Y@'O Y8 00U Equation 5.2

During the precipitation, primary particles nucleate initially and aggregate to form secondary
particles which form spherical aggregates of nanosized anatageaftéd calcination [5].

Temperature (°C)
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— 1 T T T T T 100,5
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Weight loss (%)
Weight loss (%)

90 A 97,0

96,5
88

—T T T 1 71— 1 1 71 1 9%0
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Figure 5.2: Thermograms of (a) norrcalcined TiOz and (b) calcined TiC.
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The FTIR analysis was done to ascertain the functional groups in the synthesizethesa
functional groups will help to encore the Bi@nto the cellulose to form the composite. Figure
5.3 shows the FTIR spectrum of Ti@anoparticles which has three peaks, distinctive of
anatase Ti@ nanoparticles. The first band is the broadest observed at 3230 this
corresponds to the stretchingration of the hydroxyl OH group. The second band around
2150 cm' corresponds to the bending mode of surface adsorbed wa@H.TiThe last
prominent peak is at 1650 crwhich relates to FO modes$-11]. The CQ peak observed is
due to the instrumerind atmosphere.

100.0

99.5

99.0 1

98.5

Transmittance (%)

98.0

97.5

o
T

97.0 T T T T T T T T T T T T T
4500 4000 3500 3000 2500 2000 1500 1000

Wavenumber (cm™)

Figure 5.3: FTIR spectrum of the TiO 2 nanopatrticles.

Raman spectroscopy is also a useful tool for structural analysis. Herein Raman spectroscopy
was used to characterise the obtained powder. Three different spotscsereed. The
spectrum in Figure 5.4 shows the Raman peak shifts for anatase ATidistinct Raman
fingerprint of anatase Tifds observed [2]. The anatase phase has six Raman active vibrations,
three i modes, two B;modes and onesymode. The six modeare Ag (517 cm?t), 2B14(397

and 517 cit) and 3F (144, 197 and 640 cf) are Raman activid2]. In Figure 5.4, there are

five peaks at 144, 397, 517 and 644'crA decrease in the particle size causes the Raman
peaks to broaden with an increase iegfrency[12]. The most intense i mode shows a
maximum blue shift with a decrease in crystallite size. A small blue shift forgthredele and

the Big1 and combined B2 + Aig modes show small blue and red shifts respectively. The
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frequency shifts ofhe Aig and Bg modes are not pronounced. ThgBode has significant

broadening as well as red shift as crystallite size is decrea®ed [1

9(1)

Intensity (a.u)

Alg B 19(2)

T T T T
75 150 225 300 375 450 525 600 675 750

Raman shift (cm™)

Figure 5.4: Raman spectum of the TiO 2 synthesised by sebel method.

XRD was used t@xamine the crystallinity of the Tianoparticleand confirm the phase

The XRD patterrin Figure 55 corresponds to the anatase phais€iO,, PDF 060040477

The structure of anatase is tetragonal. The crystallographic unit of anataseo@y centred

with a space group4» The cell is composed of two primitive ones, each with twao Tiidits

The anatase phase diffraction peaks at 2d =
correspond to the (101), (103), (200), (105), (213) 4dé), (107) and (303) planes [4]. The

sharpness of the pealkslicateshighly crystalline nanopatrticles.
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Figure 5.5: XRD pattern of the TiO2 synthesised by segel method.

The average crystallite size was calculated usinGtherrer equatiofequation5.3) whereB
is theFWHM, K is a Scherrer constant approximately 1 &nd the crystallite sizeForthe

synthesised anata3eO, it was found thathe averagecrystallitesize wasca.10.8 nm.

0 ¢g— —— Equation 5.3

A FEI NOVA Nanolab 600 SEM was used to investigate the morphology of the particles by
scanning the materialds surface. The esampl e
and coated with gold and palladium. This layer inhibits charging, reduces thermal damage and
enhances the secondary electron signal for topographic analysis. The SEM image in Figure 5.6
(a) shows high homogeneity of the sample. Nanoparticles smalle6€ham agglomerate to

form colonies. The nanoparticles formed were spherical in shape and mostly uniform in size
with an average diameter 60016 nm. The agglomeration of particles into colonies was
observed in SEM and TEM due to sintering of crystalshie calcination process [43]1
According to BaAbbadet al.[13], the calcination temperature determines the particle size and
extent of agglomeration of nanopatrticles. The anatase ga@icles have selissembly into

close packed, dense, wellystallised, unevenly sized and irregular si@moaggregates,
observed in the TEM Figure 5.6 (b). From analysis using image J software, the particle size
distribution in Figure 5.6 (c) suggedtse nanoparticles were mostly between 5 and 10 nm,

which agrees with the size calculated from the XRD Scherrer equation.
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Figure 5.6: (a) SEM imageand (b) TEM imageshowing anatase TiQ, and(c) particle size

distribution.
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The elementatomposition was determined by EDX analysis. The spettn Figure 5/ has
prominent peaks of Ti and O, confirming the anatase mé&doparticles that were synthesised

by the solg e | met hod. Ti h sskellsand gives ancEDS couintrat Keévh e K U
The presence of gold and palladium is due tocthegtingthat was done in order to prevent

charging. The presence of carlisrirom the tape used to hold the sample.

Spectrum 1

0 1 2 3 4 5 5] 7 8
Full Scale 1632 cts Cursor: 0.000 kel

Figure 5.7: EDX spectrum of anatase TiQ prepared by solgel method.

From the UWVis absorption spectrum, Figure 5.8, the excitonic peak is around 324 nm,
however the spectrum is tailing. The bulk band gagnatase TiQis 3.2 eV [H]. To estimate

the bang gap, a Tauc plot was used and is shown in Figure 5.8. A Tauc plot is used to derive
the bandgap energy of a semiconductor with an indirect or direct transition using the
relationship below wherbis the P a n ¢ k 6 s 3 is thenfrequencytof, light, andgks the
bandgap energy (equation 5./)5]. The value of the exponentis related to the electronic
nature of the bandgap, with values of 3, 2, 3/2, and 1/2 corresponding to indirect forbidden
(IF), indirect allowed (IA), direct forbidden (DF), and direct allowed (DA) transitions,

respectively [5].

| D8 ®» O Equation 5.4
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Figure 5.8: (a) UV-Vis absorption spectrum ofthe anatase TiQ and (b) its corresponding

Tauc plot.

Anatase TiQis an indirect band gap semiconduateth ann value of 2. The estimated band

gap is 2.71 eV, indeed bhkshifted from the bulk band gap of 3.2 eV. The bdhét is due to
guantum confinement effecit5]. As the size of the nanoparticles become smaller, there is a
discretization of thelensity of states which result in the increase in band gap energy as shown

in Figure 59.
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a) Bulk b) Quantum well ¢) Quantum wire d) Quantum dot

W s
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Energy Energy Energy Energy

Figure 5.9: Schematic representation of dimensionality in bulk (3D), quantum well (2D),
guantum wire (1D) and quantum dot (OD). Corresponding densities of stategersus

energy are given below each diagrarfiL6].

The photoluminescence (PL) spectrum of the anatasgigi€hown in Figure 80. The peak
centred at about 398 nm in the PL spectra is related to the electron transiticghdreaence

band and the conduction band of 7i@7] while the peaks at20, 454, 49@nd533 nm can

be assigned to charge transitions from an oxygen vacancy trapped electron, recombination of
selftrapped excitons and intrinsic states of F[i0B]. In particular, the peak at 420 nm arising
from the indirect band edge allowed transitions andtsgbiped excitons localized in TéO
octahedra while the peak at aroursdi-#im is due to charge transfer transition fror#i o the

Oz in (TiOe)® '[17, 18]. Furthermore, the peaks at arounB44m, 90 nm and 33 nm
originate from oxygen vacancies and surface defects of. TiBese charge carriers are
generally trapped by oxygen vacancies and surface hydroxyl groups, which contribute in their
visible luminescene [18].
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Figure 5.10: (a) Photoluminescencespectrum of anatase TiQ and the corresponding

mechanism(b).

5.4. Conclusion

Anatase TiQ crystals were synthesised using the-g#l method inabsolute ethanolThe
morphology of the samples contained spherical particles with an average particle size of
between5 and D nm. Theformation of TiO> was confirmedby EDX, XRD and Raman
spectroscopyThe shape and size of the particles were confirmed by TEM andabiliis

The optical properties were confirmed using -V and photoluminescence spectroscopy.
These nanoparticles will now be used in the formation of composite with cellulose to further

be used in the degradationmoé&thyl orange dye
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CHAPTER 6

Titania/Cellulose composites: preparation and characterisation

6.1. Introduction

The current trend in the study of hybrid inorganic material suggests that there is a need to
investigate potential source§these materialsThe cellulose obtained from maize tassel is an
excellent optiongiving the advantage of first discovery, since susirceof cellulose has not
beenwidely explored forthe attachment of nanoparticlés form a compositeComposite
materials have shown improvemsrih optical, thermal and mechanical properties because of
the synergistic effects that arise from the physical and chemical interaction between the organic
and inorganic materials [1]There is little information on the predion of hybrid
nanocomposites that are based on natural cellulose and mineral nanodar&¢ldsatural
cellulose, especially nanocrystalline or nanofibrillated cellulose has unique properties such as
a high Youngs modulus, dimensional stability, ltn@rmal expansion coefficient, reinforcing
potential and transparency-8&. The use of hybrid cellulose nanocomposites with enhanced
material properties have been studied for biosensors, disposable chemical sensors, energy
conversion and various other &ipptions [6, 913]. The addition of metal oxides to the
cellulose matrix, can improve the chemical stability, mechanical properties, conductivity and
photosensitivity [6].

TiO2 has been used in many composites as well as with cellulose andgrags®in sensors

[1]. The performance of T. depends on the polymorph used, the morphologytamparticle
size[1, 14-17]. Nanocrystalline TO2 is used due tds size related properties such as surface
area, band gap tuning and light scattering coeffidigntAccording toMarqueset al.[1] and
references [14, J5nanosized T2 is poorly retained and requires agglomeration promotion
by polyelectrolytes or other means of retention, which decrease the optical activity and
efficiency.Marqueset al. [1] attached cellulose fibres to TiGy controlled hydrolysis to create
paper shds. These could then be used in Iipatrrier materials. Titania supported on
multiwalled carbon nanotubes (TAMWCNTS), TiO/N-doped MWCNTSs, TiQ'cellulose

and MWCNTSsTIiO2-cellulose composites have been synthesised by methods such as
mechanical mixing, @-gel, electrespinning and chemical vapour deposition-fI9. These
nanocomposites have been used in water purification, hydrogen evolution, CO

photoreduction, dye sensitized solar cells and sensors [18, 20]. The requirement for each
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application has len reported to be a strong interaction between Ti, O and C from thaddO

the support material which can be verified by photoluminescence which confirmed the flow of
electrons from Ti to C by reducing the emission peak, which is known to reflect tretioed

of charge recombination [18, 28]. The photocatalytic efficiency is improved with a strong
interaction between Ti£and support material:

1 Photodegradation occurs on the surface of,Tuthich has a poor affinity for organic
pollutants, hence theatalyst support gives an adsorption synergistic effect to reduce
the mass transfer limitations.

1 The support (cellulose) has large electron storage capacity, (doe every 32 C
atoms) and may accept photexrcited electrons in mixtures or nanocomposiéh
TiOo, hindering the excitongcombination [2}

1 The large surface area of the support allows for uniform @i€persion and prevents
the TiG aggregation that limits the incidence of light on theslaCtive centres.

1 Theimmobilisation on a support is essential for limited light scattering in the {nano
TiO2 particles) and allows for recovery of TiDetter than Ti@by itself.

Since cellulose can be obtained from waste organic products, this is advantageous in that it is
a highly abundant and renewable resource. The material properties such as chemical stability,
conductivity, photosensitivity, mechanical and thermal properties are enhanced with the
addition of metal oxides on the surface of the cellulose mggri®530]. Various methods

have been effective for the formation of hybrid nanocasies including impregnation,
sonication, hydrolysis, and blendingg]. This Chapter deals with the synthesis of
TiO2/cellulose (CT) composite. The objective was to synthesise ahy@imocomposite from

the as synthesised cellulose from maize tassel and anatasedo@ed in Chapters 4 and 5

respectively.
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6.2. Preparation of TiO2/cellulose composites (CTs)

Various ratios ofTiO2/cellulosewere used as shown in Talfiel for the preparation of the
TiO2/cellulosecomposites to give a total mass of 1 gr (100Cé)lulose was vigorously stirred
in 25 mL ckionisedH20 underreflux at 80 °C for two hours a round bottom flasklhe TiQ
was sonicateth 25 mL ceionisedH20 and then added to the cellulose solution. This B@w
mL solution was then stirred vigorously under reflux for 22t BO °C. The solution was then
allowed to boil off the excess watand was then left in open aintil a dry product was
obtained. The composites denoted as CT(M)rough CT(F). Figure 6.1 below is a
diagrammatic representation of the experimental proceDetailed experimental is reported

in Chapter 3.

Stir 24 hours

TiO, + cellulose dry 24 hours
: 80AC .
in dH,0 ope air

reflux

] .

dlL\ Boil off excess dH,0
| =

R (ié Water in /' ' \\ ; Dry 24h
1 ) ‘ ( LG | —
\\\\ [%ﬁ B Air
Water out s \,?
s ’ Composite mixture Composite

Figure 6.1: Graphic representation of the methodology athe compositds synthesis.

Table 6.1:Reaction conditions of the synthesis of the composites

Name % cellulose % TiO 2 % yield
CT(A) 90 10 97
CT(B) 80 20 98
CT(C) 60 40 99
CT(D) 40 60 96
CT(E) 20 80 97
CT(F) 5 95 98
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The formulausedfor calculating the percentage yield is shaweq.6.1:

zpnmb 0wQQa 'Q Equation 6.1

6.3. Resultsand Discussion

Figure 6.2 shows the difference betwésmuntreated cellulose (CA)iO2, cellulosgCF) and

the compositéCT(F)). As previously shown, the untreated cellulose (pure extraction from the
maize tassel) and NaOH treated cellulose have the same functional groups. The composite with
the largest Ti@ loading (CT(F)), has an FTIR spectrum intermediate between that of the

celulose and anatase Tirigure 6.3 shows the FTIR spectra of the composites with different
TiO2 loadings.

TiO,
S
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o
c
©
E=
E |cT(F)
=
2
-
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Wavenumber (cm ™)

Figure 6.2 FTIR spectra of TiO2, cellulose(CF), untreated cellulose (CA)and composite
CT(F).

From the FTIR spectra, the cellulose pedkainish with an increase in Tihanoparticle

loading.The intensity of the bands decreases with an increase #tdr@entrationThe main
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bands in the FTIR spectrum of cellulosé-f@re located at 3340 ch{OH stretching), 2910

cmit (CH stretching), 1600 cth(OH groups from adsorbed water), 1430%(@H. bending),

1320 cm' (CH bending) and 1060 chwith shoulder peaks associated with CO groups (1030
cmit CO stretching or 1160 cthCOC asymmetric sétch). The positions of these bands are
influenced by the change in intra/inter molecular hydrogen bonds, which are related to changes
in the chemical surface groups and crystallinity [30]. The peak at 898icsn tlle b

glycosidic link associated witBOC stretching. The Ti®)TIOH is masked by the GHpeak
around 139&m*[31].
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Figure 6.3: FTIR spectra of the composites with different TiO 2 loadings, CT(A) - CT(F)
corresponding to 10%- 95% loadings.

Figure 6.4 showsthe XRD patternsof the synthesisedccompositesCT(A) - CT(F). The
compositeCT(A) and CT(B)have the cellulos€l10) and (002peaksdenoted by (*)due to
the low surface coverage cellulose fibres byiO.. As the concentratioof TiO: isincreased,
the cellulose peaksminished leaving only the anatase Ti@eaks due ttargercoverage of
the cellulosefibresby TiO> nanoparticlesThe TiO2 anatasg101), (103, (200), (105) and
(213 peaks are visible in atlif the composit@atterns.
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Figure 6.4: X-ray diffractograms of the compositesCT(A-F).

The EDX spectof CT(A), CT(B), CT(E) and CT(Fareshownin Figure 65. The elements

of Ti, O and C are coiination ofthe presence ofiO> attached to the cellulog#res. The
elements Au and Pd are due to thegwaing requiredto preventcharging under thelectron
microscopeSome of thearbonpresence can also be attributed to the carbon tape used to load

the sample before SEM anallys

Spectrum 1

CT(A)

Spectrum 1

CT(F)

1
Full Scale 389 cts Cursor: 0.000 keV| Full Scale 389 cts Cursor. 0.000 keV|

Figure 6.5: EDX spectra of TiO 2/cellulosecomposites CT(A), CT(B), CT(E) and CT(F).
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Figure 66 shows the SEM images of composites C)I{&T(F) and reveals that a larger area
of the cellulosefibres is covered with TiQ nanoparticles as the concentration of FiO
increased. The agglomeration of i@t higher concentration loading of TA0n celluloses

expected.

Figure 6.6: SEM images of TiO 2/cellulose composite€T(A) - CT(F).
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Figure 67 shows the TEM images of composites CY{AT(F) and confirnedthat TiG, was
supported on the cellulos$ibres Thisagreeswith the SEM data presented in Figuré.&he
higher the concentration of Tidoading, the more coverage on the cellulbbees The
agglomeration of Ti@at higher concentration loading of TAGn cellulosas expectediueto
the nature of TiQ

(( S
| CT(B)
/, & < -*
e | 4
:;‘Q;;Q:\—'c:. I
; 600 nm 1000 0m

Figure 6.7: TEM images of TiO 2/cellulosecomposites CT(A)- CT(F).
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Figures 6.&hows the TGA and derivative TGA curves of the composites GTTA(F). The

thermal decomposition of cellulose occurred in three stages, rather similar to CT(A). The first
stage, the peak at 75 °C, below 100 °C is the loss of adsorbed water molechéematetial.

The second stage is the peak around 350 °C, the decomposition of cellulose chains in the
composite to give carbonised material and the third stage is the peak ~ 490 °C, attributed to the
combustion of cellulose. A trend can be seen with are@se in TiQloading. The TGA profile

of the composite materials show less weight loss with an increase lcEdng on the
cellulose. This is because only moisture and the cellulose mass is lost during the decomposition
process, while the Ti©Omass residue remains after the process is complete. The weight loss
below 230 °C is the dehydroxylation of Ti®ith organics from cellulose. The lower thermal
stability of cellulose in the composite might be due to the catalytic character cdJuzell as
intermolecular interactions of the cellulose polymer chain with hydroxyl groups in Ti@

mass loss decreased lwia decrease in cellulose content. From the derivative curves of the
TGA plot, the highest weight loss between 30800 °C is attributed to the charring of
polysaccharides in cellulose [32]. The decomposition curves indicate that with a higher
percentagef TiO; attached to the cellulose, the more stable are the composites. This is because
there are less organics to be lost with a higher Té@ding on the cellulose substratéence

CT (E) and CT (F) decompose at higher temperature due taoigher TiO2 loading of the
composite.

The total mass loss at temperatures up to 490 °C reveals that the percentage of cellulose in the
respective composites and the residual percentage weight gives an approximate amount of TiO
present in the composite. From the TG&sults, the content of TiOnanoparticles in the
composite was obtained to be ~10, ~19.8, ~37, ~58, ~79 and ~94 weight % of the composites
CT(A), CT(B), CT(C), CT(D), CT(E) and CT(F) respectively. This suggests that the TGA
results are in close agreemerithathe cellulose and Ti£ratios used during the synthesis of

the composites.
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Figure 6.8: TGA and DTGA thermograms of the TiO2/cellulose compositesCT(A) -
CT(F).

The interaction mechanism of Ti@©n cellulose is not fully understood but may be a physical
interaction, by adsorption to the fibre surface or mechanical entrapment in the cell wall
structure or possibly chemisorption through the surface functional groups of the cellulose.
Physisorptiormay be unlikely since mechanical agitation does not dislodge thgd@r€cles

from the cellulose [1]. Since the TiQarticles are retained in extensions of the fibre, there may
be electrostatic or a chemical interaction between the polysaccharideoszllahd
glucuronoxylan of the fibre and Ti(particle surfaces. Other explanations include adjacent

hydroxyl groups in the anhydroglucose or anhydroxylose units, from the carboxyls in uronic
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acid moieties, as Lewis basic sites for the complexation ofrgatio (V) species, to act as
nucleation initiators [1]. The method of formation of the composite does suggest the interaction
between the cellulose and Ti® be a polar interaction. The synthesis involved mild heating
conditions under reflux and mecheal agitation.

6.4. Conclusion

Maize tassel extracted cellulofibres were successfully used to form composites with the
anatase phase TiOThecomposites were prepared usingoatrolled hydrolysisnethod. The
thermalstability of the composite wasnprovedwith an increase in the Tgrontent and a
decrease in cellulose content. The XFHEM andTEM images confirmed the presence of an
increased percentage of Li@tached to the cellulogéres with increasing TiQloading In

the XRD, the distinct peaks of cellulosamilnisheddue to the higher Ti©content FTIR
analysis confirmed the decrease in cellulose peak intensity with an increase 2in TiO
concentration. The attachment of Bi® cellulese would allow for the easy collection of the
catalystafter water treatment.hesecomposites will then be used in the photodegradation of

methyl orange dye
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CHAPTER 7

The use of theTiO2/cellulose composites in photocatalytic

degradation of methyl orange

7.1. Introduction

Wastewater from industris a problem for the environment. The discharged wasesally

contains dyes that are toxic. Chemicals such as azo dyes, herbicides and pesticides are present
in rivers and lakes arate suspected of disrupting endocrine systems [1]. The release of dye in
wastewater is a source of naasthetic pollution and eutrophication and can release dangerous
by-products due to oxidation, hydrolysis, or other chemical reactions. Théndyastevater

can reduce the amount of light penetration in contaminated water [¥ya2gr treatment
processesuch as sedimentation, filtration, chemical and membrane technologies have high
operational costs and create secondary pollutants [3]. 8eatmenimethods include physical
techniques such as adsorption, ultrafiltration, reverse osmosis, flocculation, coagulation by
chemical agents and ion exchange. These methods transfer the organic compounds from water
to another phase, which create secondary polfiutiat requires other methods of treatment.
These methods then add to the cost of the algaprocess. Some othgeatmentmethods

include microbiological or enzymatic decomposition [4], ozonation [5], biodegradation [6] and
advanced oxidation such aserffon and photéenton catalysis [7, 8] and8./UV processes

[1, 9, 10]. The use of photocatalysis has been of interest in the removal of dye from wastewater

because of the complete mineralisation of target pollutants [1].

TiO2is the most studied photocatalyst to date. It istoic, cheap, photoreactive, biologically

and photochemically inert, photostable with a strong redox abili@: iSieffectivein the UV
regionof the spectrunwith a band gap of 3.03.2 eV. In an @empt to lower the band gap,
doping of TiO2 has been considered, however tpeoducts are very unstable. The
photocatalytic reaction of Ti&requires UV radiation. This process relies on the excitation of
electrons by UV radiation, caused by light absomti UV light influences the loss or gain of
electrons and promotes degradation of organic pollutafsrtoharmless byproducts such as

CO,, H0 and other mineral acids, as well as reduce heavy metal ions into less toxic metal ions

[11]. The hydroxyl rdicals that form on illuminated Ti3surfaces are strong oxidants which
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degradeorganic pollutants [11]. The degradation reaction of organic compounds that are
catalysed by Ti@can be written afl1]:

YR QO Y Q Q Equation 7.1

h* or hole will react with a water molecule to form hydroxyl radical:

MQ 0O0°20O00 Equation7.2

This hydroxyl radical is a neselective oxidizing agent and initiates reactions of organic
compounds to corert them to simpler and smaller compounds. Hence, fos With organic

compounds

600 —— &0 O YIOR®O wd —— Equation7.3

Some emay recombine with holes reducing the extent of the photodegradation process, hence,
to prevent this, an electron capturing agent is usually added to the system to delay
recombination [11]. The performance of Bighotocatalytically depends on the bulkergy

band structure and its surface properties. A larger surface area per mass has better
photocatalytic activity [12]. The synthesis process affects the type and density of states of TiO
The calcination temperature and atmosphere used in the syrdhds(3, also affect TiQ

activity [12]. Powdered Ti@may reduce the efficacy of photocatalysis since the powder may

be difficult to recover after dispersion. Also, the dispersecd Mm@y increase turbidity of the
solution, hampering UV radiation from adating the dispersed photocatalyst particles. A
method of avoiding this is by combining the chosen photocatalyst)With a support such

as chitosan, cellulose or carbon structures [11]. In the photocatalytic degradation of dyes, the
following operatig parameters should be considered: pH of the degradation solution, pH of
precursor solution (solution during preparation of catalyst), oxidising agent, catalyst
calcination temperature, dopant content and the catalyst loading [1]. Wastewater may contain
a mixture of pollutants which may compete for the active sites or @@ deactivate the
photocatalyst, or they may act as light screens to reduce the efficacy of the photocatalyst [3].
Methyl orange (MO) is an azeN=N-) group compound with a diethylamigeoup in one of

the aromatic rings [11]. Azo dyes can be divided into monazo, diazo or triazo depending on the
number of azo bonds [12]. Azo dyes are found in categories such as acid, basic, direct disperse,
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azoic and pigments [12]. Methyl orange is i@aisn water and produces a negatively charged
chromophore. This makes MO an anionic or acidic dye. The structure of MO is shown in Figure
7.1 along with xylene cyanol [18] which is the dye solution that was used in this study. The
site near the chromophof®=N and aryl groups) is the area of attack in photocatalytic
degradation which leads to fading of the dye [12]. Both UV light and photocatalyst are required
for the effective destruction of organic dyes [12]. The chemical structure of the organic dye has
an impact on the reactivity of TgJ12-16]. Adsorption of the target molecule on Fiéhould

be considered as an important step in photocatalysis [12]. Methyl orange has favourable
geometry and dimensions for adsorption; thé"@@aches to the surfacé the TiQ; Ti (IV)

centres and assumes bidentate coordination via the two sulfonic O atoms [12]. This process is
then followed by substitution of a surface coordinated hydroxyl moiety. The overlap of 3d
orbitals from the Ti (IV) and the 2p orbitals ofymen allow for strong covalent bonds in Ti

O formation. Due to MO complexation, many surface sites are passivated, causing catalyst
deactivation and depleting terminal hydroxyls that are grouped on the surface. This mechanism
can remain in operation ovetang period since the primary {products of MO have sulfonic
groups [12]. Trabelset al. [3] studied the photodegradation products and identified them,
according to their molecular ion and mass spectrum fragmentation. The mineralisation of MO
produced CQ@ H20, SGQ%, NH* and NG [3, 17].

2

B

Figure 7.1: The molecular structures of methyl orange in xylene cyanol solution [18].

Hybrid inorganic and organic materials such as  Ad€@lulose make up a new class of
nanocomposites that display enhanced optical, thermal and mechanical properties because of

synergistic effects from their physical and chemical properties [19, 20]. Cellulose can act as
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both a support for Tioand a sourcef different chemical products from the decomposition of
cellulose in the presence of TH@nder U\AVis radiation [20, 21]. Cellulose has a super fine
network which can disperse the Bi@nd improve particle stability as well as control the
growth of TiG on the surface [20, 22]. Fajriadt al.[11] used TiQ-chitosan hanocomposite

as a photocatalyst and found that photodegradation of dye molecules catalysed by the
nanocomposite showed higher activity than bulkzT'ilQye molecules that are easily adsorbed

on the surface of the catalyst are degraded more. Because of the positive charge of the
photocatalyst, the anionic MO was adsorbed and degraded easier than cationic methyl blue
[11]. The aim of this study was to use some of the/E€lulose compositesdm Chapter 6

for the photocatalytic degradation of methyl orange in xylene cyanol.

7.2. Photocatalytic activity tests

Adsorption and photocatalytic parameters are summarised in table 7.1. Aliquots (3 mL) of both
adsorption and photocatalytic samples wekeraevery 15 minutes and examined using Uv

Vis spectroscopy. The detailed method can be found in chapiée8ye concentratiorwas
measured using a UVis spectrometer. The efficiency of the photodegradation was

determined usingq. 7.4

zp i Equation 7.4

Whered i s t he phot ocgiathexdngentration after time cangeSthe igitial C
concentratiorof the dye Modified or screened methyl orangsed herés an indicator that
contains xylene cyanol solution amgkthyl orange solution which changes from gvejet to

green, depending on the basicity of the solution. Xylene cyanol is also used as a tracking dye.
The pHof each solutior§2-14) was controlled using NaOH orBQO, before placing under the

solar simulator.
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Table 7.1:Parameters ofTiO 2/cellulosecompositesadapted from Chapter 6.

Name % cellulose % TiO 2
CT(A) 90 10
CT(B) 80 20
CT(C) 60 40
CT(D) 40 60
CT(E) 20 80
CT(F) 5 95

7.3. Results andDiscussion

The UV-Vis specta (all Figures that followdf methyl orange show peaks at 273 nm associated
with the benzene ring and 465 nm due to the azo link. The peak at 625 nm is due to the xylene

cyanol [3].

7.3.1. Adsorption of methyl orange oncomposite photocatalyst
According to Kumar and Pandey [10], photocatalysis depends on the adsorption of dye on to
the surface of the photocatalyst. The amount of dye adsorbed on the catalyst contributes
photocatalysisnd not the one that is in the bailution. The adsorption will then depend on
the initial concentration of the dye [1#igure 7.2 shows the colour of the adsorbed solution
aliquots using CT(C) and CT(F) catalysts only after 90 minutes of stirring the solution in the
dark. This can bevedenced by the UWis spectra corresponding to the adsorption of methyl
orange using CT(C) and CT(F) catalyst. The same experiments were also done on CT(A),
CT(B), CT(D) and CT(E). All photocatalysts exhibited similar behaviours to CT(C) catalyst,

i.e. ngligible adsorption.
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CT(F)
Figure 7.2 Images showing thecolour of 5 ppm methyl orange with compositesCT(C)

and CT(F) during adsorption studiesin aliquots taken over0 - 90 minutes

Figure 7.3 shows the UVis spectra of the adsorption studies for composites CT@&)(F)

using 5 ppm MO in xylene cyanol and 10 mg of each composite. Kumar and Pandey [10] also
reported that the extent of dye adsorption depends on the initial concentfthe dye, the

nature of the dye, the surface area of the photocatalyst and the pH of the solution which
determines the surface charge of the photocatalyst. The adsorption occurs when the pH of the
solution is at the isoelectric point (point of zercaxde). This makes the surface of the
photocatalyst positively charged below the isoelectric point and negatively charged above it
[10]. The amount of dye adsorbed to the surface of each of the composites were negligible.
With the increase in time, there mgeno acceptable changes to the dye concentration, hence

adsorption was minimal.
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Figure 7.3 The UV-Vis spectraof CT(A) - CT(F) in 5 ppm MO during the adsorption

study for aliquots taken over 0- 90 minutes.

7.3.2. Effect of the nanocompositeson the degradation of MO

Decolourisation of an agueous solution contey an azo dye MO was achieved by using

radiation andTiO2/cellulosephotocatalysis. The disappearance of colour and concentration

changes werebservedThe codes of the composites and composition used can be found in

Table 7.1 for referencé@.he trend observeih Figure 7.5s that with an increase the TiO>

catalystconcentrationthe degradation and decolourisation of MO is achiéastr Cellulose

acts as a scaffold for the attachment of the.Ti@dalyst to provide a large surface ai@athe
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