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Abstract 

The Loolekop Pipe of the Phalaborwa Igneous Complex, Limpopo, South Africa, is the 

only known occurrence of a carbonatite ï phoscorite sequence-hosted Cu-sulphide deposit of 

economic relevance. Despite significant research effort, some aspects of carbonatite- and 

phoscorite-hosted Cu-sulphide metallogenesis have remained elusive. In an attempt to address 

some outstanding research questions, this study focused on several specific points: (i) To 

characterize and classify sulphide textures and types, (ii) to constrain relative timing of ore-

forming process(es), and (iii) to identify the metal source(s) involved in Cu mineralization. To 

this end, microfocus X-ray tomography and Mineral Liberation Analysis, combined with trace 

elements, Platinum-Group Elements (PGE) and Cu ï Fe isotope systematics have been used to 

establish a comprehensive model of the metallogenesis in the Loolekop Pipe.  

The Loolekop Pipe is the result of the successive emplacement of carbonatized melt 

pulses. The first unit to be emplaced was composed of a phoscorite ï carbonatite sequence, 

where phoscorite is concentrated at the margins of the intrusion and carbonatite towards its 

centre. Due to the presence of mineral layering, this rock type is described as banded 

carbonatite. A structural event caused renewal of igneous activity and the intrusion of a second 

carbonatite pulse within a stockwork, known as transgressive carbonatite.  

Several Cu-sulphide generations were identified across the Loolekop Pipe. The first major 

form of Cu mineralization is characterized by chalcopyrite veins, which, considering the sharp 

contact with the host-rock, precipitated along fractures within the Loolekop Pipe. The second 

form is composed of sub-vertical sulphide layers hosted in both the banded carbonatite and the 

phoscorite. These layers are parallel to banding in the phoscorite and banded carbonatite. The 

magmatic assemblages are composed of bornite and chalcopyrite in various proportions. Three 

main textures can be observed among Cu-sulphide layers. The first texture consists of small (<1 

mm) bornite and chalcopyrite grains. These grains are dispersed within the layer and are not 

associated with each other. Bornite can be found as isolated grains dispersed in the gangue 

without the presence of structural features, combined with chalcopyrite replacement or 

exsolution patches or laths. Bornite grains may locally host chalcocite veinlets and combined 

chalcocite and covellite replacement along its external boundaries. Isolated chalcopyrite can 

also be found, as well as trace amounts of cubanite. The second texture is characterized by 

stretched mm-sized bornite-chalcopyrite assemblages, which, considering the irregular surface, 

most likely derived from the merging of bornite and chalcopyrite grains. These assemblages 

are stretched in the same direction, suggesting the intervention of a magmatic flow process. The 

third and last texture shows mm(s)-wide chalcopyrite planar cumulates. Therefore, the 
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mineralogical makeup cannot be considered as representative. The last major form of Cu-

sulphide is constituted by valleriite [(Fe2+,Cu)4(Mg,Al)3S4(OH,O)6 ], which resulted from both 

in-situ replacement of magmatic and hydrothermal sulphides, as well as dissolution and re-

precipitation of Cu along small fractures in close proximity to magmatic and hydrothermal 

sulphides. 

Similar PGE contents in the Primitive Mantle (5 ppb for Ru; 3.6 ppb for Pd; 6.6 ppb for 

Pt, respectively) and the Loolekop Pipe (1 to 4 ppb Ru; 2 to 8 ppb Pd; 1 to 9 ppb Pt) suggest a 

mantle origin of the sulphide material. Furthermore, low PGE contents coupled with heavy Fe 

isotope signatures (ŭ56Fe of 0.07 to 0.29ă) of banded carbonatite and phoscorite indicate a 

limited degree of partial melting and sulphide liquid extraction (~10%). Considering the 

preferential fractionation of Co and Zn into sulphide phases, the enrichment of both Co and Zn 

contents in whole-rocks (5 to 100 ppm and 15 to 100 ppm, respectively) relative to sulphides 

(0.1 to 40 ppm and 1 to 10 ppm, respectively) suggest some assimilation of external material 

and early interruption of chemical exchange between sulphide liquid(s) and melt(s). 

Platinum-Group Element concentrations in the Cu-sulphide assemblages reveal an 

enrichment of Pd-group PGE (PPGE; Pt and Pd) over Ir-group PGE (IPGE; Ir, Os and Ru). 

Palladium concentrations in sulphides range from 35 to 310 ppb, while Os and Ir range from 

<4 to 49 ppb and <1 to 4 ppb, respectively. Platinum contents range from <2 to 31 ppb, which 

can be explained by the extraction of Pt from sulphide phases through crystallization at depth 

of sperrylite (PtAs2) and its sequestration elsewhere. The PPGE enrichment over IPGE indicates 

the involvement of a monosulphide solid solution (mss) ï intermediate solid solution (iss) 

system, where a sulphide liquid formed an IPGE-rich mss remaining at depth, and a Cu- and 

PPGE-rich sulphide liquid, which, by further ascent in the pipe and cooling down of the system, 

evolved into magmatic bornite and chalcopyrite. Iron and Cu isotope compositions of Cu-

sulphides confirm a hypogene origin of these phases. Employing in-situ micro-drilling, values 

of ŭ65Cu range between -1.3 and 0.8ă and ŭ56Fe values between -0.6 and 0.3ă. Likewise, 

sulphide separates show similar variations in ŭ65Cu values between -0.7 and 0.4ă and ŭ56Fe 

values between -0.7 and 0.4ă. The alternation of sub-vertical banded carbonatite and 

phoscorite bandings, and a progressive decrease of phoscorite abundance towards the core of 

the pipe suggest the involvement of several magma pulses with a decreasing Fe-oxide and 

apatite component, from which phoscorite and banded carbonatite formed by immiscibility due 

to pressure drop. Relative proportions of bornite and chalcopyrite change from one sulphide 

layer to another, suggesting the presence of sulphide liquids of different compositions in the 
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melt pulses. Despite this aspect, the similar Fe and Cu isotopic signatures indicate both a 

common material source and similar ore-forming processes.  

The similar distribution patterns, but lower concentrations of PGE in hydrothermal 

chalcopyrite relative to magmatic assemblages suggest that hydrothermal chalcopyrite along 

fractures within the core of the Loolekop Pipe may have resulted from the dissolution of 

magmatic sulphides and an iss phase by high-temperature hydrothermal fluids at depth, and 

subsequent re-precipitation of the dissolved material into a stockwork. However, light Fe 

isotope compositions (ŭ56Fe values between -0.7 and -0.2ă) of hydrothermal chalcopyrite 

indicate leaching and breakdown of magnetite at depth, which is the most likely assumption. 

Late-stage valleriite is consistently associated with both magmatic and hydrothermal 

sulphides. It shows that valleriite resulted from the alteration of these sulphide assemblages. 

The presence of valleriite along fractures within primary sulphides and around the boundaries 

of the grains indicate in-situ alteration of magmatic and hydrothermal sulphide assemblages 

and their replacement by valleriite. The presence of valleriite along fractures in proximity to 

primary sulphide phases indicates limited dissolution ï precipitation. The preservation of 

primary sulphide assemblages in fracture-free samples illustrates the importance of late-stage 

fluid circulation for valleriite formation. The presence of gangue-filled veins in close spatial 

association to valleriite and other primary sulphide assemblages confirms the limited influence 

of dissolution ï precipitation. Therefore, the presence of large valleriite veins in previous 

studies can be explained by the alteration and replacement of primary and hydrothermal 

assemblages. The higher concentrations of As and Pb in valleriite relative to magmatic 

sulphides (1 ppm vs 0.1 ppm for As; 100 to 840 ppm vs 13 to 380 ppm Pb, respectively) suggest 

a crustal origin of late-stage fluids. However, dissolution of magmatic and hydrothermal 

sulphides and precipitation of valleriite may also have contributed to this anomaly. 

The involvement of several magma pulses seems to be a classical feature for the formation 

of a banded carbonatite ï phoscorite sequence, as observed for instance, in the Kovdor complex, 

Russia. Likewise, formation of phoscorite and carbonatite either by immiscibility or cumulate 

formation appears to be similar to other phoscorite ï carbonatite sequences, such as in Kovdor 

or Salitre in Brazil. The main difference between the Loolekop Pipe and other phoscorite ï 

carbonatite occurrences is the presence of significant amounts of Cu-sulphides. The occurrence 

of a significant amount of hydrothermal chalcopyrite can be partly explained by massive 

leaching of phoscorite-hosted magnetite by high-temperature fluids, although the presence in 

the Loolekop Pipe of sub-vertical magmatic Cu-sulphide layers remains unexplained, and the 

metal source unconstrained. Another phoscorite ï carbonatite sequence hosted by the 
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Salmagorskii Igneous Complex also contains Cu-sulphides, which appears to be post-

magmatic, and which cannot be the case for the Loolekop-hosted sulphide layers. A possible 

explanation may be contribution from a Cu- and S-rich, and compositionally heterogeneous 

mantle underlying the Phalaborwa Igneous Complex at the time of magmatism.  
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1. Introduction  

 

Copper has been used for more than 10,000 years for a wide range of applications. This 

element was initially used for the crafting of tools and weapons during the Copper Age, before 

its strength was discovered when alloyed with Sn (bronze) and various metals and metalloids 

(such as Ni, Zn for brass) (OôBrien, 2015). Such alloys are widely used for industrial purposes 

due to their favourable physical and chemical properties, in particular low friction coefficients. 

The high conductivity leads to extensive use as conductors in electric cables and electronic 

devices. The resistance of Cu to corrosion makes it very useful in plumbing. Copper has also 

been used in arts and architecture (roofing, cladding and flashing) for thousands of years. 

Furthermore, this element played a significant role in the economy due to its use in coinage. 

Due to its properties and applications, global Cu consumption (and consequently price) is 

directly dependant on industrial development. The development of the Chinese industrial sector 

since the 1970s makes this metal, together with Fe and Al , a key to Chinaôs continued economic 

growth and it is, therefore, considered a critical metal in the mining industry (Pitron, 2018). 

Nowadays, Cu is mainly mined in giant porphyry deposits located in the Andes in Chile 

and Peru, as well as in western Papua New Guinea, exemplified by the Grasberg Igneous 

Complex. Sediment-hosted stratabound Cu deposits, which can also contain vein-hosted Cu-

sulphides, are the second most important Cu deposit type of economic interest (Saintilan et al., 

2018). A genetic model for this type of deposit has been suggested by Brown (2014). However, 

the applicability of this model to some deposits within the Central African Copperbelt (El 

Desouky et al., 2010; Hitzman and Broughton, 2017; Sillitoe et al., 2017), the Kupferschiefer 

(Jowett, 1992; Oszczepalski, 1999; Blundell et al., 2003), and the White Pine Cu deposit (Mauk 

et al., 1992) may be questionable. The most profitable deposits of this type are located in the 

Central African Copperbelt in the Katangan Basin in Democratic Republic of Congo and 

Zambia. The Kodaro-Udokan Basin in Russia, as well as the Zechstein Basin in central Europe, 

are also of economic significance (Saintilan et al., 2018). Copper ores are also mined together 

with Ni ores in magmatic sulphide deposits, such as in Norilôsk-Talnakh in Siberia and Sudbury 

in Canada (Naldrett, 2004). 

The Loolekop Cu-sulphide deposit, Limpopo Province, South Africa, is one of the biggest 

Cu deposits in southern Africa, and is hosted by a carbonatite-phoscorite assemblage in the 

Phalaborwa Igneous Complex. Occurrences of the carbonatite-phoscorite series are particularly 

rare (Krasnova et al., 2004a and 2004b) and Cu mineralized examples are even rarer. The 

Loolekop Cu-sulphide deposit is the only known case hosting Cu-sulphides at modal 
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concentrations of current economic interest. The Loolekop Cu deposit is particularly complex 

and hosts several magmatic, hydrothermal and secondary generations of sulphide assemblages 

(Heinrich, 1970; Vielreicher et al., 2000). After being studied for more than sixty years (Forster, 

1958; Van Rensburg, 1965; Palabora Mining Company Ltd Staff, 1976), sulphide classification, 

metal source and ore-forming processes of the Cu mineralization remain unclear, making the 

investigation of ore-forming processes within the Loolekop Pipe of significant interest for the 

understanding of this unusual major Cu deposit. 

 

1.1 The Loolekop Cu-sulphide deposit 

Copper-sulphides in the Loolekop intrusion have been studied since the 1950s. Divergent 

sulphide classifications and models have been proposed to explain the sulphide paragenesis 

(Lombaard et al., 1964; Heinrich, 1970; Palabora Mining Company Ltd Staff, 1976, Vielreicher 

et al., 2000; Giebel et al., 2019). However, consensus has been reached regarding several 

features of the Cu mineralization. It is acknowledged that chalcopyrite is the dominant Cu-

sulphide in the Loolekop Pipe, mainly due to the presence of large chalcopyrite veins in the 

core of the intrusion (Palabora Mining Company Ltd Staff, 1976; Vielreicher et al., 2000). 

Bornite, often associated with chalcopyrite, is reported to be the second most abundant sulphide 

in the intrusion, dispersed within both banded carbonatite and phoscorite (Lombaard et al., 

1964; Palabora Mining Company Ltd Staff, 1976; Eriksson, 1989; Vielreicher et al., 2000). 

Chalcocite is present as intergrowths in bornite, along µm-wide fractures (Rudashevsky et al., 

2004). However, coarse chalcocite isolated in the gangue has also been observed by Lombaard 

et al. (1964). Myrmekitic intergrowths of chalcocite with bornite have been observed locally 

(Rudashevsky et al., 2004). Late-stage valleriite has been observed in association with all 

sulphide assemblages mentioned above as result of fluid alteration (Palabora Mining Company 

Ltd Staff, 1976; Milani et al., 2017a; Giebel et al., 2019).  

Several hypotheses for the sulphide paragenesis have been proposed. Copper-sulphides 

may have been derived from a single hydrothermal event (Forster, 1958). In contrast, according 

to Lombaard et al. (1964), significant amounts of vein-hosted chalcopyrite within the core of 

the pipe, and dispersed bornite, as well as sulphide layers towards the edge of the Loolekop 

Pipe, point to a two-stage sulphide-forming process. This model includes (i) the crystallization 

of bornite-dominated sulphide assemblages in banded carbonatite and phoscorite and (ii) a Cu-

rich fluid circulation episode forming massive chalcopyrite veins within the core of the pipe. 

Heinrich (1970) suggested that the presence of several Cu-sulphide phases resulted from 

mineralogical zoning, with high-temperature chalcopyrite-cubanite assemblages in the centre 
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and low-temperature bornite in phoscorite and banded carbonatite. It has also been suggested 

that fluids circulating within a fracture network were responsible for the precipitation of 

massive chalcopyrite veins in the centre of the Loolekop Pipe (Palabora Mining Company Ltd 

Staff, 1976). More recent studies suggest a three-step ore-forming process with (i) an early 

magmatic stage characterized by the formation of dispersed bornite in both banded carbonatite 

and phoscorite, followed by (ii) fluid circulation within the core of the pipe, causing the 

precipitation of transgressive carbonatite-hosted chalcopyrite and, finally (iii) a late-stage fluid 

circulation episode leading to valleriite deposition as a film on pre-existing magmatic and 

hydrothermal sulphides (Vielreicher et al., 2000). Basson et al. (2017) characterized the core-

hosted Cu mineralization as wide and long sulphide lenses. The most recent model proposed 

by Giebel et al. (2017) suggests the formation of primary Cu-sulphides in one single stage, 

postdating the emplacement of phoscorite and carbonatite, followed by a late valleriite 

alteration. 

 

1.2 Aims  

As shown in Section 1.1, many aspects relating to the formation of Cu-sulphides within 

the Loolekop Pipe have remained unclear and contentious. Despite an overall consensus 

regarding the main mineral phases present within the Loolekop Pipe, the origin, nature and 

formation of some minor textural features remain elusive. Specific textures as indicators for 

specific sulphide-forming processes have not been systematically documented and examined, 

and are therefore still controversial. This thesis aims to provide a better understanding of the 

Cu-sulphide mineralization within the Loolekop Pipe by focusing on four specific objectives: 

¶ Refine the inventory of Cu-sulphide assemblages, textures and associations. 

¶ Determine the relative timing of the Cu-sulphide phases. 

¶ Identify the ore-forming process(es). 

¶ Identify the source of the sulphides. 

 

1.3 Approach 

Previous relevant studies were mostly restricted to the use of optical and electron 

microscope, as well as electron microprobe. Consequently, an innovative approach using new 

analytical methods is required to develop truly new insights into ore-forming processes and 

sulphide assemblage classification. In order to address the aims listed above, a multi-
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disciplinary approach was adopted using different analytical methods, each focused on 

addressing specific aspects of the metallogenesis of the Loolekop Pipe: 

¶ For the identification of the source(s) of sulphides as well as the different steps of the 

sulphide liquid evolution, Platinum-Group Element (PGE) and trace element analysis 

was conducted with both laser-ablation (LA-ICP-MS) and solution-based inductively-

coupled-mass spectrometry (ICP-MS).  

¶ Microfocus X-ray tomography (microCT) was selected for its three-dimension imaging 

capacity. Together with Mineral Liberation Analysis (MLA) and optical microscopy, 

these techniques enabled detailed documentation and characterization of Cu-sulphide 

assemblages, producing a comprehensive and representative classification.  

¶ Sulphide crystallization and postdating event(s) affecting the Cu-ore phases are 

challenging to identify on the exclusive basis of mineral associations and trace element 

compositions. Copper and Fe isotope analysis by multi collector (MC)-ICP-MS is a 

powerful tool for the determination of ore-forming processes since isotope fractionation 

is sensitive to changes in physical and chemical conditions prevalent in a specific 

environment. This method has therefore been chosen for the characterization of 

conditions of sulphide crystallization and alteration, as well as the identification of the 

sulphide source(s).  

Evidence acquired by combining these three methods leads to the development of a new 

model concerning the formation of Cu-sulphides in the Loolekop Pipe. 

 

1.4 Thesis structure 

This thesis is divided into seven chapters, with Chapters 3, 4 and 6 forming parts of 

scientific articles in various stages of the publication process. The article corresponding to 

Chapter 3 has been published in Mineralium Deposita (doi: 10.1007/s00126-020-01005-4). The 

manuscript for Chapter 4 is in preparation and wil l be submitted for publication in Minerals. 

Chapter 6 has been submitted for publication in Mineralium Deposita with the manuscript 

reference MIDE-D-20-00114 and is under review at the time of thesis submission. Chapter 1 

outlines the scope of this study, provides a detailed background, and outlines the approaches 

taken to solve the difficulties that have been identified. Chapter 2 summarizes the geology of 

the Phalaborwa Igneous Complex and the Loolekop Pipe. Chapter 3 presents a PGE and trace 

element geochemistry-based study of the Cu-sulphides to understand ore-forming processes, 

including MLA-based texture analysis. Chapter 4 is dedicated to the study of sulphide textures 

and assemblages by tomography. Chapter 5 provides an overview on the development and 
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implementation of the ion exchange chromatography for Cu and Fe separation applied to 

sulphides and oxides. Chapter 6 is then an application of Cu and Fe isotope systematics to Cu-

sulphides from the Loolekop Pipe to fingerprint ore-forming processes. Chapter 7 provides a 

synthesis of the results and interpretations of Chapters 3, 4 and 6, and presents a revised and 

integrated metallogenetic model for Cu-sulphides within the Loolekop Cu deposit. Detailed 

methodologies are presented in each specific chapter and repetitive parts of articles have been 

merged and inserted into the introductory chapters. Appendices at the end of the thesis contain 

all analytical data produced in this study.  

 

1.5 Contributions to publications 

Chapter 3: 

Loic Y. Le Bras, Robert Bolhar, Grant M. Bybee, Paul A. M. Nex, Bradley M. Guy, Thabitha 

Moyana and Paulien Lourens published in Mineralium Deposita. doi: 10.1007/s00126-020-

01005-4. 

 

Le Bras, L. Y. ï 70% (Produced the written work, obtained analytical data.) 

Bolhar, R. ï 15% (Provided project design and funding, edited and corrected the successive 

manuscript drafts.) 

Bybee, G. M. ï 5% (Edited and corrected the successive manuscript drafts.) 

Nex, P. A. M. ï 5% (Assisted with sulphide formation model, edited and corrected the 

successive manuscript drafts.) 

Guy, B. M. ï 3% (Assisted with Automated Mineralogical Analysis using MLA.) 

Moyana, T. ï 1% (Technical support during sampling.) 

Lourens, P. ï 1% (Technical support during sampling.) 

 

Chapter 4: 

Loic Y. Le Bras, Robert Bolhar, Lunga Bam, Bradley M. Guy, Grant M. Bybee and Paul A. M. 

Nex, in preparation. 

 

Le Bras, L. Y. ï 70% (Produced the written work, obtained analytical data, processed the 

microCT results.) 

Bolhar, R. ï 15% (Provided project design and funding, edited and corrected the successive 

manuscript drafts.) 

Bam, L. ï 5% (Assisted with microCT data acquisition and data processing.) 
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Guy, B. M. ï 5% (Assisted with Automated Mineralogical Analysis using MLA.) 

Bybee, G. M. ï 2% (Edited and corrected the successive manuscript drafts.) 

Nex, P. A. M. ï 3% (Edited and corrected the successive manuscript drafts.) 

 

Chapter 6:  

Loic Y. Le Bras, Robert Bolhar, Henriette Ueckermann, Paul A. M. Nex, Emmanuelle Albalat, 

Vincent Balter and Grant M. Bybee submitted to Mineralium Deposita. Manuscript reference: 

MIDE-D20-00114. 

 

Le Bras, L. Y. ï 70% (Produced the written work, set up the analytical procedure, obtained 

analytical data.) 

Bolhar, R. ï 10% (Provided project design and funding, edited and corrected the successive 

manuscript drafts.) 

Ueckermann, H. ï 5% (Assisted with Cu isotope measurements.) 

Nex, P. A. M. ï 3% (Assisted with sulphide mineralogy, edited and corrected the successive 

manuscript drafts.) 

Albalat, E. ï 2% (Assisted with Fe isotope measurements.) 

Balter, V. ï 2% (Assisted with implementation of the analytical procedure.) 

Bybee, G. M. ï 8% (Assisted with implementation of Fe and Cu chemical separation 

techniques, edited and corrected the successive manuscript drafts.) 
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2. Chapter 2: 

Geological setting 

 

2.1 Regional Geology 

The 3.6 to 2.7 Ga Kaapvaal Craton in Southern Africa is the outcome of large-scale 

Archaean igneous activity forming a gneissic complex and the postdating emplacement of 

igneous, sedimentary and volcanic sequences (Poujol et al., 2003; Eglington and Armstrong, 

2004). This Craton is delimited by the Namaqua-Natal belt at its southern and western borders 

and by the Limpopo belt at its northern limit (Fig. 2.1; Clendenin et al., 1988; Roering et al., 

1992; Eriksson and Altermann, 1998). The Kaapvaal Craton is marked by the presence along 

lineaments of greenstone belts (>3.1 Ga, Robb and Meyer, 1995), such as the Barberton 

Greenstone Belt, comprised of metamorphosed sedimentary as well as ultramafic volcanic 

rocks (komatiites) (Armstrong et al., 1990; de Ronde and de Wit, 1994; Heubeck and Lowe, 

1994; Parman et al., 1997; Lowe and Byerly, 1999, 2007). The Barberton Greenstone Belt is 

regarded as a remnant of an Archaean fold and thrust belt located at the eastern margins of the 

Kaapvaal Craton (de Wit, 1982; de Ronde and de Wit, 1994; Lowe, 1994). 

The Dominion Group and the Witwatersrand and Ventersdorp Supergroups form 

volcano-sedimentary sequences, combined into the Witwatersrand Triad, overlying the 

Archaean gneisses and granitoids of the Kaapvaal Craton (Bowen et al., 1986; Marsh et al., 

1989; Coward et al., 1995). The Dominion Group (3.086 ï 3.074 Ga; Robb and Meyer, 1995) 

is composed of a sedimentary unit, hosting Au and U placers, successively overlain by mafic 

lavas and felsic volcanic rocks that show an alternation of pyroclastic flows and volcanoclastic 

sediments (Crow and Condie, 1987; Jackson, 1992; Agangi et al., 2020). The Witwatersrand 

Supergroup can be divided into the West Rand Group (2.970 ï 2.914 Ga; Robb and Meyer, 

1995) consisting of sands, greywackes and shales and the Central Rand Group (2.894 ï 2.714 

Ga; Robb and Meyer, 1995) made up of fluvial sands, conglomerates and shales (Pretorius, 

1976; Coward et al., 1995; Jahn and Condie, 1995). The Ventersdorp Supergroup is a slightly 

metamorphosed sequence comprising three distinct groups (Winter, 1976; Crow and Condie, 

1988; Wronkiewicz and Condie, 1990; Van der Westhuizen et al., 1991). The Klipriviersberg 

Group, composed of mafic volcanic rocks is overlain by bimodal volcanic rocks capped with 

sediments and tuffs from the Platberg Group (Bowen et al., 1986; Myers et al., 1990; Van der 

Westhuizen et al., 1991). The Pniel Group at the top of the sequence, is constituted by an 

arenaceous unit capped by mafic to intermediate volcanic rocks. 
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The Neoarchaean to Palaeoproterozoic Transvaal Supergroup was deposited in a foreland 

basin after the Witwatersrand Triad and is made up of a basal quartzite (Black Reef Quartzite) 

overlain by the Chuniespoort Group dominated by carbonates, which is in turn overlain by the 

Pretoria Group, which contains alternating quartzites, shales, and volcanic rocks (Walraven et 

al., 1990; Hartzer, 1995; Schweitzer et al., 1995; Eriksson and Altermann, 1998; Catuneanu 

and Eriksson, 1999). The Transvaal Supergroup rocks are preserved in both the Griqualand 

West Basin and the Transvaal Basin. 

The Bushveld Layered Complex intruded the sedimentary and volcanic rocks of the 

Transvaal Supergroup in the north-eastern part of the Kaapvaal Craton, forming five distinct 

lobes (Eastern, Western, Far Western, Southern and Northern lobes) and formed successively 

the PGE- and Cr-rich mafic Rustenburg Layered Suite, the Rashoop granophyres and Lebowa 

Granite Suite (Hartzer, 1995; Zeh et al., 2015). The Rustenburg Layered Suite is divided in five 

main units, which are the Marginal Zone, the Lower Zone, the Critical Zone, the Main Zone 

and the magnetite-rich Upper Zone (Von Gruenewaldt et al., 1985; Cawthorn and Walraven, 

1998; Cawthorn, 2015). The complex is the outcome of successive intrusions into the Kaapvaal 

Craton (Kruger, 1994; Eales and Cawthorn, 1996; Wilson, 2015). The Rustenburg Layered 

Suite was emplaced at 2.055.91 ± 0.26 Ma in less than 1.02 Ma (± 0.63), approximately 

synchronously with the Phalaborwa Igneous Complex (PIC) (Zeh et al., 2015). 

 

 

Figure 2.1: Regional map of southern Africa showing the main structure and geological units (modified after Vielreicher et al., 
2000 and Wu et al., 2011). 
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2.2 The Phalaborwa Igneous Complex 

The ellipsoid-shaped PIC occupies a surface area of about ~18 km² and is elongated in a 

north-south direction (Fig. 2.2a). It was originally emplaced as a concentric intrusion into >2900 

Ma granitoids and gneisses in the northeast of the Kaapvaal Craton, South Africa (Wu et al., 

2011). The PIC is composed of three adjacent circular and zoned lobes along the north-south 

axis of the complex, corresponding to three distinct intrusive pipes (Fig. 2.2a). The PIC rock 

types range from ultramafic/mafic at the rim, to carbonatitic in the centre (Heinrich, 1970; 

Eriksson, 1982, 1989). The first rock type to be emplaced into the gneissic-granitic rocks of the 

Kaapvaal Craton was a mica-bearing clinopyroxenite with phlogopite and high abundances of 

apatite (Lombaard et al., 1964; Hanekom et al., 1965; Heinrich, 1970; Eriksson, 1982). The 

phlogopite was altered locally into vermiculite by supergene weathering (Palabora Mining 

Company Ltd Staff, 1976). The main clinopyroxenite unit shows variable mineral alignment 

caused by flow differentiation of the melt during emplacement (Eriksson, 1982). The latter rock 

type is surrounded by feldspathic clinopyroxenite at the contact with the Kaapvaal granite-

gneiss. Some fenitization occurred on a local scale (Eriksson, 1982), particularly along the 

contact between the granite-gneiss country rocks and the clinopyroxenite. Postdating the main 

clinopyroxenite unit, clinopyroxene-bearing pegmatites were emplaced into the three circular 

lobes (Fig. 2.2a). The mineralogical and chemical composition of the pegmatites varies between 

the different pipes: the northern pegmatite consists of a phlogopite-diopside-apatite ring 

surrounding a diopside-serpentine-phlogopite rock. The southern pegmatite on the other hand 

is a single unit composed of phlogopite and diopside, as well as fluorapatite and minor 

serpentine. The pegmatite in the central pipe is composed of a phlogopite-diopside-fluorapatite 

rock (Lombaard et al., 1964; Eriksson, 1982). Phoscorite (an apatite-, magnetite-, forsterite- 

and minor calcite-bearing igneous rock) intruded both the northern and central pipes after the 

pegmatites. A series of syenite plugs with an age of 2068 ± 17 Ma (zircon U-Pb) were also 

emplaced into the Kaapvaal granite around the complex (Yuhara et al., 2003; Wu et al., 2011). 

Later mafic dykes (U-Pb in apatite: 2062 ± 53 Ma) crosscut all the above-mentioned rock types 

(Wu et al., 2011).  

 

2.3 The Loolekop Pipe 

The central intrusive pipe (Loolekop) is characterized by an association of phoscorite and 

banded carbonatite (Fig. 2.2b). Previous studies, aimed at determining the emplacement age of 

the Loolekop Pipe using U-Pb isotopic analysis of baddeleyite, found comparable ages of 
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2059.8 ± 0.8 Ma and 2060.6 ± 0.5 Ma (Heaman and LeCheminant, 1993; Reischmann, 1995). 

More recently, Wu et al. (2011) focused on both zircon and baddeleyite from different rock 

types within the Loolekop Pipe and obtained an emplacement age of 2060 ± 4 Ma, illustrating 

that all the intrusive phases of the complex were effectively emplaced simultaneously. The 

phoscorite contains coarse-grained (~5 mm to 6 cm) apatite and magnetite, as well as calcite 

and some forsterite and phlogopite. This unit is characterized by strong planar mineral 

alignment, formed by magnetite and apatite. The banded carbonatite is medium- to coarse-

grained (1 mm to 2 cm) and consists of calcite with minor dolomite, magnetite, and apatite and 

small amounts of biotite, phlogopite and forsterite (Lombaard et al., 1964; Hanekom et al., 

1965; Heinrich, 1970; Palabora Mining Company Ltd Staff, 1976). Banded carbonatite, like 

phoscorite, shows mineral alignment, which was ascribed to magmatic flow by Lombaard et al. 

(1964). The contact between the banded carbonatite and phoscorite varies from sharp to 

gradational. Both the banded carbonatite and phoscorite contain disseminated Cu-sulphide 

mineralization. The interlayering and sub-vertical nature of this intrusion can be explained by 

the rapid ascent of magma pulses related to the presence of five intersecting major faults rotated 

with respect to one another, which formed zones of weakness (Fig. 2.2c; Basson et al., 2017). 

The intersection of these zones of weakness at the centre of the Loolekop Pipe may have 

resulted in the rotation of the intrusive volume of ascending magma or, alternatively, in the 

post-emplacement torsion of the pipe. These processes may have contributed to deformation of 

the rock units within the Loolekop Pipe (Basson et al., 2017). 

Subsequent igneous activity caused brecciation of the pipe (Lombaard et al., 1964; 

Heinrich, 1970), allowing the ascent and emplacement of a second carbonatite pulse, the 

transgressive carbonatite, which cross-cuts the above-mentioned units of the Loolekop Pipe 

along structural features (Fig. 2.2b). The transgressive carbonatite is composed of coarse-

grained (5 mm to 5 cm) calcite and dolomite with trace amounts of magnetite. Circulation of 

mineralizing fluids in the transgressive carbonatite was structurally controlled and led to 

significant enrichment in Cu-sulphide along fractures, relative to the other parts of the Loolekop 

intrusion (Palabora Mining Company Ltd Staff, 1976). The sulphide content varies significantly 

within the transgressive carbonatite due to the structural controls (Palabora Mining Company 

Ltd Staff, 1976). Late gabbro dykes cut all the rock types described above on a northeast-

southwest axis, but their orientation is locally affected by fault and shear zones. 
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Figure 2.2: Geological map of the Phalaborwa Igneous Complex (a), with an enlarged view of the Loolekop Pipe carbonatite-
phoscorite complex (b) and a cross section of the intrusion (section c). Modified after Palabora Mining Company Ltd Staff 
(1976). 
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3. Chapter 3: 

Platinum-Group and Trace Elements in Cu-sulphides from the Loolekop Pipe, 

Phalaborwa: Implications for Ore-Forming Processes. 

 

This chapter was submitted to and has been published in Mineralium Deposita as a manuscript 

entitled ñPlatinum-Group and Trace Elements in Cu-sulphides from the Loolekop Pipe, 

Phalaborwa: Implications for Ore-Forming Processesò by Loic Y. Le Bras, Robert Bolhar, 

Grant M. Bybee, Paul A. M. Nex, Bradley M. Guy, Thabitha Moyana and Paulien Lourens. doi: 

10.1007/s00126-020-01005-4. 

 

3.1 Introduction  

Textural studies, coupled with trace element and PGE analysis, have proved particularly 

effective in testing metallogenic models of Cu sulphide mineralization (Bezmen et al., 1994; 

Mungall et al., 2005; Barnes et al., 2006; Klemd et al., 2016; Piña et al., 2012). Partition 

coefficients of PGE and other trace elements (e.g., As, Bi, Co, Se, Sn, Te, Zn) between the 

sulphide and gangue phases have been used to constrain the petrogenetic origin of magmatic 

and hydrothermal sulphides (Barnes et al., 1997; S.-J. Barnes, et al., 2008; Dare et al., 2010 

2011). Due to the various partition coefficients of trace elements between the sulphide phases, 

the abundances of these elements may provide clues to the origin of the Loolekop sulphides at 

different mineralization stages, and by extension, the sources of Cu and other base metals and 

subsequent differentiation processes (Bockrath et al., 2004; Barnes and Ripley, 2016). Here, we 

use a combination of optical petrography, quantitative mineral mapping and in-situ trace 

element analysis (LA-ICP-MS), as well as whole-rock geochemistry to assess the 

metallogenesis of Cu-sulphide mineralization within the principal rock types of the Loolekop 

Pipe, namely phoscorite, banded carbonatite and transgressive carbonatite.  

 

3.2 Materials and methods 

Sixteen Cu-sulphide-rich samples were selected from the banded carbonatite, phoscorite, 

transgressive carbonatite, as well as micaceous clinopyroxenite, from the drill core yard of the 

Palabora Mining Company (Appendix A). A single polished epoxy mount (30 mm diameter) 

was prepared for every sulphide-rich specimen. For each sample, representative rock powders 

for whole-rock trace element and PGE analysis were prepared. 
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3.2.1 Mineral Liberation Analyzer  

Automated mineralogical analyses were performed on polished epoxy mounts from each 

of the 16 samples using a Mineral Liberation Analyzer (MLA) to determine the distribution and 

association of minerals (Appendices A and B). The mineral paragenesis was established 

through the determination of mineral association statistics considering their surrounding 

mineral phases. This approach also allows the characterization of sulphide assemblages using 

mineral associations.  

Automated mineralogical analyses were carried out at the University of Johannesburg 

using a FEI Quanta 600 Mineral Liberation Analyzer (MLA) equipped with a field-emission 

gun and two Bruker Xflash X-ray detectors. The back-scatter electron (BSE) grey level was 

calibrated using three standards (Cu, quartz and Au). The X-ray detectors were automatically 

calibrated using the Cu standard. The X-ray collection time was set to 10 ms for sulphide phases 

and 30 ms for gangue phases. The electron accelerating voltage was adjusted to 25 keV, the 

working distance was 13 mm and the current on the specimen was 10 nA.  

Two modes, namely XBSE and GXMAP, were employed for the MLA analyses. The 

XBSE mode is considered as a fast mapping mode since a single X-ray analysis point is 

collected per each BSE grey-scale phase. This mode is not suitable for complex ore types, where 

multiple phases can exhibit similar BSE intensities, which results in the erroneous 

discrimination of phases (e.g., magnetite and pyrite). To overcome this shortcoming, the 

GXMAP mode was selected for samples characterized by complex mineral assemblages and 

textural relationships. The GXMAP mode represents a slower, but more accurate mapping 

mode, since X-ray spot analyses are collected on a pre-defined XY grid of points with a spacing 

of 23 µm.  

 

3.2.2 LA -ICP-MS 

Laser Ablation-ICP-MS analysis was performed on sulphides within the polished mounts 

for determining trace element and PGE concentrations subsequent to the determination of ideal 

targets by MLA mapping. Laser Ablation-ICP-MS analyses were performed at the Geozentrum 

Nordbayern at the University of Erlangen-Nürnberg, Germany, using an Agilent 7500c ICP-

MS combined with an Excimer 193 nm Teledyne laser. The external calibration for Ru, Rh, Pd, 

Os, Ir, Pt and Au utilized the Po724 B2 SRM standard and calibration for Re used the (Fe,Ni)1-

xS Sulphide standard from the University of Münster (Wohlgemuth-Ueberwasser et al., 2007). 

The MASS-1 polymetal sulphide from the USGS was utilized for the external calibration of 
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Co, Ni, Cu, Zn, As, Se, Cd, Pb and Bi. Sulphur concentrations obtained by microprobe analysis 

served as an internal standard. 

The beam diameter was set to 20, 25 or 35 µm depending on the size of target sulphide 

grains. Repetition rate and fluence were set at 17 Hz and 3 J cm-2, respectively. The duration of 

an analysis was 43 s, with 20 s of background measurement (He, Ar and instrument) and 23 s 

of ablation. 29Silicon, 33S, 34S and 63Cu were measured with an integration time of 10 ms per 

isotope, 59Co, 60Ni, 67Zn, 75As, 77Se, 82Se, 106Cd, 111Cd, 208Pb and 209Bi with 25 ms per isotope, 

and 99Ru, 101Ru, 103Rh, 105Pd, 108Pd, 185Re, 189Os, 193Ir, 195Pt and 197Au with 30 ms. Results for 

several isotopes could not be used, like 99Ru, 101Ru, 103Rh,105Pd and 108Pd due to Co, Cu, Ni and 

Zn argide interferences. The data processing was performed using the software GLITTER (van 

Achterbergh et al., 2000). 

 

3.2.3 Whole-rock analysis 

Composite samples were used for whole-rock geochemical analysis. Multiple pieces of 

drill core were selected at regular intervals along the drill core and were combined to form 

representative samples of each specific lithology. The pieces were crushed, milled in a swing-

mill pot, and homogenized to avoid sampling bias due to inherent heterogeneities, such as 

magmatic/tectonic foliations and Cu-sulphide micro-veins. Whole-rock powder aliquots (75 g) 

were sent to Intertek Genalysis in Perth, where sulphide pre-concentration was achieved by fire 

assay Ni sulphide collection. The resulting samples were then dissolved and analyzed by ICP-

MS, along with the standard AMIS0499. The difference between measured and recommended 

values of the AMIS0499 data is 4% for Ru, 5.51% for Rh, 0.83% for Pd, 1.49% for Ir, 5.6% for 

Pt and 16.5% for Au. For whole-rock trace element analysis, 50 mg of powder was digested in 

a MARS microwave digester with a high-purity acid mixture of 3HF:2HNO3 and converted 

into nitric form. Analysis was performed using a Thermo Fisher iCAP at the Earth Lab of the 

University of the Witwatersrand using the certified reference materials BHVO-2 and BCR-2 

for quality control. The analytical uncertainty for elements with a concentration of >200 ppm 

was <4%, while concentrations <200 ppm produced an analytical uncertainty >5%. Cobalt is 

an exception since its concentration in the standard is 45 ppm, and the difference between the 

measured and certified values is about 1%. 
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3.3 Results 

3.3.1 Silicate and oxide mineralogy 

The four different sulphide-bearing rock types in the Loolekop Pipe show characteristic 

differences in modal mineral abundances and types of minerals. In the banded carbonatite, 

petrographic observations reveal the dominance of calcite and dolomite. Apatite, phlogopite 

and magnetite are present in variable proportions, reaching maximum modal abundances of 30, 

60 and 40%, respectively. Some 50 to 500 µm-sized Cu-sulphides are observed. Copper-

sulphides are present as disseminated aggregates within the rock. Minor amounts of diopside 

are also present. The phoscorite shows large crystals of anhedral magnetite, as well as 

phlogopite and apatite crystals associated with calcite grains, with modal abundances of 10 - 

60%, 0 - 30%, 10 - 60% and 15 - 45%, respectively. The mineralogical make-up of phoscorite 

is highly variable between samples. Some forsterite was also observed, but its modal abundance 

rarely exceededs 10%. In some areas, calcite, apatite and magnetite have fractures filled with 

Cu-sulphides. The transgressive carbonatite is composed of large crystals of calcite and 

dolomite hosting minor apatite, with sizes varying between 50 and 500 µm. Locally, some 

magnetite with a maximum diameter of 500 µm was also observed. The micaceous 

clinopyroxenite is composed of apatite, ilmenite, phlogopite and diopside, the abundances of 

which are highly variable and dependent on the sampling location. Nevertheless, phlogopite 

modal abundance can reach up to 60% in the studied samples and forms a dominant assemblage 

with apatite. The rock type is generally devoid of sulphides. 

 

3.3.2 Ore mineralogy 

The Cu mineralization in both the banded carbonatite and phoscorite consists of 

assemblages of bornite and chalcopyrite in variable proportions disseminated within the gangue 

(Figs. 3.1a, 3.1b, 3.1c, Appendix B). A summary of the different textures and ore assemblages 

is given in Table 3.1 combined with Figs. 3.1a-f. Bornite represents the major phase of the 

mineralization in these two rock types, with chalcopyrite occurring in the form of lamellae or 

aggregates (Figs. 3.1a, 3.1c and 3.3). The MLA results show a clear distinction in the mineral 

association characteristics of Cu sulphides between the banded carbonatite and phoscorite 

(Figs. 3.2 and 3.3, Table 3.2). In fact, the bornite-chalcopyrite assemblages show an affinity 

with magnetite and the assemblages are rarely exclusively associated with carbonates or other 

gangue phases. The mineral association statistics (Table 3.2) highlight that sulphide phases are 

mostly associated with each other and form aggregates (chalcopyrite, chalcocite and bornite). 

The absence of fractures associated with the bornite-chalcopyrite assemblages indicates a 
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magmatic origin of this primary phase. Chalcocite, as well as covellite, occur in very small 

amounts, and can be locally observed as an alteration product of bornite (Figs. 3.1a and 3.1b, 

Table 3.2).  

Transgressive carbonatite-hosted massive chalcopyrite veins are present in an almost 

pure calcite-dolomite aggregate with very few other minerals (Figs. 3.1d, 3.1e and 3.1f, Tables 

3.1 and 3.2). Veins observed in this study are usually up to several cm-wide. However, the 

Palabora Mining Company Ltd Staff (1976) reported the presence of veinlet networks with a 

width of several metres. In one sample, chalcopyrite coexists with bornite, forming an 

assemblage similar to those present in both banded carbonatite and phoscorite (Fig. 3.3). The 

vein-hosted chalcopyrite typically shows cubanite exsolution lamellae, which is an exclusive 

feature of transgressive carbonatite-hosted chalcopyrite (Figs. 3.1d and 3.1e). Locally, cubanite 

entirely replaces chalcopyrite. Chalcopyrite within the transgressive carbonatite shows µm-

wide fracture infill of magnetite and late-stage alteration phases (Fig. 3.1f). Pyrite (10 to 30 

µm) is locally observed in these veins (Fig. 3.1f). Pyrrhotite may also be present as small grains 

(10 to 30 µm) in chalcopyrite veins, but is particularly rare in the Loolekop Pipe.  
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Figure 3.1: Photomicrographs of representative sulphide phases. Cbn=cubanite, Cct=chalcocite, Ccp=chalcopyrite, 
Cv=covellite, Bn=bornite, Mag=magnetite, Py=pyrite, V=valleriite. (a) Banded carbonatite. Bornite with chalcopyrite lamellae, 
isolated in a carbonate gangue matrix. (b) Banded carbonatite. Assemblage of bornite with magnetite surrounded by 
carbonates. Strong alteration of bornite and replacement by covellite at the rims. (c) Phoscorite. Bornite with chalcopyrite 
lamellae, post-emplacement fracturing and alteration to valleriite, (d) (e) and (f) transgressive carbonatite. Massive 
chalcopyrite with cubanite exsolution lamellae and fractures filled with Fe-oxide phases and valleriite. Also visible inclusions 
of bornite and pyrite. 
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Figure 3.2: MLA mineral maps obtained from polished blocks of banded carbonatite: (a) sample SL94 B22 and (b) SL140 B08(2). 
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Figure 3.3: MLA mineral maps obtained from polished blocks of (a) transgressive carbonatite (sample SL139 B62(2)c) and (b) 
phoscorite (sample SL139 B62(2)a). 
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Table 3.1: Summary of sulphide assemblages and textures in the different rock types of the Loolekop Pipe. 

 
Banded Carbonatite/Phoscorite 

 
Transgressive Carbonatite 

  

 
Dominant sulphides phases 

 
Bornite 
-Dispersed within the gangue with 
minor chalcopyrite (Fig. 3.1a) 

 
Valleriite 
-Along fractures and around 
chalcopyrite, bornite and magnetite 
(Fig. 3.1c) 

 

  
Chalcopyrite 
-Veins (cm) across the gangue 
 
Valleriite 
-Along fractures and around 
chalcopyrite (Fig. 3.1f) 

 

 
Minor sulphides phases 

 
Chalcopyrite 
-Lamellae in bornite 
-Aggregates with bornite 
 
Chalcocite 
-Veinlets in bornite (Fig. 3.1a) 
-Replacement of bornite at the 
borders of the grains (Fig. 3.1b) 

 
Covellite 
-Replacement of bornite at the border 
of the grains (Fig. 3.1b) 

 
 

  
Cubanite 
-Exsolutions in chalcopyrite (Fig. 
3.1d and 3.1e) 

-Large grains (cm) 
 
 

 

Valleriite is unusual in many aspects when compared to the other sulphide phases. While 

it is present in all of the rock types of the Loolekop Pipe, it tends to be concentrated within the 

ore-rich zones, regardless of the host-rock, and is commonly associated with primary magmatic 

sulphides (Fig. 3.3). Valleriite also precipitated along fractures within the gangue, as well as in 

small fractures in magnetite. Mineral association statistics demonstrate that valleriite and 

primary Cu-sulphides are not exclusively related (Table 3.2).  

 

3.3.3 Whole-rock geochemistry 

The Primitive Mantle (PRIMA)-normalized lithophile element distribution is similar for 

phoscorite, banded carbonatite and transgressive carbonatite (Fig. 3.4, Appendix C). The 

micaceous clinopyroxenite shows a normalized pattern that is overall similar to those of the 

carbonatitic rocks. However, Cs and Rb are more enriched in micaceous clinopyroxenite than 

in any other rock types within the Loolekop Pipe by an order of magnitude (Fig. 3.4). Positive 

anomalies can also be observed for Th and U in micaceous clinopyroxenite compared with 

phoscorite and transgressive carbonatite and, to a greater extent, with banded carbonatite. Lead 

is also slightly elevated in micaceous clinopyroxenite and phoscorite relative to transgressive 

carbonatite and banded carbonatite. Both phoscorite and micaceous clinopyroxenite have a 

slightly lower Sr enrichment over PRIMA compared to banded carbonatite and transgressive 
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carbonatite (100 x PRIMA against 200 x PRIMA, respectively), but remain in the same order 

of magnitude. Phoscorite and micaceous clinopyroxenite have similar positive P anomalies one 

order of magnitude higher than both banded carbonatite and transgressive carbonatite. Titanium 

is enriched over PRIMA values in both micaceous clinopyroxenite and phoscorite (factor of 3 

and 2, respectively) compared to banded carbonatite and transgressive carbonatite, which show 

depletion (0.2 and 0.04 x PRIMA, respectively). 

Primitive Mantle-normalized rare earth element patterns are similar between the different 

rock types. The [La/Sm]N ratio ranges between 1.8 and 3.0 and [Gd/Yb]N between 14.4 and 

23.3. The [Eu/Eu*]N ratios show a negative anomaly in all the rock types (Eu/Eu* = 

Eu/ã[(Sm)(Gd)]; from 0.7 to 0.8). All heavy-REE (HREE; Tb to Lu) have similar order of 

magnitude of PRIMA-normalized values in the different rock types (Fig. 3.5). Light-REE 

enrichment (La to Gd) in phoscorite is similar to micaceous clinopyroxenite.  

 

Figure 3.4: Primitive Mantle-normalized lithophile element variation graph for lithophile elements. Normalization values from 
Lyubetskaya and Korenaga (2007). Order of elements from Sun and McDonough (1989). 
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Table 3.2: Mineral association statistics for the different sulphides. 

Rock type Phases Mineral association (%) 
  Chalcopyritee Bornite Chalcocitef Valleriite 

      
BCa Silicates 3 4.5 6 5 
 Carbonates 45 61 49 35 
 Apatite 1 1 1 5 
 Magnetite 8 14 26 37 
 Chalcopyrite - 17 2 3.5 
 Bornite 38 - 9 12 
 Chalcocite 1 0.5 - 2 
 Valleriite 3 2 7 - 
      
 Total 99 100 100 99.5 
          
PCb Silicates 19 15 4 36.5 
 Carbonates 17 37 34 19 
 Apatite 7 6 14 9 
 Magnetite 24 20 29 17.5 
 Chalcopyrite - 6 0.5 6 
 Bornite 11 - 10.5 10 
 Chalcocite 6 3 - 2 
 Valleriite 16 12.5 7.5 - 
      
 Total 100 99.5 99.5 100 
        
TCc Silicates 0.0 0.5 0.00 0.5 
 Carbonates 74 66 44 55 
 Apatite 0.0 1 0.0 1 
 Magnetite 0.5 1 1 26.5 
 Chalcopyrite - 14 15.5 3 
 Bornite 18 - 32 14 
 Chalcocite 0.0 0.0 - 0.00 
 Valleriite 7 18 8 - 
      
 Total 99.5 100.5 100.5 100 
        
MPd Silicates 27.5 78.5 59 85 
 Carbonates 1.5 0.5 0.0 0.0 
 Apatite 40 12 3 9 
 Magnetite 9 0.0 0.0 2 
 Chalcopyrite - 8 0.0 3 
 Bornite 18 - 37 1 
 Chalcocite 0.0 0.0 - 0.0 
 Valleriite 4 0.5 0.0 - 
      
 Total 100 99.5 99 100 

      

 

  

aBanded carbonatite 
bPhoscorite 
cTransgressive carbonatite 
dMicaceous clinopyroxenite 
eInclude cubanite 
fInclude covellite 
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The whole-rock Pd-group PGE (PPGE; Pd and Pt) contents change with Cu abundances 

(Appendices D and E). The PPGE are enriched compared to Ir-group PGE (IPGE; Ir, Os, Ru, 

and Rh), the latter being below the limit of detection (LOD), except for Ru (maximum of 4 

ppb). Concentrations of PPGE range from 1 to 9 ppb (Table 3.3) in all rock types. Micaceous 

clinopyroxenite is the most enriched in PPGE (Pt = 9 ppb; Pd = 8 ppb) compared to the other 

rock types (Table 3.3). The concentrations of Pd differ from the concentrations of Pt (Table 

3.3). Generally, PGE are enriched in phoscorite compared to banded carbonatite, and to a 

greater extent, to transgressive carbonatite. The Pd/Pt ratio in all the rock types is significantly 

different to the Pd/Pt ratio of PRIMA (Pd/Pt: banded carbonatite = 2.5, phoscorite = 3.3, 

micaceous clinopyroxenite = 0.9, PRIMA = 0.5; Lyubetskaya and Korenaga, 2007). However, 

due to the absence of Pt in the transgressive carbonatite, the Pd/Pt ratio cannot be calculated for 

this rock type. Ruthenium can reach concentrations up to 4 ppb, while other IPGE elements, 

such as Ir, Os and Rh, occur at concentrations below LOD (1 ppb).  

 

Figure 3.5: Primitive Mantle-normalized variation graph for REE. Normalization values from Lyubetskaya and Korenaga 
(2007). 
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Table 3.3: Whole-rock PGE and Au concentrations. 

Element 
(ppb) 

LOD 
(ppb) 

SL140-
B08(2) 

SL94-
B22 

SL139-
B61(2)b 

SL139-
B63(2)b 

SL139-
B62(2)a 

SL139-
B62(2)c 

VS-12-
B61(ol) 

  BCa BC BC/PCb PC PC TCc MPd 

Ru 1 <LOD <LOD 1 2 4 <LOD 1 

Pd 1 <LOD 5 2 2 8 2 8 

Pt 1 <LOD 2 1 1 2 <LOD 9 

Au 2 21 42 23 41 34 14 22 

 

 

 

3.3.4 Mineral chemistry 

In-situ analysis of trace elements in disseminated Cu-sulphides reveals similar abundance 

distributions in various host rock types (Fig. 3.6 and Appendix F). Chalcopyrite in all rock types 

contains a significant amount of Ni (from 2100 ppm in transgressive carbonatite to 3800 ppm 

in banded carbonatite and between 1500 and 5000 ppm in phoscorite) (Fig. 3.6). Valleriite 

shows a wide range of Ni concentrations in banded carbonatite and phoscorite (12 - 2450 ppm). 

The Zn contents range from 0.7 to 10 ppm in all the sulphide minerals (Appendix F), showing 

higher concentrations in chalcopyrite (3.9 - 4.5 ppm) than in bornite (0.6 - 2.5 ppm) among 

banded carbonatite and phoscorite (Fig. 3.6). Zinc is enriched in valleriite compared to 

disseminated sulphides (Appendix F). Both valleriite and chalcopyrite generally contain more 

Co compared to bornite and chalcocite. However, in all the minerals the concentrations are 

highly variable. Valleriite contains significant, but highly variable concentrations of Co (Fig. 

3.6). Valleriite has slightly higher concentrations of Cd in all the rock types (from 2 to 13 ppm) 

compared to other sulphide phases. Chalcopyrite is more depleted in Cd (0.5 - 1 ppm) than 

bornite (~ 3 ppm) (Fig. 3.6). As for many other trace elements, the concentrations are variable 

among these different minerals (Fig. 3.6). Lead is also highly variable across all the sulphides 

and enriched in chalcopyrite and chalcocite, when compared to bornite (Fig. 3.6). However, in 

valleriite, the concentrations are generally two to ten times higher (Appendix F). In the primary 

bornite-chalcopyrite assemblages, Se shows substantial variations among the different sulphide 

types (3 - 16 ppm). Selenium concentration variations are small within the samples, but can be 

significant from one sample to another. Arsenic is present at similar concentrations in all the 

sulphide phases (Fig. 3.6). Bismuth is present in transgressive carbonatite-hosted sulphide 

phases, mainly in bornite, chalcocite and chalcopyrite, but also locally within valleriite (Fig. 

aBanded carbonatite 
bPhoscorite 
cTransgressive carbonatite 
dMicaceous clinopyroxenite 
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3.6). Some elements like Ni and Bi have an erratic behaviour. Concentrations in valleriite do 

not always correlate with chalcopyrite and bornite. Bismuth in valleriite is higher than in 

chalcopyrite in phoscorite, but lower in banded carbonatite. Likewise, Ni is lower in bornite 

from banded carbonatite and phoscorite, but higher in transgressive carbonatite. The presence 

of micro-inclusions in the minerals may explain these differences. 

In-situ ICP-MS analysis results show that PGE contents are generally low in all the Cu-

sulphide phases (Fig. 3.7 and Appendix F). Palladium is the most abundant element in sulphides 

at concentrations above the detection limit with an average of 98 ppb (in 61 out of 94 analyses; 

33 below LOD). In contrast, Pt, Os and Ir occur in small amounts with averages of 13, 15 and 

3 ppb, respectively (above LOD in 20, 19 and 14 out of 94 analysis, respectively; 74, 75 and 80 

analyses below LOD, respectively). Concentrations of Pd (35 - 310 ppb) differ from Pt, Os and 

Ir (2 - 32 ppb, 4 - 49 ppb, 1 - 4 ppb, respectively) by one order of magnitude. Despite an overall 

low concentration, the PGE patterns for the bornite-chalcopyrite assemblages in the banded 

carbonatite-phoscorite, and the transgressive carbonatite-hosted chalcopyrite, are similar.  

 

3.4 Discussion 

Previous studies suggest that the Loolekop Pipe was emplaced in at least three pulses 

following partial melting of a metasomatized lithospheric mantle (Bolhar et al., 2020). The 

whole-rock REE distribution patterns of the micaceous clinopyroxenite, banded carbonatite, 

phoscorite, and transgressive carbonatite suggest a common source or origin (Fig. 3.5). 

Moreover, normalized trace element and REE data, as well as structural observations, suggest 

that (i) the sources of banded carbonatite and phoscorite are geochemically indistinguishable 

(Figs. 3.4 and 3.5; Milani et al., 2017b), and (ii) that the origin of the banded carbonatite and 

phoscorite banding is possibly related to rotational movement during the ascent of melt(s) or 

after the emplacement of the rocks (Basson et al. 2017). Combined melt immiscibility and 

rotation may have led to the preferential formation of phoscorite at the outer rims of the 

intrusion, while generating banded carbonatite towards the centre owing to density differences 

(Giebel et al., 2019). 



26 

 

 

Figure 3.6: Diagrams showing trace element concentrations in sulphides from the different rock types within the Loolekop 
Pipe (a) bornite in banded carbonatite (BC); (b) chalcocite in BC; (c) chalcopyrite in BC; (d) valleriite in BC; (e) bornite in 
phoscorite (PC); (f) chalcopyrite in PC; (g) valleriite in PC; (h) bornite in transgressive carbonatite (TC); (i) chalcopyrite in TC 
and (j) valleriite in TC.
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3.4.1 Textural and paragenetic sequence analysis 

3.4.1.1 Magmatic sulphide assemblages 

The primary magmatic Cu-sulphide mineralization is divided in two groups: bornite with 

chalcopyrite exsolution/replacement features and chalcopyrite with cubanite exsolutions, 

respectively. The first Cu-sulphide assemblage is considered as magmatic as the sulphide blebs 

are not associated with any structural features (Figs. 3.1a, 3.1b and 3.1c), neither at the micro- 

nor the macro-scale (Palabora Mining Company Ltd Staff, 1976). This assemblage is composed 

of bornite with chalcopyrite exsolution, both as lamellae and patches in highly variable 

amounts, and is present in the mineral alignments of banded carbonatite and phoscorite layers, 

rarely in micaceous clinopyroxenite, and occasionally in transgressive carbonatite as relics of 

banded carbonatite-phoscorite mineralization (Figs. 3.1, 3.2 and 3.3). Primary sulphides in both 

banded carbonatite and phoscorite appear to be interstitial with respect to apatite, magnetite and 

carbonates. In the absence of textural evidence for circulation of mineralizing fluids, it is 

suggested that primary sulphide phases crystallized together with magnetite, apatite, and 

carbonates. Textures clearly indicate that sulphide crystallization occurred after the formation 

of gangue minerals.  

Bornite with laths of chalcopyrite similar to those observed in banded carbonatite- and 

phoscorite-hosted assemblages was produced in experimental studies by a recrystallization 

reaction through the heating of pre-existing bornite at 200-250°C (Durazzo and Taylor, 1982; 

K. Li et al., 2018). This suggests post-emplacement heating of banded carbonatite and 

phoscorite, both of which host the primary magmatic bornite-chalcopyrite assemblage in the 

Loolekop Pipe. The reheating may have occurred during the transgressive carbonatite 

emplacement or during a late stage hydrothermal stage (at 200-250°C) that was responsible for 

the precipitation of late chalcopyrite. Cobalt, Ni, and to a lesser extent Zn enrichment in the 

primary chalcopyrite lamellae over bornite within the banded carbonatite-phoscorite rock 

interlayering indicate partitioning of these trace elements in the lamellae (Fig. 3.6 and Appendix 

F). The siderophile nature of Co and Ni, as well as the chalcophile nature of Zn, explain their 

fractionation into chalcopyrite due to the higher proportion of Fe in chalcopyrite compared to 

bornite (Goldschmidt, 1937; Barnes, 2016). 

The presence of primary bornite is unusual in magmatic Cu-sulphide deposits. In most 

cases, bornite is the result of a retrograde reaction of chalcopyrite during cooling. Various 

hypotheses regarding the origin of primary bornite exist. It has been suggested that bornite 
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Figure 3.7: Sulphide PGE contents in the different rock types of the Loolekop Pipe with (a) concentrations in banded carbonatite 
(BC), (b) in phoscorite (PC) and (c) in transgressive carbonatite (TC). 
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resulted from desulphurization through oxidation of pyrrhotite and chalcopyrite (Cawthorn and 

Meyer, 1993), which also produced significant amounts of magnetite (Maier and Barnes, 1996). 

This mechanism may explain the presence of primary bornite in both phoscorite and banded 

carbonatite as well as the significant amounts of magnetite. However, this fails to explain the 

presence of both primary chalcopyrite and bornite. Thus, this feature may be due to a 

heterogeneous heating of the Loolekop Pipe during the emplacement of transgressive 

carbonatite and/or the circulation of high-temperature hydrothermal fluids, as it would have 

caused the local replacement of bornite by chalcopyrite, while in other places, only thin 

chalcopyrite laths would have been exsolved. 

As stated earlier, the differentiation of the first melt pulse into phoscorite and banded 

carbonatite may have occurred by the torsion of the intrusion related to the intersection of 

oriented major fault zones combined with melt immiscibility (Basson et al., 2017; Giebel et al., 

2019). This explains the preferential build-up of magnetite cumulates along the contact with 

the micaceous clinopyroxenite, and a decrease of magnetite content in the rock towards the 

centre of the pipe. Giebel et al. (2019) suggested that banded carbonatite and phoscorite were 

derived from a common melt, which separated in response to a drop of temperature and/or 

pressure during its ascent. The presence of phoscorite at the border of the intrusion may be 

related to a difference in density between the two melts. As the textural observations suggest a 

certain affinity of sulphides with magnetite instead of a pure sulphide-carbonate gangue 

association (Figs. 3.2 and 3.3), and the density of bornite as the main sulphide phase is similar 

to that of magnetite (5.09 and 5.2 g.cm-3, respectively), it appears that its distribution was 

controlled by processes similar to those involved in the formation of magnetite cumulates, thus 

causing their association with primary sulphides (Table 3.2). Considering the similar PGE 

concentrations in both phoscorite- and banded carbonatite-hosted primary sulphides, and 

assuming indistinguishable sources for the phoscorite and banded carbonatite (Milani et al., 

2017a), the primary sulphides in the two rock types may also share the same origin and 

paragenesis (Fig. 3.6 and Appendix F).  

The second primary magmatic mineralization type is composed of chalcopyrite with 

cubanite lamellae occurring in large veins (Figs. 3.1d, 3.1e and 3.1f). In some cases, cubanite 

also occurs as large patches within the veins. Cubanite is an indicator of a high-temperature 

hydrothermal process (cooling from 400°C) responsible for the precipitation of this 

chalcopyrite-cubanite assemblage (Schwartz, 1927; Ramdohr, 1969; Dutrizac, 1976; Craig and 

Vaughan, 1994). Chalcopyrite precipitated from high-temperature hydrothermal fluids 

circulating through the stockwork in the core of the Loolekop Pipe. Chalcopyrite veins occur 
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along sharply-defined fractures in transgressive carbonatite, indicating that fluid circulated once 

the system was in solid state. Similar trace element compositions of primary and hydrothermal 

sulphides suggest that chalcopyrite-forming fluids had a magmatic origin (Fig. 3.6). Bornite 

trapped within carbonate gangue has been observed in the transgressive carbonatite, which 

suggests that this primary sulphide was mechanically removed from the banded carbonatite, or 

phoscorite, and transported with the melt during emplacement of the transgressive carbonatite. 

 

3.4.1.2 Secondary alteration sulphide phases 

The Loolekop Pipe has been affected by two alteration events, which differed in intensity. 

In both events, the alteration is characterized by the overprint of magmatic sulphides. The first 

alteration event exclusively affected the bornite-chalcopyrite assemblages within both the 

banded carbonatite and phoscorite, suggesting that it occurred prior to the emplacement of the 

transgressive carbonatite and the precipitation of the chalcopyrite veins. Alteration resulted in 

the crystallization of minor chalcocite and covellite around magmatic bornite-chalcopyrite 

aggregates, as well as in fractures and veinlets within the latter (Figs. 3.1a and 3.1b). Such 

veinlets are cut by re-heating-related laths of chalcopyrite, indicating that alteration occurred 

within both the banded carbonatite and phoscorite before the emplacement of the transgressive 

carbonatite and the subsequent precipitation of the hydrothermal chalcopyrite veins (Fig. 3.1a).  

The second and most important stage of alteration is dominated by the crystallization of 

valleriite, which occurs within all of the rock types in the pipe. This mineral constitutes a 

significant part of the Cu ore in the Loolekop intrusion. The presence of valleriite along cracks 

across magmatic sulphides, as well as along grain boundaries, indicates formation that post-

dates the crystallization of all the other Cu mineralization phases (Figs. 3.1c and 3.3). The 

hydrothermal chalcopyrite is cross-cut by µm-wide fractures infilled with magnetite and 

valleriite, suggesting the circulation of oxidizing fluid(s). Circulation of oxidizing fluids may 

have triggered desulphurization of magmatic sulphides causing their breakdown into valleriite 

and magnetite according to the following equations:  

 

τὅόὊὩὛπ σὃὰ π σὓὫ σὊὩ ρπὕ π φὌ    (3.1) 

ὊὩὕ  ὊὩȟὅό ὃὰȟὓὫ Ὓ ὕὌȟὕ τὛ π τὅό π τὊὩ  

 

τὅόὊὩὛ π σὃὰ π σὓὫ σὊὩ ρπὕ π φὌ   (3.2) 

ὊὩὕ  ὊὩȟὅό ὃὰȟὓὫ Ὓ ὕὌȟὕ ρςὛ ρφςπὅό π τὊὩ  

 



31 

 

The presence of Al and Mg in the fluids may be caused by a dissolution of gangue 

minerals during late-stage fluid alteration like phlogopite and diopside. The presence of Fe can 

be related to a leaching and breakdown of primary magnetite. Copper, Fe and S released during 

alteration may be at the origin of valleriite precipitation along fractures in the gangue. 

The presence of valleriite along cracks and veins in gangue minerals, such as carbonates, 

silicates and phosphates in all the rock types, suggests dissolution of magmatic sulphides (Craig 

and Vaughan, 1994), involving Cu-bearing fluids circulating along cracks within the gangue, 

and subsequent precipitation of valleriite (Fig. 3.3). 

Despite the presence of some discrepancies in trace element compositions between 

valleriite and primary sulphides which may be explained by the presence of some micro-

inclusions in the minerals, the similar trace element concentration patterns in these two 

assemblages support a genetic link between them (Fig. 3.6). The concentrations of Pb, Bi and 

As in valleriite relative to magmatic assemblages suggest remobilization of primary sulfide 

material by late-stage fluids and heterogeneous concentration of trace element during 

precipitation in the secondary phases due to variable amounts of valleriite relative to bornite 

and chalcopyrite. Relative enrichment of Pb, Bi and As in valleriite compared to bornite and 

chalcopyrite may also be related to dissolution of sulphide phases by magmatic fluids. Similar 

fluid-incompatible Ni and Pt contents in both valleriite and magmatic sulphides are consistent 

with desulphurization of magmatic sulphides. Dissolution of Platinum Group Minerals (PGM) 

at depth may also explain the Pt enrichment. 

 

3.4.2 A possible mantle source and sulphide liquid evolution 

Previous studies suggest that both banded carbonatite and phoscorite were derived from 

a common mantle source (Milani et al., 2017a, 2017b; Bolhar et al., 2020). Considering the 

preferential fractionation of PGE into sulphide phases and the concentration of these elements 

in mantle, the low concentrations of PGE in sulphides suggest a low degree of partial melting, 

which may have led to the formation of several pulses of carbonated and oxidized magma into 

the Loolekop Pipe (Peach et al., 1990; Lyubetskaya and Korenaga, 2007). Enrichment of PPGE 

over IPGE as documented in other studies focusing on base-metal sulphide magmatic deposits, 

points towards the presence of a monosulphide solid solution (mss) - intermediate solid solution 

(iss) system characterized by fractionation of PPGE into an ascending Cu-enriched sulphide 

liquid, accompanied by IPGE partioning into a Fe-rich mss cumulate remaining at depth 

(Holwell and McDonald, 2010). The presence of the same PPGE over IPGE enrichment in the 

sulphide assemblages indicates that a similar process operated in the Loolekop Pipe with the 
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fractionation at depth of a Cu-rich sulphide liquid from a mss, its ascent and subsequent 

crystallization into a Cu-rich iss phase followed by the exsolution of PPGE- and Cu-enriched 

sulphide liquid blebs to produce the bornite-chalcopyrite sulphide assemblage.  

Platinum-Group Element concentrations in the Loolekop Pipe are compared to 

concentrations in Cu porphyry deposits as well as in the Oôokiep Cu-Ni deposit, Namaqualand, 

South Africa (Fig. 3.8). The PRIMA-normalized diagram shows significant differences in PGE 

concentrations between Cu porphyry deposits and rocks of the Loolekop Pipe suggesting 

different metallogenetic histories. Gold and PGE concentrations in the Loolekop Pipe are lower 

by 1 to 3 orders of magnitude. The lower Pt and Pd concentrations in transgressive carbonatite-

hosted hydrothermal sulphides compared to banded carbonatite- and phoscorite-hosted primary 

bornite and chalcopyrite are inconsistent with pre-concentration of PGE into sulphide phases 

and their leaching by hydrothermal fluids as may occur in Cu porphyry deposits (Augé et al., 

2005). Maier et al. (2012) proposed a model for the Oôokiep Cu-Ni sulphide deposit, similar to 

the one proposed in our study of the Cu mineralization of the Loolekop Pipe. This model 

suggests low-degree partial melting of a fertile subcontinental lithospheric mantle (SCLM) 

producing a Large Ion Lithophile Elements-, High Field Strength Elements-, volatile- and Cu-

enriched melt with low PGE contents, accompanied by mss-iss fractionation of sulphide phases. 

The fact that the Loolekop Pipe is sub-vertical indicates rapid emplacement of the magma. The 

significant differences between Loolekop and Oôokiep PGE signatures are related to lower 

degrees of partial melting at Phalaborwa, eventually together with a PGE-depleted source. 

Hydrothermal chalcopyrite veins contain lower concentrations of PGE compared to the 

bornite-chalcopyrite assemblage in banded carbonatite and phoscorite (Table 3.3). However, 

the PGE in such Cu-sulphides show a similar pattern when compared with patterns observed 

for banded carbonatite, phoscorite and micaceous clinopyroxenite. This strongly suggests (i) an 

identical source for the PGE and, consequently, for the PGE-bearing Cu-sulphide phases in 

transgressive carbonatite, banded carbonatite, phoscorite and micaceous clinopyroxenite and 

(ii) a continuous extraction of the PGE from the iss phase by exsolution of a Cu-rich sulphide 

liquid during ore formation (Table 3.3). This process explains the relative enrichment of PGE 

in micaceous clinopyroxenite over banded carbonatite, phoscorite and transgressive 

carbonatite. The high concentration of PPGE in micaceous clinopyroxenite, despite a low Cu-

sulphide content, is a direct consequence of PPGE fractionation into the early sulphide liquid 

exsolving from the iss, and the continuous extraction of the sulphide liquid until the production 

of an almost PGE-free sulphide phase. 
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Figure 3.8: Primitive Mantle-normalized PGE and Au concentrations for different deposits. Copper porphyry deposits are Baula 
Nuasahi in India, Galore Creek and Island Copper in Canada; Elatsite in Bulgaria and Skouries in Greece. Data from Augé et al. 
όнллрύΦ hΩƻƪƛŜǇ tD9 concentrations by Maier et al. (2012). Bulk continental crust values from Rudnick and Gao (2003). 
Normalization values from Lyubetskaya and Korenaga (2007). 

 

Monosulphide solid solution/sulphide liquid and iss/sulphide liquid partition coefficients 

for PGE (Appendix G; Barnes et al., 2001; Barnes and Ripley, 2016) demonstrate the 

preferential fractionation of PPGE into the abovementioned residual Cu-rich sulphide liquid 

over iss after its formation, suggesting that PGE-bearing phases in the Loolekop Pipe formed 

from this residual liquid and constitute the primary Cu-sulphide mineralization (Fig. 3.9). This 

is another indicator that the first phase of Cu-sulphide mineralization can be considered to be 

magmatic in origin.  

Rare pyrite and pyrrhotite, both mss-derived phases within Cu-sulphides (Fig. 3.1f), 

formed through subsolidus transformation under 600°C (Ballhaus and Sylvester, 2000; Dare et 

al., 2011; Barnes and Ripley, 2016). The presence of mss-derived minerals can be related to the 

fast ascent of the melt(s), which may have caused the radical removal of small portions of the 

mss cumulate before its transformation into Fe-rich sulphides. The general paucity of pyrrhotite 

and pyrite in the Loolekop Pipe may reflect a lack of preservation of the mss phase. A possible 

explanation is the oxidation subsequent to fractionation of the mss to form Fe-oxides, and its 

ascent with the melt, although the whole-rock PGE contents do not support this hypothesis. It 
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is plausible that a Cu-rich sulphide liquid and Ti-rich Fe-oxides co-existed, explaining the low 

concentration of Ru in the Ti-rich Fe-oxides and, by extension, in the phoscorite. Alternatively, 

two distinct Fe-oxide phases (magnetite and ilmenite) may have resulted from both processes.  

 

3.4.3 PGM content 

Previous studies found PGM in highly mineralized samples, as well as in sulphide 

concentrate, and detected the predominant presence of sperrylite (PtAs2) over other PGM in the 

Loolekop Pipe. Sperrylite from Cu-sulphide concentrate was observed to be closely associated 

with the chalcopyrite-bornite-chalcocite phase in carbonatite (Rudashevsky et al., 2004). 

Whole-rock compositions clearly document significant contents of both Pt and Pd in similar 

amounts compared to Ir, Os and Rh (Table 3.3). Within Cu-sulphide phases, Pd can be found 

in greater amounts relative to Pt (Appendix F).  

As indicated by Helmy et al. (2010), formation of sperrylite (PtAs2) may occur before the 

formation of the mss phase suggesting the initial predominance of Pt prior to mss ï Cu-rich 

sulphide liquid fractionation, triggering the crystallization of sperrylite. The presence of small 

amounts of sperrylite is likely to be related to the sequestration of most of these PGM either at 

depth or out of the Loolekop intrusion, as suggested by the Pt content of the micaceous 

clinopyroxenite sample (Table 3.3).  
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Figure 3.9: Crystallization and precipitation model of the different sulphide phases in the Loolekop Pipe. Melts were generated 
by low-degree partial melting of a metasomatized sub-continental lithospheric mantle. (i) During its ascent, the sulphide melt 
forms an IPGE-rich mss cumulate and a Cu- and PPGE-rich sulphide liquid, which crystallizes upward and exsolves a PPGE-rich 
sulphide liquid forming sulphide blebs that precipitated in bornite. (ii) The iss was remobilized through high-temperature 
hydrothermal fluids and formed massive chalcopyrite-cubanite mineralization in a stockwork. (iii) Late-stage fluids leached 
the previously emplaced sulphides and formed a massive valleriite mineralization. 
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3.4.4 Incorporation of surface-derived lithospheric material? 

Mantle-normalized trace element patterns of average continental crust and sulphides from 

PIC show some resemblance (Fig. 3.10). This compositional similarity is consistent with Sr, 

Nd and multiple S isotope data: Metasomatized SCLM-sourced melt is suggested by the high 

87Sr/86Sr ratios (from 0.7042 to 0.711 in calcite and apatite; Wu et al., 2011) and low ŮNd in 

apatite ranging from -3.4 to -7.5 (Farmer et al., 1989; Maier and Barnes, 2004; Wu et al., 2011). 

In addition, in-situ S isotopic analysis of sulphides revealed the presence of mass-independent 

fractionation of sulphur, suggesting subduction-induced metasomatism and partial melting of a 

heterogenous mantle beneath the Kaapvaal craton (Bolhar et al., 2020).  

In our study, slight differences in trace element contents between whole-rock and Cu-

sulphide phases may be related to the distinct geochemical behaviour of elements during 

fractionation between sulphides and a melt/fluid phase. Specific trace element concentrations 

give clues to the evolution of the Cu-sulphide phases. Cobalt, as a moderately chalcophile 

element with a mss/sulphide liquid partition coefficient of greater than unity, tends to 

concentrate into the mss (Barnes and Ripley, 2016). The differences of Co content between 

whole-rock and Cu-sulphide phases indicate a lack of equilibration and an interruption of the 

chemical exchange between sulphide liquid and carbonate melt prior to the formation of the iss, 

but postdating Cu-sulphide liquid-mss fractionation. 
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Figure 3.10: Primitive mantle-normalized diagrams showing trace element patterns of averaged sulphide type compositions. 
In (a) banded carbonatite; (b) phoscorite; (c) transgressive carbonatite and (d) continental crust. Normalization values from 
Lyubetskaya and Korenaga (2007). 

 

3.5 Conclusions 

Both in-situ and whole-rock PGE analyses document that Cu-sulphides are of mantle 

origin and formed by separation of a PPGE- and Cu-enriched sulphide liquid from an IPGE-

enriched mss cumulate. Despite some minor variations, PGE abundances are similar between 

the different Cu-sulphides across the Loolekop Pipe, suggesting that a common source 

contributed to Cu-sulphide ores. The low PGE contents of the sulphides may have resulted from 

low-degree partial melting of the mantle. The similar PRIMA-normalized trace element 

distribution patterns among all sulphide phases of the Loolekop Pipe are consistent with 

multiple S and Sr isotopic data from previous studies, suggesting incorporation of surface-

derived material, although the source remains unclear. 

Copper-sulphide precipitation occurred during several successive stages (Fig. 3.9): (i) 

Initially, a PPGE- and Cu-enriched sulphide liquid exsolved from an iss, crystallizing a Cu- and 
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PPGE-rich sulphide phase within the banded carbonatite and phoscorite. (ii) Magmatic 

sulphides were locally affected by fluids, which formed chalcocite and covellite along their 

outer rims. (iii) High-temperature hydrothermal fluids remobilized the iss, and precipitated 

chalcopyrite with cubanite exsolutions in a stockwork within the pipe. (iv) Finally, magmatic 

and hydrothermal sulphides were leached and (partly) remobilized by crustal fluids resulting in 

the formation of valleriite around primary sulphide assemblages and in fractures across all rock 

types.  

The bornite-dominated mineralization is common to both phoscorite and banded 

carbonatite, showing similar trace element compositions. Bornite exsolved chalcopyrite in 

response to reheating of the assemblage during emplacement of the transgressive carbonatite or 

hydrothermal fluid circulation. The association of magmatic bornite ï chalcopyrite assemblage 

with magnetite within the carbonatite ï phoscorite sequence confirms that (i) banded 

carbonatite and phoscorite were derived from a compositionally similar melt, and (ii) torsion of 

the Loolekop Pipe facilitated the formation of sulphide-rich magnetite cumulates through 

gravity separation.  

Valleriite is ubiquitous as a late-stage secondary alteration mineral within all the rock 

types around and within magmatic and hydrothermal Cu-sulphides. Derivation of valleriite 

from primary magmatic and hydrothermal Cu-sulphides is supported by similarity of trace 

element compositions and textural associations. Valleriite is associated with alteration features 

of primary sulphides indicating a desulphurization by oxidizing fluids and the formation of 

valleriite and magnetite. Valleriite precipitation in veins is also observed within the carbonate 

gangue suggesting that Cu was remobilized from the Cu-sulphides.  
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4. Chapter 4: 

Three-Dimensional Textural Model of Sulphide Mineralization from the Loolekop 

Intrusion, Phalaborwa: An Indicator for Ore -Forming Processes and Carbonatite-

Phoscorite Emplacement 

 

This chapter is intended to be submitted for publication to Minerals as a manuscript entitled 

ñThree-dimensional textural model of sulphide mineralization from the Loolekop intrusion, 

Phalaborwa: an indicator for ore-forming processes and carbonatite-phoscorite emplacementò 

by Loic Y. Le Bras, Robert Bolhar, Lunga Bam, Bradley M. Guy, Grant M. Bybee and Paul A. 

M. Nex. 

 

4.1 Introduction  

The Loolekop Pipe of the Phalaborwa Igneous Complex (PIC) is unique in hosting an 

economic Cu-sulphide deposit within a carbonatite-phoscorite sequence. This deposit has been 

mined since 1956 by the Palabora Mining Company Ltd., mainly for Cu but also for other by-

products, such as Fe and U. Copper-sulphide mineralization within the Loolekop Pipe has been 

extensively studied since the middle of the 20th century (Lombaard et al., 1964; Hanekom et al., 

1965; Eriksson, 1982; Groves and Vielreicher, 2001; Wu et al., 2011; Giebel et al., 2017). 

Despite extensive research aimed at defining and describing Cu-sulphides in the Loolekop Pipe, 

ore-forming and late-stage alteration processes are not yet adequately characterized (Heinrich 

et al., 1970; Palabora Mining Company Ltd Staff, 1976; Vielreicher et al., 2000; Milani et al., 

2017a, b; Le Bras et al., 2020). Previous research was based on optical and electron microscope 

observations as well as on microprobe analysis of Cu-sulphides (Rudashevsky et al., 2004; 

Giebel et al., 2017). While such methods provided important constraints on textures and phase 

compositions, the information derived from them is not representative of the entire Cu-sulphide 

mineralization due to the small surface exposure of the epoxy mounts and thin sections, 

potentially causing biased interpretations concerning the metallogenesis. Accurately describing 

the heterogeneity of the Cu-sulphide deposit within the Loolekop Pipe is critical considering 

the spatial variability of mineral associations and textures. A sufficiently comprehensive study 

using above-mentioned analytical methods would require a significant number of samples and 

analyses. The use of three-dimensional analytical methods would provide a sufficiently 

comprehensive dataset to establish a more adequate classification of the Loolekop-hosted Cu-

sulphides. 
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Due to its ability to examine internal features, structures and density variations, micro-

focus X-ray tomography (microCT) has been successfully used to characterize various types of 

mineralization (S. J. Barnes et al., 2008; Godel et al., 2010; Cnudde and Boone, 2013; Barnes 

et al., 2016; Barnes et al., 2019). Such analysis is particularly useful in deciphering textural 

relationships between ore minerals, and consequently identifying ore-forming processes. This 

method is advantageous as it is non-destructive since it is based on the collection of two-

dimensional (2D) X-ray projections of a rotating sample followed by an image reconstitution 

to produce a three-dimensional (3D) model by compiling the projections. 

Copper-sulphide mineralization in the Loolekop Pipe is particularly complex. The high 

spatial variability and the diversity of sulphide phases make the identification of the paragenesis 

challenging. Three-dimensional microCT analysis of drill core pieces from different rock types 

of the Loolekop Pipe provides comprehensive and representative information regarding the 

distribution, shape and mineral association of the Cu-sulphide aggregates. Spatial relationships 

between the different Cu-bearing phases can also be identified. The use of this method for the 

characterization of Cu-sulphides of the Loolekop Pipe of the PIC constitutes a novel approach 

for contributing to the understanding of the metallogenesis of this unusual deposit. 

 

4.2 Copper sulphides in the Loolekop pipe 

Chalcopyrite is known to be the dominant sulphide within the Loolekop Pipe (Palabora 

Mining Company Ltd Staff, 1976). It occurs as two different types defined by mineral 

association and textures. The first type is characterized by the presence of sub-vertical veinlets 

occurring in wide zones (up to several m) along fractures within the transgressive carbonatite, 

constituting the largest part of the sulphide mineralization (Palabora Mining Company Ltd 

Staff, 1976; Vielreicher et al., 2000). In this type of mineralization, chalcopyrite tends to be 

associated with cubanite, the latter being present as exsolution lamellae or grains (Lombaard et 

al., 1964; Palabora Mining Company Ltd Staff, 1976; Le Bras et al., 2020). The second 

chalcopyrite type is characterized by the presence of dispersed grains (50 to 500 µm) within 

both banded carbonatite and phoscorite associated with intricate intergrowths of bornite 

(Palabora Mining Company Ltd Staff, 1976). Disseminated grains of chalcopyrite have also 

been observed within the host rock.  

Bornite has been reported as the second most abundant sulphide in the Loolekop Pipe and 

the dominant phase within the banded carbonatite ï phoscorite sequence. It is associated with 

dispersed chalcopyrite in banded carbonatite and phoscorite, but may also occur as isolated 

grains. Both bornite and chalcopyrite may be isolated within the carbonated gangue, although 
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they are also associated with magnetite and apatite cumulates. Chalcocite has been observed in 

association with bornite, either as small veinlets within the grains or at their edges, together 

with covellite as a replacement phase.  

Late-stage valleriite occurs as an alteration product of primary sulphides along cracks and 

along the edges of these minerals. Various trace sulphides have been observed in the Loolekop 

rocks, such as pentlandite, millerite, bravoite, tetrahedrite, sphalerite, pyrite and galena. Several 

PGM have also been detected in sulphide concentrate samples (Bulakh et al., 1998; 

Rudashevsky et al., 2004). 

 

4.3 Sample and methods 

4.3.1 Samples 

A total of 45 pieces of drill core of variable lengths from two boreholes were selected 

from the Palabora Mining Company drill core collection for this microCT-based study. The 

drill cores have an initial diameter of 3 cm and have been cut in quarters along the drilling axis. 

A quarter was collected for each sample for analysis. In some cases, half of the drill core was 

taken. The boreholes that were sampled were drilled sub-horizontally at the second lift level of 

the mine, approximately 1250 m below the surface. Twelve samples from different rock types 

were chosen for microCT analysis based on their high Cu-sulphide contents, to ensure an 

optimal characterization of the mineralization (Appendix H). After the tomography, a polished 

epoxy mount was prepared from one specific piece of drill core to be used for the identification 

of the different ore phases. 

 

4.3.2 Tomography 

Analyses were performed at the Micro-focus X-ray Radiography and Tomography 

(MIXRAD) facility at the South African Nuclear Energy Corporation (NESCA), Pelindaba, 

South Africa. The drill core samples were placed in a Plexiglas® cylinder and held in place by 

pieces of polystyrene to avoid any movement of the samples in the cylinder during the scanning. 

The system is a Nikon XTH 225 CT with a multi-metal (Mo, Cu, Ag, W) reflection target X-

ray tube (source). To optimize the image contrast, the exposure time was set to 4 s and the 

source voltage to 100 kV. A 0.5 mm Cu filter was used to minimize the impact of beam 

hardening and to improve X-ray penetration. A 16-bit dynamic range Perkin Elmer flat-panel 

detector was employed to capture the projections. This detector has an effective size of 400 mm 

x 400 mm and a pixel size of 200 µm x 200 µm. The device was described in detail by Hoffman 

and De Beer (2012). The attenuation 2D projections or radiographs were reconstructed using 
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CT Pro 3D software, and the structure and mineralogical make-up of the samples were modelled 

using VGStudio Max 3.2 according to the procedure described in Fig. 4.1. 

 

Figure 4.1: Description of the method applied for data processing, from data acquisition to the 3D model creation. 

 

4.3.3 Mineral Liberation Analysis  

Mineral Liberation Analysis was carried out on a sulphide-rich epoxy mount to obtain a 

detailed overview of both sulphide phases and textures, and therefore optimize tomographic 

data processing. The polished mount was prepared from a drill core piece previously analyzed 

by 3D tomography to use it as a benchmark to differentiate between minerals with similar 

attenuation coefficients. 

The MLA  was performed on a FEI Quanta 600 FEG MLA combined with two Brucker 

Xflash X-ray detectors at the University of Johannesburg. Analyses were conducted at a 

working distance of 13 mm. The acceleration voltage was set at 25 kV and the current at the 

surface of the specimen at 10 nA. X-ray detectors were calibrated using a Cu standard. 

Calibration of the Back Scattered Electron (BSE) grey level was performed with Au, Cu and 

quartz standards. Collection time for sulphide and gangue phases were set at 10 ms and 30 ms, 

respectively. Map was created using the GXMAP mode, consisting of X-ray analysis according 

to a grid with a point spacing set at 23 µm.  
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4.4 Results 

4.4.1 Spatial resolution 

The MLA results assembled to produce the 2D attenuation image allowed the 

identification of the sulphide phases of interest as well as their textures, which in turn allowed 

the attribution of a grey level interval to the different minerals (Fig. 4.1). Mineral Liberation 

Analysis also revealed limited spatial resolution of the microCT (80 µm; Hoffman and De Beer, 

2012). Small-scale mineralization features visible on the mineral map cannot be distinguished 

on the corresponding 2D linear attenuation projection. Therefore, only main trends and major 

features of the sulphide mineralization can be observed and interpreted with microCT analysis 

(Fig. 4.2). 
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Figure 4.2: (a) Raw microCT 2D projection of sulphide phases (medium grey) in a carbonatite matrix from the sample HD027 
ς 17 (Appendix H). (b)Electron microscopic picture of the same slice, showing higher spatial resolution. (c) High-resolution 
mineral map corresponding to a part of the picture (b). 

 

4.4.2 Mineral associations 

According to combined microscopic observations and microCT results, three distinct 

types of sulphide phases can be observed with (i) gangue-hosted isolated Cu-sulphides, (ii) 

chalcopyrite veins, and (iii) secondary sulphides associated with the two first types (Fig. 4.3 

and Table 4.1). 

Copper-sulphides isolated in the gangue typically comprise fine-grained (up to 500 µm) 

dispersed chalcopyrite, locally associated with bornite within banded carbonatite and phoscorite 

(Figs. 4.3a, 4.3b, 4.4a, and 4.6a). Chalcopyrite is also present as small interstitial veinlets (~20 

µm wide, maximum ~400 µm long) connected to the larger grains (Figs. 4.3c, 4.3d). Single 

bornite grains (~200 ï 300 µm) are observed in association with chalcopyrite and locally with 

magnetite (Figs. 4.3a, 4.3b, 4.4c, 4.4d, 4.5d, 4.5e). Locally, bornite alteration and replacement 

by chalcocite can be observed (Fig. 4.5d and 4.5e). Chalcopyrite associated with bornite is 

mainly present as exsolution or replacement lamellae in the grains, but also at the contact with 

the surrounding gangue. Isolated Cu-sulphides can also be present as flat and elongate phases 

up to several mm long (Figs. 4.6a and 4.6b, Appendix I). Three-dimensional models indicate a 

length of > 10 mm in some cases, but observations are limited by the diameter of the drill core. 

The irregular but rounded surfaces of these elongate sulphide assemblages suggest a genetic 

link between these phases and dispersed chalcopyrite and bornite grains (Appendix I). Isolated 
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Cu-sulphides are also present as chalcopyrite accumulations (~3 mm thick in this study; Fig. 

4.6a). 

 

 

Figure 4.3: Photomicrographs of different sulphide assemblages observed in the Loolekop Pipe. Bn = bornite, Cbn = cubanite, 
Ccp = chalcopyrite, Mag = magnetite, V = valleriite. (a) Typical bornite grain associated with chalcopyrite dispersed in the 
gangue. (b) Similar features to (a), with a valleriite-filled fracture network, and association of magnetite with bornite. (c) and 
(d) disseminated grains of chalcopyrite within gangue, with small chalcopyrite interstitial veinlets between gangue minerals. 
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Table 4.1: Summary of sulphide types and their respective textures within the Loolekop Pipe. 

Type Textures Corresponding sulphide associations 

   
 -Small-sized (< mm) subspherical grains -Bornite and chalcopyrite grains (Figs. 

4.3 and 4.6a) 
   

Sulphide layers 
-Flat, elongate mm- to cm-long assemblages  -Chalcopyrite and bornite aggregates 

(Figs. 4.6a and 4.6b) 
   
 - mm-thick accumulations (Fig. 4.6a) -Chalcopyrite 
   

   

Veins 
-cm-wide veins (Fig. 4.6c) -Chalcopyrite 
  
-Adjacent veinlet network (Fig. 4.6c) -Chalcopyrite 

   

   

Alteration 

-In veinlets across primary sulphides and at grain 
boundaries (Fig. 4.6d, Appendix I) 

-Valleriite across chalcopyrite and 
bornite 

  
-In small fractures in proximity to primary 
sulphides (Fig. 4.3b) 

-Valleriite around chalcopyrite and 
bornite  

   

 

The second major sulphide type is characterized by wide chalcopyrite veins (Figs. 4.5b, 

4.5c and 4.6c). The width of such veins is highly variable and can reach ~1 cm in this study 

(Fig. 4.6c). 

Microscopic observations and microCT analysis reveal the presence of secondary 

sulphides as late-stage valleriite associated with chalcopyrite and bornite as well as with 

magnetite (Figs. 4.3b, 4.3d, 4.5f and 4.6d). However, its distribution among the samples is 

heterogeneous. Some samples are valleriite-free (Figs. 4.6b and 4.6c), while others host a 

significant amount of this alteration mineral (Fig. 4.6d). According to microscopic 

observations, valleriite is very fine-grained (Figs. 4.3b and 4.5f). Valleriite can also be observed 

in veinlets across the gangue (Figs. 4.3b and 4.6b). MicroCT analysis reveals the presence of 

valleriite associated with all types of chalcopyrite and bornite mineralization (dispersed, 

elongated assemblages and cumulates), except the chalcopyrite veins (Fig. 4.6). 
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Figure 4.4: Photomicrographs of different sulphide assemblages observed in the Loolekop Pipe. Bn = bornite, Cbn = cubanite, 

Ccp = chalcopyrite, Cc = chalcocite, Mag = magnetite. (a) Interstitial chalcopyrite and magnetite between gangue grains. (b) 

Parallel magnetite-filled veinlets, also hosting chalcopyrite in their axial zones. (c) Bornite grains with chalcocite alteration 

within the gangue close to magnetite. (d) and (e) Dispersed grains of magnetite and bornite with interstitial chalcopyrite 

veinlets with locally interstitial bornite veinlets across the gangue (top of picture d). Presence of small chalcopyrite interstitial 

veinlets between gangue minerals. (f) Assemblage of cubanite and magnetite within carbonate gangue. 
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Figure 4.5: Photomicrographs of several sulphide assemblages within the Loolekop Pipe. Bn = bornite, Cbn = cubanite, Ccp = 

chalcopyrite, Cc = chalcocite, Mag = magnetite, V = valleriite. (a) Complex assemblage of cubanite and chalcopyrite hosting 

both pyrite and magnetite. (b) Hydrothermal sulphide assemblages with both chalcopyrite and cubanite cut by late-stage 

veins filled by magnetite and valleriite. (c) Bornite, together with magnetite disseminated within the gangue. Bornite may host 

significant amounts of chalcocite. Gangue-hosted, parallel magnetite veinlets are observed. (f) Interstitial magnetite between 

gangue grains with late-stage valleriite. 
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Figure 4.6: Synthesis of the different types of primary sulphides. Picture (a) shows large patches of bornite (purple) and 
chalcopyrite (orange). Sulphide textures in (b) display alternating layers of sulphides with different textures. The sulphides in 
picture (c) show strong alteration leading to the formation of valleriite (green). Picture (d) displays a massive chalcopyrite vein 
at the top and underlying parallel sulphide layers. 

 

4.4.3 Planar sulphide layers 

Dispersed sulphides form planar layers within the banded carbonatite ï phoscorite 

sequence. Such layers are composed of either small grains, or mm- to cm-long, flat, elongated 

assemblages or mm-wide sulphide cumulates. Layers of a certain sulphide texture may be in 
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contact with layers of another (Fig. 4.6a). The alternation between dispersed sulphides layers 

and flat elongate chalcopyrite-bornite assemblages as well as sulphide cumulates are common 

and form macroscopic banding. 

The orientation of such sulphide layers in the samples and the sub-horizontal dip of drill 

core samples suggest that they are sub-vertical and parallel to the banding in the interlayered 

phoscorite and banded carbonatite and the edges of the Loolekop Pipe (Appendices H and I).  

 

4.5 Discussion 

4.5.1 Textures and origin of magmatic sulphide mineralization 

Characterization of sulphide textures enables the recognition of different types of 

mineralization (Figs. 4.3 to 4.6, Table 4.1). The first sulphide assemblage type, present in both 

banded carbonatite and phoscorite as layers of isolated Cu-sulphides, is of magmatic origin 

considering the specific texture of the ore minerals. As indicated by microCT results, small-

size dispersed sulphides are isolated in their host rock without association with structural 

features, indicating a synchronous emplacement with carbonates, Fe oxides and silicates (Figs. 

4.3a to 4.3d, 4.4a, 4.4c to 4.4f, 4.6a). In elongated assemblages, bornite is mainly present inside 

the aggregates (Appendix I, sample 22), making its recognition within the 3D model 

challenging. The relationship between bornite and chalcopyrite can only be effectively assessed 

by sequential observation of 2D attenuation projections or by optical microscopy (Figs. 4.3a, 

4.3b, 4.4d and 4.4e, Appendix I). The lower resolution of microCT compared to electron 

microscope imagery does not permit the recognition of chalcopyrite exsolution or replacement 

in bornite as well as other micrometer-scale textural features (Fig. 4.2).  

The presence of both chalcopyrite and bornite within banded carbonatite and phoscorite 

in the Loolekop Pipe indicates a magmatic origin of dispersed Cu-sulphides and sulphide 

cumulates. MicroCT results also show a clear dominance of chalcopyrite over bornite (Fig. 4.6), 

while microscopic observations rather indicate a bornite-dominated mineralization suggesting 

a heterogeneous distribution of the mineralization across the intrusive pipe. The relative 

proportions of bornite and chalcopyrite show a substantial variation between the different 

sulphide layers (Appendix I), suggesting the successive involvement of different sulphide 

liquids in the development of Cu-sulphide mineralization in the Loolekop Pipe. Sulphide liquids 

of different composition may have contributed to the formation of distinct sulphide assemblages 

during the emplacement of the banded carbonatite-phoscorite complex and cooling of the 

system (Cabri, 1973).  
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The sharp contact between chalcopyrite veins and gangue material suggests a 

hydrothermal origin of this ore phase (Fig. 4.6c, Appendix I). Only one occurrence has been 

observed in this study. Such a sulphide texture contrasts with isolated Cu-sulphides, which are 

characterized by an irregular contact between ore phases and gangue (Fig. 4.6a). It is unclear if 

the planar sulphide alignments parallel to the vein are of hydrothermal origin. The absence of 

dispersed grains and isolated cumulates suggests that such alignments resulted from the filling 

by sulphides of gaps within the gangue, possibly by precipitation during a fluid circulation cycle 

associated with mineral dissolution during the hydrothermal episode (Le Bras et al., 2020). 

 

4.5.2 Sulphide layer formation processe(s) 

Sub-vertical sulphide layers are parallel to the banding in the phoscorite and banded 

carbonatite (Figs. 2.2, 4.6 and 4.7, Appendix I), suggesting that the process responsible for this 

very specific feature may be the same as for the formation of the banded carbonatite ï 

phoscorite sequence. Isolated sulphide layer textures do not show a clear spatial correlation, 

indicating the operation of several independent layer ï forming events. 

The involvement of different sulphide liquids combined with presence of sub-vertical 

phoscorite-carbonatite and sulphide bands suggests the successive emplacement of different 

magma pulses in the Loolekop Pipe, with decreasing Fe oxide, apatite and silicate contents from 

early to late stages of the intrusion process. Magma immiscibility during pulse emplacement is 

most likely responsible for the presence of the alternating banded carbonatite ï phoscorite 

layers (Krasnova et al., 2004a and b; Giebel et al., 2019). The emplacement of a carbonatite ï 

phoscorite sequence in several intrusion stages has likewise been observed for the Kovdor 

intrusion in the Kola Peninsula, Russia (Krasnova et al., 2004a). The preferential emplacement 

of phoscorite along the external boundaries of the Loolekop Pipe can be explained by density 

separation during rotational movement of the magma (Basson et al., 2017), based on the 

intersection of fractures and shear zones, and rotation of their segments relative to one another. 

Sub-vertical sulphide layers may have formed via the same process. Alternatively, a significant 

number of magma pulses of limited volume may have been emplaced near-simultaneously, each 

forming a banded carbonatite - phoscorite banding (Figs. 2.2b and c; Heaman and 

LeCheminant, 1993; Reischmann, 1995; Wu et al., 2011). In this case, textures may be linked 

to the emplacement conditions of the melt pulses. The chalcopyrite ï bornite assemblage may 

be present as small, dispersed grains due to the emplacement of a limited volume of melt and, 

therefore, of sulphide liquid. The mm- to cm-scale elongated magmatic sulphide assemblages 

may have formed by emplacement of moderate melt/sulphide liquid volumes, forming large 
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sulphide patches with an irregular surface. This surface indicates that the assemblages may have 

formed by merging small sized grains together, most likely by magma flow, forming flat, 

elongated sulphide aggregates parallel to the layer strike. Sparse cm-wide cumulates (Fig. 4.6b) 

may have formed by the involvement of larger volumes of magma and sulphide liquid, pushing 

sulphides towards the contact with the rock that was emplaced during a previous melt pulse, 

and therefore forming mm-wide cumulates (Fig. 4.6a).  

 

4.5.3 Formation of hydrothermal sulphides 

Hydrothermal veins show a neat contact with the host rock, indicating that chalcopyrite 

precipitated along fractures during this stage (Palabora Mining Company Ltd Staff, 1976). Such 

sharp edges of hydrothermal veins can easily be distinguished from the magmatic cumulate 

texture, which rather shows an intricate association with the gangue. Sulphide planar alignments 

parallel to the veins can be observed in their immediate proximity. The corresponding 3D model 

does not show any link between such alignments and the hydrothermal vein itself. The 

resolution of microCT imagery may be insufficient to allow the identification of small fractures 

that may have acted as pathways for hydrothermal fluids within the host rock. A cogenetic link 

between hydrothermal vein and adjacent sulphide phases may be a reasonable assumption. 

Similar Fe isotope compositions between hydrothermal chalcopyrite and adjacent sulphide 

veinlets indicate precipitation of chalcopyrite from hydrothermal fluids into a network of 

veinlets along the contacts to hydrothermal mineralization, which lends further support to this 

hypothesis (Section 6.3.4.2) (Le Bras et al., 2020). 
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Figure 4.7: Model of the sulphide mineralization formation within the Loolekop Pipe. The first step shows the successive 
intrusion of melt pulses, each forming phoscorite along their external boundaries and carbonatite towards the core of the 
intrusion as well as sub-vertical sulphide layers. The second step is characterized by a structural event and the precipitation of 
chalcopyrite from high-temperature hydrothermal fluids along the fractures. The third step shows the appearance of valleriite 
associated to late-stage fractures in chalcopyrite and bornite layers. 
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4.5.4 Late-stage alteration characteristics 

Three hypotheses exist regarding the origin of valleriite within the Loolekop Pipe: (i) 

alteration and replacement of magmatic and hydrothermal sulphides by valleriite (Lombaard et 

al., 1964; Palabora Mining Company Ltd Staff, 1976; Giebel et al., 2017; Milani et al., 2017a); 

(ii) dissolution of magmatic and hydrothermal sulphide phases and re-precipitation of dissolved 

material as valleriite (Giebel et al., 2017; Milani et al., 2017b); and (iii) deposition of a thin 

valleriite film on the primary sulphides (Palabora Mining Company Ltd Staff, 1976). The 

hypothesis (ii), through desulphurization of primary sulphides by an oxidizing fluid resulting 

in the formation of both valleriite and magnetite, represents the most likely possibility (Figs. 

4.5a and 4.5b) (Le Bras et al., 2020).  

Microscopic observations and microCT analysis show an alteration of magmatic sulphide 

by late-stage fluids as well as their dissolution and re-precipitation as valleriite along adjacent 

fractures (Figs. 4.3b and 4.6d, Appendix I, sample 57). A dissolution ï (re)precipitation cycle 

related to late-stage fluid circulation is very likely, but valleriite may predominantly be the 

result of in-situ magmatic sulphide alteration as shown by the dominant presence of valleriite 

at the external boundaries and along fractures within magmatic sulphide phases (Figs. 4.3 and 

4.6). Gangue-filled fractures in proximity to valleriite ï magmatic sulphide assemblages 

support fluid circulation and in-situ replacement of primary sulphides by valleriite. Three-

dimensional models do not show any major fractures filled with valleriite across the host rock 

(Appendix I, sample 53), implying a limited transport of the dissolved material. 

Valleriite is heterogeneously distributed among the samples: some samples do not show 

any alteration of the chalcopyrite ï bornite assemblages to valleriite. Circulation of late-stage 

fluids may have been facilitated by a structural event. The latter formed fault and shear zones 

in the pipe, postdating the emplacement of magmatic and hydrothermal mineralization (Fig. 

4.7). The absence of fractures and veins, conversely, prevented fluid circulation and, 

consequently, the formation of valleriite, leaving primary sulphide assemblages intact.  

 

4.5.5 Gas bubbles as potential carriers of sulphide liquid 

Phlogopite dispersed within the carbonated gangue is seen to be surrounded by a sulphide 

aureole, most likely chalcopyrite and/or bornite (Fig. 4.8, Appendix I, sample 31). Valleriite is 

unlikely to occur in this context due to the relatively high brightness of the phase of interest. 

Iron sulphides are also not plausible since these phases remained at depth as indicated in 

Chapter 3. This rare feature, only observed in one sample, may suggest transport of a fraction 

of the sulphide liquid by exsolved gas bubbles, which further crystallized as gangue minerals 
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as suggested by the subspherical shape of the disseminated phlogopite (Mungall et al., 2015; 

Barnes et al., 2019). The lack of evidence for this feature may be explained by emplacement of 

one single pulse that was carrying gas bubbles.  

 

Figure 4.8: Phlogopite (dark grey) surrounded by sulphide aureoles (light grey) in a calcite matrix. 

 

4.6 Conclusions 

MicroCT analysis of several drill core samples, representing three major rock types 

(phoscorite, banded and transgressive carbonatites) within the Loolekop Pipe, reveal the 

presence of sub-vertical sulphide layers parallel to alternating bands of phoscorite and banded 

carbonatite. Such layers are composed of (i) small (< 1 mm) dispersed sulphides, (ii) elongate 

flat sulphide aggregates (> 1 mm) and (iii) chalcopyrite cumulates (mm-wide). The irregular 

and granular surface of elongate aggregates parallel to the layer axis suggests that they formed 

by accumulation of discrete sulphide grains. Modal proportions of bornite and chalcopyrite are 

highly variable from one layer to another, suggesting the presence of compositionally different 

sulphide liquids producing magmatic sulphide phases. The alternating distribution of banded 

carbonatite and phoscorite within the Loolekop Pipe and the involvement of several ore-
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forming sulphide liquids reinforce the notion that the banded carbonatite ï phoscorite complex, 

as well as the sulphide layers, are the result of emplacement of several magma pulses. Such 

pulses became more depleted in Fe-oxides, silicates and phosphate in the course of intrusive 

activity. Melt immiscibility, rotation and involvement of several magma pulses may have 

resulted in the formation of alternating bands of carbonatite and phoscorite. Formation of sub-

vertical sulphide layers hosted by these two rock types is linked to the same processes. Sulphide 

textures formed in response to changing conditions during magma emplacement. Dispersed 

sulphide layers may have formed from a restricted amount of melt/sulphide liquid. Sulphide 

patches may be related to the association of dispersed sulphides from a moderate amount of 

melt/sulphide liquid, and sulphide cumulates from larger volumes of melt/sulphide liquid, 

pushing sulphide phases and phoscorite towards the external boundaries of the intrusive body. 

High-temperature hydrothermal fluids precipitating large amounts of chalcopyrite along 

fractures across the Loolekop Pipe also circulated within small fracture networks adjacent to 

the hydrothermal vein itself, forming small-sized chalcopyrite veinlets in the host rocks. 

Valleriite was derived from the alteration of pre-existing magmatic sulphides. No 

valleriite has been observed in fractures across the gangue, indicating a limited Cu mobility. 

The alteration is heterogeneously distributed across the Loolekop Pipe and was likely controlled 

by the presence of fractures. Only sulphides in proximity to fractures were affected by late-

stage alteration and valleriite formation, leaving parts of the magmatic and hydrothermal 

sulphide layers unaltered. 
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5. Chapter 5: 

Copper and Iron Isotopic Analysis and Spatially Resolved Sampling: A New Method 

for Ore Characterization 

 

5.1 Introduction  

Over the years, Cu and Fe isotopic analysis has proved to be a useful tool for the 

characterization of various geological processes, such as partial melting, metasomatism or 

fractional crystallization (Dauphas et al., 2014; Zambardi et al., 2014; Liu et al., 2015; Savage 

et al., 2015; Dauphas et al., 2017; Moynier et al., 2017; Johnson et al., 2020). Copper and Fe 

isotopic compositional variation in sulphides and oxides has been used to characterize ore 

deposits through analysis of mineral separates. However, this method has a significant 

drawback: small-scale isotopic variations cannot be properly measured and, therefore, some 

ore-forming processes remain undetected. In-situ sampling techniques, combined with ion 

exchange chromatography for fraction purification prior to mass spectrometry, may solve this 

problem and provide spatially resolved results for optimized paragenetic interpretation. 

Sulphide and oxide sampled by in-situ techniques, however, can contain significant 

amounts of Cu and Fe and, consequently, need specific chemical processing during 

chromatography to avoid isotopic fractionation during elution or poor recovery. Several ion 

exchange chromatography procedures already exist to handle silicate samples, but none are 

dedicated to sulphides or oxides. This chapter documents a new method specifically designed 

for the ion exchange separation of Cu and Fe fractions from sulphide and oxide ore-minerals. 

This method is then applied to processing and measurement of Cu and Fe isotopes from Cu-

sulphides of the Loolekop Pipe as described in Chapter 6. 

 

5.2 Background 

5.2.1 Isotope fractionation processes 

Iron isotope systematics have been extensively used to investigate different types of 

geological processes for a better understanding of Earth formation and evolution over time 

(Beard and Johnson, 1999; Schoenberg and von Blanckenburg, 2006; Weyer and Ionov, 2007; 

Chapman et al., 2009; Sossi et al., 2012; Dauphas et al., 2017; Johnson et al., 2020). Since the 

advent of multi collector (MC)-ICP-MS, in which mass bias is easier to correct for than in TIMS 

measurements (Thermal Ionization Mass Spectrometry), the use of Fe isotopes has expanded 

significantly over the last two decades (Beard and Johnson, 1999; Belshaw et al., 2000; 

Dauphas et al., 2009b; Millet et al., 2012). Several types of fractionation processes can account 
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for variations in Fe isotopic compositions in rocks and minerals. They can be divided in two 

categories: (i) kinetic and (ii) equilibrium processes (Dauphas et al., 2017; Johnson et al., 2020).  

The first category consists of diffusion, thermal diffusion, condensation, evaporation, as 

well as various other kinetic processes. Diffusion is a simple process, which is based on the 

ability of light isotopes to move more easily than the heavy ones. This is also the case for 

thermal (or Soret) diffusion, where light isotopes move towards the high temperature parts of a 

system and the heavy towards the colder regions (Lundstrom, 2009; Zambardi et al., 2014). 

Such phenomenon can be characterized and quantified by the following equation:  

      (5.1) 

where Di and Dj are the diffusivities of two isotopes i and j, with mi and mj representing their 

masses, respectively. Beta (ɓ) is between 0, where no fractionation occurs, and 0.5, where 

equipartition of monoatomic gas energy occurs (Dauphas et al., 2017). Soret diffusion can 

explain various Fe isotopic fractionation phenomena during geological processes and Fe 

isotopic compositions of different rock types. Richter et al. (2009a and b), Huang et al. (2010) 

and Zambardi et al. (2014) have suggested that Fe isotopic variations in magmatic suites may 

be related to thermal fractionation. Heavy Fe isotopes concentrate towards the cold area of a 

magmatic suite during differentiation. 

Condensation processes are poorly constrained, and cannot therefore be properly 

quantified. However, evaporation can be characterized and modelled by the Hertz-Knudsen 

equation (Dauphas et al., 2017). Isotopic fractionation occurring during evaporation can be 

calculated as follows (Richter et al., 2002, 2007; Richter, 2004; Dauphas et al., 2015): 

ῳ ῳ ρ ῳ   (5.2) 

where P is the vapour partial pressure, PSat the pressure of saturation, ȹEquilibrium the isotopic 

fractionation factor at equilibrium and ȹKinetic defined as: 

ῳ ρπππ ρ    (5.3) 

where ɔi and ɔj are the evaporation coefficients of isotopes i and j, and mi and mj, their masses, 

respectively. 

High-temperature evaporation processes are rare. Most of them occur as stellar 

phenomena, such as Fe evaporation from solar nebulae (Mullane et al., 2005) or planet 
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collisions (Poitrasson et al., 2004). Isotopic fractionation related to chemical reaction kinetics 

is the least understood isotopic fractionation phenomenon. Most work thus far has focused on 

redox reactions under experimental conditions (Dauphas et al., 2017). Kinetic isotopic 

fractionations are complex processes, which are difficult to quantify and characterize. They are 

most likely the combination of several processes, which may produce isotopic fractionation 

such as redox and diffusion. 

Equilibrium isotopic fractionation processes in mineral-mineral (Dauphas et al., 2004; 

Dauphas et al. 2007; Shahar et al., 2008), mineral-melt (Schuessler et al., 2007; Poitrasson et 

al., 2009; Shahar et al. 2015; Sossi and OôNeill, 2017), fluid-fluid (Welch et al., 2003; Hill and 

Schauble, 2008) and fluid-mineral pairs (Skulan et al., 2002; Wiesli et al. 2004; Wu et al., 2010; 

Saunier et al., 2011; Frierdich et al., 2014) can also be constrained by the use of Fe isotopic 

analysis. An equilibrium process is the isotope exchange between two phases until 

thermodynamic equilibrium is reached. In such processes, isotopic fractionation is directly 

related to Fe bond strength, coordination and redox state (Urey, 1947; Dauphas et al., 2017). 

Isotopic fractionation is dependent on the bond strength of Fe in its environment (Bigeleisen 

and Mayer, 1947). Heavy Fe isotopes are characterized by high valence and low coordination. 

According to OôNeil (1986), the isotopic equilibrium fractionation factor between two phases 

A and B is defined as: 

‌ Ὑ
Ⱦ
ȾὙ

Ⱦ
     (5.4) 

This coefficient formulates the fractionation between two phases (see above), with R 

being the abundance ratio between the rare isotope (i) and the abundant one (j). It can also be 

written as following: 

ῳ ‏ ‏ ρπππὰὲ‌    (5.5) 

or, alternatively as: 

ῳ ρπππὰὲ‍ὰὲ‍    (5.6) 

The latter is based on calculations and is not measured, which is a significant advantage 

since the error is smaller. Such calculations are made using Density Functional Theory for the 

determination of 1000lnɓ to compute the electronic orbitals and vibrational frequencies of 

chemical species (Blanchard et al., 2009; Rustad and Dixon, 2009; Fujii et al., 2014). Other 

calculation approaches exist such as the Hartree-Fock and Møller Plesset methods, as 

mentioned by Fujii et al. (2014). These methods and applications for ɓ-factor calculations are 
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explained in detail in many studies (Anbar et al., 2005; Wells et al., 2005; Hill and Schauble, 

2008; Ottonello and Zuccolini, 2009; Schauble et al., 2009). 

In the case of equilibrium processes, Fe can help to characterize two types of systems. 

The first one consists of the complete exchange of isotopes between two phases and is referred 

to as a closed system (Johnson et al., 2020). According to Criss (1999), the isotopic 

fractionation values for this setting can be approximated as: 

Ὁ‏ Ὁ‏ ῳ     (5.7) 

where E is the element of interest, A and B are the two phases of the system, such that:  

ῳ ρπππ‌ ρ    (5.8) 

As mentioned above, several types of equilibrium processes occur in geological settings. 

The first type involves mineral-melt and mineral-mineral fractionation. Many studies focused 

on the fractionation of Fe isotopes between minerals and melts (Sossi et al., 2012; Williams et 

al., 2018; Ding et al., 2019; Peters et al., 2019), providing important information on the 

behaviour of isotopes during melting or fractional crystallization. In studies of natural isotopic 

fractionation between minerals and melt, experimental work has been successfully carried out 

under high pressure and temperature conditions for the determination of Fe isotopic 

fractionation in different systems (Shahar et al., 2008; Poitrasson et al., 2009; Sossi and OôNeill, 

2017). The presence of significant amount of S in a metal-rich phase tends to encourage the 

fractionation of heavy isotopes in the latter (Poitrasson et al., 2009; Shahar et al., 2015). 

Mineral-mineral and mineral-melt fractionations are controlled, like most of the isotopic 

variation, by Fe coordination and valence in the minerals concerned and the associated redox 

reactions (Sossi and OôNeill, 2017). Mineral-fluid and fluid-fluid fractionation is particularly 

complex to quantify since it is difficult to reach equilibrium in such systems experimentally, 

and kinetic processes are most likely involved during the isotope fractionation processes. As 

for most of the equilibrium and kinetic fractionation processes, equilibrium between Fe2+ and 

Fe3+ in solution plays a significant role (Johnson et al., 2002; Welch et al., 2003), but 

temperature, more so than in other systems, plays a preponderant role and can produce a 

significant change in fractionation (Saunier et al., 2011). 

The constant removal of a phase B from a system A during a Rayleigh fractionation 

process causes isotopic fractionation. Rayleigh fractionation occurs in open and closed systems, 

in both equilibrium and kinetic environments. The isotopic fractionation in such conditions is 

modelled according to the following equation (Rayleigh, 1902): 
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Ⱦ

Ⱦ Ὢ      (5.9) 

where f is the remaining fraction of A and [Ri/j] i is the initial isotopic ratio. As mentioned by 

Johnson et al. (2020), the phases produced by a Rayleigh fractionation are isolated from the 

system and cannot be involved in further isotopic fractionation. The fact that the products are 

isolated suggests that large variations in isotopic composition will result.  

High-temperature processes have been extensively investigated through Fe isotope 

systematics since the end of the 1990 with a specific focus on silicate Earth and mantle 

processes. It has been demonstrated that the Earth has a heavier Fe isotopic composition than 

chondrites (Poitrasson et al., 2004). This may be related to a vaporisation process that occurred 

during a hypothetical collision between Earth and another planet, which subsequently caused 

isotopic fractionation (Poitrasson et al., 2004). A recent study by Lesher et al. (2020) has 

suggested that the Fe isotopic fractionation process is related to Soret diffusion involving the 

mantle as cold end of the system and the earth core as its hot end. Multiple studies (Williams et 

al., 2005; Weyer and Ionov, 2007; Williams and Bizimis, 2014) have focused on the 

characterization of mantle processes at the origin of Fe isotopic fractionation, such as partial 

melting and metasomatism. Successive processes of depletion and re-fertilization may have 

initiated a heterogeneous mantle in terms of Fe isotopic composition. However, mantle values 

systematically overlap with the chondrite Fe isotopic range (Williams et al., 2005; Schoenberg 

and von Blanckenburg, 2006; Dauphas et al., 2007; Craddock and Dauphas, 2011; Poitrasson 

et al., 2013; Dauphas et al., 2017). Craddock et al. (2013) found similar Fe isotopic ratios in 

abyssal peridotite and chondrite. Williams and Bizimis (2014) have shown that partial melting 

events produce enrichment of the melt in heavy isotopes. To explain this Fe isotopic 

distribution, Weyer and Ionov (2007) proposed partial melting-related isotopic fractionation 

based on Rayleigh distillation of a peridotite source rock, and found a residue-melt Fe 

fractionation value of 0.1 - 0.3ă. By using an isotopic fractionation model exclusively driven 

by changes in Fe oxidation state during partial melting, Dauphas et al. (2009a) found similar 

fractionation values (0.24ă at a 10% partial melting).  

Iron isotope fractionation also occurs in crustal silicate rocks. The enrichment in heavy 

isotopes seems to be positively correlated with their SiO2 content (Poitrasson and Freydier, 

2005; Heimann et al., 2008): rhyolites and granites are enriched in heavy isotopes relative to 

other crustal rock types. Several explanations have been suggested to describe this feature. The 

first proposes Fe leaching by Cl-rich fluids, preferentially remobilizing light isotopes (Chapman 

et al., 2009). Isotopic fractionation through Soret diffusion has also been suggested (Zambardi 
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et al., 2014). However, the most likely option remains fractional crystallization combined with 

diffusion (Sossi et al., 2012).  

Iron isotopes have been successfully used for the characterization of Fe-sulphide and 

oxide ore deposits (Graham et al., 2004; Wang et al., 2011, 2015; Weis, 2013; Wawryk and 

Foden, 2015; Hiebert et al., 2016; Zhu et al., 2016; Günther et al., 2017; Zhao et al., 2019). 

Variations of Fe isotopic composition in ore minerals have been useful to characterize the ore-

forming mechanisms of a deposit, in particular the presence of low or high-temperature 

processes. Significant differences exist between Fe-bearing sulphides in terms of their Fe 

isotopic composition. 

In a similar way, Cu isotope systematics have been used to characterize geological 

processes since the pioneering work of Maréchal et al. (1999) and the use of MC-ICP-MS 

instead of TIMS for isotopic analysis, with standard-sample bracketing (SSB) and elemental 

doping (Belshaw et al., 2000; Mason et al., 2004; Peel et al., 2008; Larner et al., 2011; Sossi et 

al., 2015). Copper isotopic fractionation mechanisms are similar to those that control Fe. As for 

Fe, many studies investigated Cu isotopic fractionation processes by determining the 

equilibrium constant for isotopic exchange lnɓ by ab-initio calculations based on wave function 

of atoms (Fujii et al., 2013, 2014; Sherman et al., 2013). Such lnɓ constants allow the direct 

calculation of isotopic fractionation between two phases without any measurements as 

described by Equation 5.6. 

Copper isotope systematics have been used for the characterization of rocks and rock-

forming processes (Ben Othman et al., 2006; Li et al., 2009; Fellows and Canil, 2012; Lee et 

al., 2012; Liu et al., 2015; Savage et al., 2015; Huang et al., 2017). Significant work has been 

done over the years on determining the Cu isotope composition of chondrites, revealing a wide 

variation range (Luck et al., 2003, 2005; Barrat et al., 2012). Such variations may be due to 

mixing of different components during early solar processes (Moynier et al., 2017). The silicate 

Earth also has wide Cu isotope compositional variations (Liu et al., 2015). Such variations, as 

with Fe isotopic ratios, depend on the different successive partial melting-metasomatic 

processes in the mantle, and, as with Fe, the Cu isotopic ratio for Bulk Silicate Earth is therefore 

particularly difficult  to estimate (Moynier et al., 2017). Several studies focusing on Cu isotopic 

ratios in various rock types (komatiites, ocean island basalts, granites, peridotites) suggest 

limited Cu isotope fractionation during partial melting (Ben Othman et al., 2006; Li et al., 2009; 

Lee et al., 2012). Unlike igneous rocks whose Fe isotopic signatures are similar to that of the 

mantle, surficial processes, such as weathering, initiate very strong Cu isotopic fractionation.  



64 

 

Several studies (Graham et al., 2004; Fernandez and Borrok, 2009; Mathur et al., 2010; 

Ikehata et al., 2011; Asadi et al., 2015; Mathur and Fantle, 2015; Baggio et al., 2018; Kim et 

al., 2019; Zhao et al., 2019) have successfully investigated ore formation processes by 

measuring Cu isotopic variations. It is noted that magmatic mineralization is characterized by 

~ -1ă < ŭ65Cu < ~ 1ă, while alteration minerals have an extremely wide Cu isotopic range (~ 

-16.5ă to 10ă). The main parameter controlling Cu isotopic fractionation is most likely 

related to the distribution of its isotopes among minerals with Cu in different oxidation states 

through variations in Cu-anion bond strength and coordination of Cu species (Zhu et al., 2002; 

Ehrlich et al., 2004; Mathur et al., 2005). The large isotopic variation of supergene 

mineralization in many ore deposits affected by weathering processes supports the predominant 

role of redox reactions in Cu isotope variations (Asael et al., 2009; Mathur and Fantle, 2015; 

Baggio et al., 2018; Zhao et al., 2019). Despite a probable influence of phase equilibrium 

fractionation on Cu isotopic budget, the influence of such processes may not have been 

predominant (Markl et al., 2006a; Moynier et al., 2017). 

 

5.2.2 Ion Exchange Chromatography 

Ion exchange chromatography (IEC) was discovered in the middle of the 20th century and 

has been used since then to separate specific chemical elements from their host matrix (Kraus 

and Moore, 1953; Nelson and Kraus, 1958). This versatile process is used in various disciplines, 

from isotopic geochemistry for research purposes to industrial mining processes, where it is 

aimed at the recovery of materials of economic interest. Several variations of the separation 

procedure have been suggested, involving different types and volumes of acid at various 

concentrations. 

Pioneering work by Maréchal et al. (1999) established separation of Fe, Cu and Zn by ion 

exchange chromatography, from several rock types and geological standards. Subsequently, 

several changes concerning the chemical procedure have been suggested (Chapman et al., 2006; 

Borrok et al., 2007; Larner et al., 2011; Sossi et al., 2015), as well as for MC-ICP-MS 

measurement parameters (Zhu et al., 2000; Weyer and Schwieters, 2003; Arnold et al., 2004; 

Mason et al., 2004; Millet et al., 2012; Liu et al., 2014; Chen et al., 2017). Much research 

focused on sulphide ore deposits, including mineralization processes in hypogene and 

supergene deposits, by Cu isotopic analysis, and successfully identified different 

crystallization/precipitation events (Markl et al., 2006a; Mathur et al., 2010). However, in most 

of the cases, ore deposits have not been investigated using coupled Cu and Fe isotopes, with 
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only a few exceptions (Graham et al., 2004), which may limit our understanding of the ore-

forming processes. 

The necessity to use combined Fe and Cu isotopes to characterize Cu-sulphide ore 

deposits is described in detail in the following parts of this chapter. In addition, a modified ion 

exchange chromatography procedure based on the work of both Maréchal et al. (1999) and 

Sossi et al. (2015) is also suggested to be applicable to sulphides from various Cu and Fe ore 

deposits. 

 

5.3 Sampling 

Various studies aiming at understanding the mineralization processes in a Cu ore deposit 

have used handpicked sulphides for Cu and/or Fe isotope analysis (Graham et al., 2004; Markl 

et al., 2006b; Mathur et al., 2010, Wang et al., 2011; Mathur et al., 2012; Asadi et al., 2015; 

Wang et al., 2017; Baggio et al., 2018). However, in the case of complex ore assemblages, 

where mineralogy can change at the scale of several hundred µm, such a procedure is inaccurate 

and does not take into account potential small-scale ore-forming processes. As a matter of fact, 

in the case of small-scale ore assemblage variations, corresponding isotopic fractionation 

processes cannot be detected by large-scale sampling. When using whole-rock or large sulphide 

samples, the resultant isotopic ratios will reflect an isotopic average of potentially many small-

scale process(es) that affected the assemblage. The use of spatially resolved sampling, such as 

laser cutting and micro-drilling, may avoid this problem and improve the understanding of 

sulphide paragenesis in ore deposits. 

 

5.3.1 Laser microtomy 

Laser cutting as a sampling method has been considered in this study to solve the small-

scale isotopic fractionation problems (Logue et al., 2018). Its high spatial resolution makes this 

method particularly relevant for complex assemblages. Several studies have already used a laser 

to perform in-situ stable isotope analysis, by connecting a mass spectrometer to the laser (Spötl 

et al., 2006; Chmeleff et al., 2008; Gilbert et al., 2014; Frick et al., 2016). However, such in-

situ analysis does not separate the element(s) of interest from the matrix, which may cause 

major interferences during measurements. Ion exchange chromatography is the most suitable 

method to separate the analyte from a geological matrix.  

The laser cutting method was employed in this study on a standard thin section to provide 

precise, controlled and spatially-resolved sampling of Cu-sulphides. Sulphide-rich areas were 

defined on drill -core pieces from which a 100 to 150 µm thick polished section was prepared. 
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Crystalbond 509 resin was used during the preparation of the thin section. This resin easily 

dissolves in acetone, making it possible to extract the area of interest from the rest of the thin 

section after laser cutting. In this study, we used a New Wave UP 213 (213 nm) laser with a 

Nd-YAG ESI Tempest-10 source. The most suitable sampling area is defined based on sulphide 

assemblage size and texture. Once cut, a small volume of acetone is applied to the area of 

interest and the resin below the sample subsequently dissolved. A small volume of acetone is 

necessary to avoid the dissolution of all the resin in the polished section. The extracted sample 

is then transferred into a drop of MilliQ H2O and taken with a pipette for further processing. 

Laser tuning is a necessary step to avoid melting or disaggregation of the target. Several 

parameters were optimized to determine the optimal laser cutting parameters for sulphides, such 

as the spot size (55, 30, 15 and 12 µm), the laser repetition rate (10, 12, 14, 16, 18 and 20 Hz), 

the energy output (50, 60, 70, 80 and 90%), and the number of passes over the designated path. 

The laser speed at the sample surface was fixed at 70 µm.s-1 for an optimal comparison of the 

other parameters. It was observed during laser cutting tests that medium and high-energy output 

(>50%) and repetition rates (>12 Hz) trigger melting of the sample surface, as well as along the 

walls of a cut fragment. Since there are no homogeneous isotopic certified sulphide standards, 

it is impossible to test if the melting caused any isotopic fractionation by thermal diffusion. In 

comparison with the size of the samples, this effect could be negligible, but further 

investigations are necessary before ruling out the possible influence of this process. Spot size 

does not have any influence on the laser cutting efficiency, but affects acetone infiltration into 

the resin bed. Fast infiltration may promote the dissolution of acetone over a significant surface. 

On the other hand, if the cut is too narrow, the resin dissolution will be too slow or even 

insufficient to ensure optimal extraction of the sample. Optimal parameters for laser cutting are 

a repetition rate of 10 Hz combined with a 50% energy output to avoid eventual melting of the 

sample. Since both the repetition rate and the energy output have to be maintained at a low 

level, the number of passes has to be high to cut the entire sulphide/rock slice and reach the 

resin bed. Tests revealed that a minimum of 60 passes is necessary to reach the resin requiring 

a very long time (up to 7 h) to delineate the target.  

The Crystalbond 509 resin was analyzed by ICP-MS to detect trace elements, which may 

cause problems during sample processing (Table 5.1). The presence of Cu and Zn at the ppm 

level in the resin requires careful cleaning of the resin from the sample, which given its sticky 

state once dissolved by acetone, can be delicate. Considering the usually small amount of 

sample extracted from the thin section, it is likely that the resin may affect the isotopic analysis 

results. After deliberating the abovementioned observations and required parameters, for 
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matters of convenience, time and cost optimization, laser cutting, despite its high spatial 

precision, is not the most suitable method for sulphide sampling, and was consequently not 

implemented for routine sulphide sampling for isotopic analysis in this study. 

 

Table 5.1: Trace element composition of the resin Crystalbond 509. 

 Element Resin Crystalbond 501 (ppm) 

Li 0.024 

P 16.102 

Sc 0.033 

Ti 0.138 

V 0 

Cr 0.726 

Co 0.031 

Ni 0.502 

Cu 3.639 

Zn 3.244 

Ga 0 

Rb 0.008 

Sr 0.088 

Y 0.002 

Zr 0.167 

Nb 0 

Ba 0.084 

Sn 0.121 

Cs 0 

La 0.153 

Ce 0.058 

Pr 0.005 

Nd 0.031 

Sm 0.004 

Eu 0 

Gd 0.004 

Tb 0 

Dy 0 

Ho 0 

Er 0 

Tm 0 

Yb 0 

Lu 0 

Hf 0.001 

Ta 0 

W 0.143 

Pb 0.168 

Th 0.006 

U 0 
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5.3.2 Drilling  

The second sampling technique investigated in this study is able to provide high spatial 

resolution. It utilizes a Dremel® 4000 drilling tool with a Dremel® diamond stainless steel drill 

bit (1 mm Ø) to drill into sulphide-rich drill core pieces mounted in epoxy resin. The procedure 

is as follows: first, the work space and the drilling tools are protected with plastic film in order 

to avoid any possible contamination of the sample by external material from surrounding 

surfaces or the metallic parts of the Dremel® Tool. Before drilling, a drop of 18.2 Mɋ.cm-1 

MilliQ H 2O is added onto the region of interest. The sulphide is then carefully drilled at 4000 

rpm. The resulting MilliQ H2O-hosted sulphide powder is taken in a pipette and transferred into 

a Savillex® 15 mL capacity beaker closed with a lid. The polished mount surface is rinsed three 

times with MilliQ H2O to ensure that all of the drilled material is collected. The samples are 

then evaporated to dryness and weighed before being dissolved. Between samples, the drill bit 

was placed in an ultrasonic bath for 30 minutes before being rinsed successively with both 

MilliQ H 2O and acetone. 

The drilling technique, despite a lower resolution than laser cutting, is easier to carry out 

since it does not require heavy equipment, is comparatively fast and can be performed directly 

in a dedicated space in the chemistry lab, limiting potential sample contamination. However, 

this method is limited in terms of spatial resolution by the diameter of the drill bit, which may 

be too wide for some complex mineral assemblages. Moreover, sulphide assemblages are 

visible only on the surface of polished mounts, and their nature may be different below that 

surface. The laser technique, due to the use of a thin section instead of a polished mount, avoids 

this problem. A potential issue for polished mount drilling may be sample contamination by the 

drill bit itself. This problem is exclusively related to the type and quality of the drill bit used, 

and can be consequently fixed by changing the drill bit. During implementation of the 

technique, quality control was considered to be necessary to evaluate contamination of the 

sample by the drill bit (Table 5.2). Quality control was achieved by drilling into a natural quartz 

crystal. Both the sampled material and an undrilled piece of quartz were analyzed for trace 

element concentrations with a Thermo Scientific iCAP ICP-MS for comparison. No perceptible 

difference in element concentrations was determined for nearly all the analyzed elements, 

indicating the reliability of this technique. In fact, a natural sample may have a slightly 

heterogeneous trace element composition and variations of Cu and Zn contents. The higher Ni 

content in the drilled sample may suggest the presence of Ni-rich inclusions in the natural 

material. Contamination of the sample by the drill bit during drilling causing the Ni anomaly 

cannot be entirely ruled out. 
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Table 5.2: Trace element composition of drilled natural quartz against the composition of undrilled sample. 

 

  

Element Drilled (ppm) Non-drilled (ppm) 

Li 5.031 6.358 

P 5.785 4.749 

Sc 0.043 0.024 

Ti 5.705 3.778 

V 0.234 0.1 

Cr 1.164 1.308 

Co 0.056 0.066 

Ni 217.001 3.374 

Cu 2.612 3.586 

Zn 6.4 4.737 

Ga 0.04 0.036 

Rb 0.276 0.131 

Sr 2.339 0.634 

Y 0.029 0.017 

Zr 0.281 0.406 

Nb 0.021 0.011 

Sn 0.155 1.032 

Cs 0.037 0.007 

Ba 2.558 1.66 

La 0.177 0.138 

Ce 0.052 0.363 

Pr 0.007 0.007 

Nd 0.031 0.028 

Sm 0.005 0.006 

Eu 0.002 0.001 

Gd 0.005 0.006 

Tb 0.001 0.001 

Dy 0.005 0.004 

Ho 0.001 0.001 

Er 0.004 0.004 

Tm 0.001 0.001 

Yb 0.005 0.004 

Lu 0.001 0.001 

Hf 0.024 0.012 

Ta 0.019 0.013 

W 0.089 0.048 

Pb 0.3 4.131 

Th 0.011 0.02 

U 0.011 0.008 
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5.4 Chromatography mechanisms and method choice 

The separation of Cu, Fe and Zn from a matrix by ion exchange chromatography is based 

on the different adsorption properties of these metals with respect to a polymer-composed resin. 

Their adsorption is dependent on the molarity of the acid (HCl for this procedure) used for the 

elution (Table 5.3). Elements can therefore be adsorbed and eluted by successive changes of 

HCl concentration, exploiting these characteristics (Kraus and Moore, 1953). The equilibrium 

factor D, defined as the mass of an element on resin divided by the mass of this element in 

solution multiplied by 100, is also an important parameter to determine the behaviour of 

chemical elements during the ion exchange chromatography. The AG MP-1 resin is the most 

commonly used medium for the separation of Cu, Fe and Zn by ion exchange chromatography 

(Maréchal et al., 1999; Archer and Vance, 2004; Borrok et al., 2007; Dauphas et al., 2017). It 

is well accepted that the AG MP-1 resin has an excellent retention capacity for Cu (van der 

Walt et al., 1985) and is therefore used when all Fe and Cu has to be recovered for independent 

isotopic analysis (Liu et al., 2014). However, if the purpose is also to separate Cu from Fe, the 

equilibrium factor ratio DFe/DCu must be the determining criterion for the selection of the resin 

and the chromatography procedure. According to van der Walt et al. (1985), the AG1-X8 resin 

is the optimal resin to fulfil  such requirements. AG1 resins are able to strongly retain Fe in its 

ferric form. Despite a lower retention of Cu in the AG1 resins, careful examination of the Cu 

elution timing relative to the matrix makes their use possible. The presence of a significant tail 

of the matrix elution peak is due to the presence of matrix-derived cations in some test samples, 

therefore a second chromatography procedure needs to be systematically performed to obtain 

pure Cu and Fe fractions. The D factors for the elements of interest when applying the AG1-

X8 resin range from 13.1 to 21.2 for Cu2+ and from 340 to 3400 for Fe3+ at 6 mol L-1 HCl (Table 

5.3; van der Walt et al., 1985). It has been demonstrated that the sample composition influences 

the first elution step: Sossi et al. (2015) mentions that the breakthrough point of the resin is 

different for two different standards, which implies that the matrix-hosted cations eluting 

immediately are responsible for such a phenomenon. In the case of pure sulphides, such a 

problem may be considered negligible due to the trace-level of other chemical elements. 

However, in case of complex sulphide assemblages associated with gangue, such processes 

have to be taken in account. This possibility highlights the importance of mm- to µm-scale 

spatially resolved sampling.  
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Table 5.3: Distribution coefficients D for Cu and Fe for several ion exchange resins depending on the molarity of eluting acid 
(modified after van der Walt et al., 1985). 

Resin Ion 
HCl molarity (mol L-1) 

3 5 7 8 9 

AG MP-1       
 Cu2+ 13.2 27.2 39.9 39.0 36.4 
 Fe3+ 19.6 158 1390 3100 3800 
       
AG1-X2       
 Cu2+ 3.8 8.6 14.4 15.2 14.6 
 Fe3+ 5.0 30.0 256 570 1170 
       
AG1-X4       
 Cu2+ 2.3 7.4 15.4 15.6 15.8 
 Fe3+ 9.7 75 694 1550 2740 
       
AG1-X8       
 Cu2+ 4.0 13.1 21.2 23.1 21.2 
 Fe3+ 35.6 340 3400 7500 >104 
       
AG1-X10       
 Cu2+ 4.2 15.2 23.1 25.7 23.6 
 Fe3+ 31.0 319 2700 7200 >104 
       

 

The complexity of sulphide assemblages, natural ones being typically heterogeneous in 

composition, makes the calculation of the maximum amount of material, which can be put on 

the resin, challenging. Therefore, extra care is required when calculating the maximum amount 

of sulphide sample to be loaded on the resin. Indeed, the exact nature of the sample remains 

unclear, because only the surface of the sulphide is exposed during drilling. The amount of Cu 

and Fe passing through the resin can only be approximated in the case of natural sulphides in 

complex assemblages. It implies that the breakthrough point must be maximized to avoid 

overloading. If the sample amount exceeds the resin capacity, it would initiate the early elution 

of fractions of interest, as well as induce isotopic fractionation. It has to be highlighted that such 

approximation requires quantitative analysis prior to mass spectrometry to optimize dilution. In 

the case of a bornite-dominated sample, the optimal sample amount for chromatography needs 

to be calculated assuming the ideal bornite composition (Cu5FeS4). As a matter of fact, under 

oxidized conditions and after conversion to chloride form, Cu reacting with the resin will be 

CuCl2-
4 (Anbar et al., 2000; Maréchal and Albarède, 2002). This ion will consequently occupy 

two sites in the resin according to the following reaction: 

2(R-Cl-) + CuCl2-
4 ė 2R-CuCl2-

4 + 2Cl-             (5.10)  
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Iron, on the other hand, will form FeCl-4 species in chloride form and in an oxidized 

environment and will bond to the resin as described by the following reaction: 

R-Cl- + FeCl-4 ė R ï FeCl-4 + Cl-             (5.11) 

The use of H2O2 during the elution of the matrix and Cu is essential to keep the elements 

of interest oxidized and therefore to prevent their early elution. This is particularly relevant for 

Fe, which needs to be in trivalent state to be properly fixed onto the resin (van der Walt et al., 

1985; Dauphas et al., 2017). Willbold et al. (2015) suggested the addition of ascorbic acid in 

the eluent(s) to avoid resin overloading and to optimize separation. However, such a procedure 

would reduce Fe3+ to Fe2+, making the complete retention of Fe impossible. 

 

5.5 Chemistry  

The chemical Cu and Fe separation procedure for sulphides described in this section is 

based on the Cu and Fe ion exchange chemistry outlined by Maréchal et al. (1999) and Sossi et 

al. (2015). Changes were implemented to adapt to the sample types specific to Phalaborwa and 

to optimize the procedure for increasing element adsorption on the resin due to the presence of 

significant amounts of both Cu and Fe in the samples.  

 

5.5.1 Material  

The sample processing was performed entirely in the WIGL (Wits Isotope Geoscience 

Lab) facility at the University of the Witwatersrand. Laminar flow class 100 hoods were utilized 

for sample digestion and evaporation, whereas a laminar flow class 10 hood exclusively 

dedicated for the Cu-Fe separation was used for the ion exchange chromatography. The reagents 

used during the chemical separation procedure were produced from double distilled Merck® 

HCl, HF and HNO3 diluted with 18.2 Mɋ cm-1 MilliQ H 2O. Dissolution was performed in 

dedicated 15 mL perfluoroalkoxy-alkane (PFA) Savillex® closed beakers to avoid any potential 

cross contamination with other sample types. 25 mL capacity PFA Savillex® open beakers were 

used for fraction collection during the ion exchange chromatography. BioRad® 0.8 x 4 polyprep 

columns were selected for the chromatography. Eluents containing H2O2 were prepared only a 

few hours prior to ion exchange chromatography due to the instability of H2O2 in solution. 

Pipette tips, centrifuge tubes, as well as chromatography columns, were washed with 5% 

HNO3. The PFA vessel was refluxed with 6 mol L-1 HNO3, and subsequently cleaned in PFA 

jars with successive batches of soapy MilliQ H2O and 50% HNO3 at 100°C for 48 and 72h, 

respectively. 
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The standard used for Fe measurements was IRMM-524b, prepared in the WIGL. A 

suitable piece of IRMM-524b wire was dissolved in concentrated HNO3 and the resulting 

solution diluted to reach a 2% HNO3 concentration at 100 ppm. The standard IRMM-524b was 

subsequently normalized to IRMM-014 during measurement result processing (Dauphas et al., 

2017). The Cu standard used for the measurements was NIST SRM-976 in a 2% HNO3 solution. 

Copper NIST SRM-976 was prepared according to the same method as for IRMM-524b, but 

diluted to 10 ppm in 2% HNO3. 

 

5.5.2 Dissolution 

The samples were digested in sulphide-dedicated 15 mL Savillex® PFA closed beakers 

with a 12 mL mixture of 1HCl:0.5HF:0.2HNO3, with concentrations of 10 mol L-1, 23 mol L-1, 

12.5 mol L-1, respectively (Sossi et al., 2015). The beakers were left for 48 hours on a hotplate 

at 130°C. The bottom of the dissolution beakers was then carefully examined to detect 

potentially undissolved material. The beakers were left an additional 36 hours if any solid 

residue was visible. The beakers were left to cool down, opened and dried down on a hotplate 

at 95°C until evaporation was complete. Every 4-6 hours, 0.5 mL of concentrated HNO3 was 

added to the mixture to avoid the formation of insoluble fluorides. In addition, HNO3 offers the 

advantage of maintaining sample oxidation. A mixture of HNO3 with HClO4 and/or H2O2 may 

also be an option to oxidize the solution. Some laboratories perform successive cycles of 

dissolution-evaporation to avoid the formation of fluorides (Dauphas et al., 2017). However, 

the addition of supplementary acid may significantly raise the procedural blank level. 

 

5.5.3 Ion exchange chromatography 

The modified chemical separation is based on the procedure published by Sossi et al. 

(2015) using 1 mL BioRad® AG1-X8 (200-400 mesh) resin with 0.8 x 4 BioRad® polyprep 

columns (Table 5.4). Minor changes were introduced to the separation procedure. In order to 

keep Fe oxidized, 0.001% of H2O2 was added to 6 mol L-1 HCl during the elution of the matrix 

and Cu (Maréchal et al., 1999). One mL of AG1-X8 (200-400 mesh) was added in the columns 

the day before the chromatography was performed. Volume loss must be taken into account as 

the resin compacts overnight and the volume is usually reduced by ~10% in this procedure. If 

necessary, the remaining space is filled up and left to settle. The resin has been successively 

washed with 10 mL of 3 mol L-1 HNO3, MilliQ H 2O, as well as washed and conditioned with 

10 mL of 6 mol L-1 HCl + 0.001% H2O2. The samples were remobilized in 1 mL 6 mol L-1 HCl 

+ 0.001% H2O2 and the beakers heated for 30 to 45 min at 35°C to ensure optimal uptake. The 
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beakers were left to cool down, and the samples loaded on the resin once the 10 mL of 6 mol 

L-1 HCl + 0.001% H2O2 for resin cleaning and conditioning was eluted (Table 5.4). The matrix 

was then eluted by 5 mL 6 mol L-1 HCl + 0.001% H2O2 (Fig. 5.1, Table 5.4). After elution of 

the matrix, 2 x 7 mL of 6 mol L-1 HCl were successively added to elute the Cu fraction, followed 

by the addition of 2 x 4 plus 1 mL of 0.5 mol L-1 HCl for the elution of Fe in the same beaker 

as Cu in preparation for a second chromatographic pass. Zinc was then eluted in the waste with 

5 mL 3 mol L-1 HNO3. 

The collected Cu and Fe fractions were then dried down and remobilized with 1 mL 6 

mol L-1 HCl + 0.001% H2O2. The ion exchange chromatography procedure described above 

was repeated once for further purification (Savage et al., 2015; Dauphas et al., 2017). Copper 

and Fe fractions were collected separately during the second stage. The Cu and Fe fractions 

were then evaporated, dissolved in 1 mL 12.5 mol L-1 HNO3 + 0.001% H2O2 to remove eventual 

organic material from the resin and to ensure the total removal of Cl, which may cause 

interference during the measurements. Fractions were then dried down and taken up into 1 mL 

of 2% HNO3 for Cu and 0.2% HNO3 for Fe fractions from which the appropriate dilution was 

performed for the MC-ICP-MS measurements.  



75 

 

Table 5.4: Ion exchange chromatography procedure implemented for Cu and Fe separation from sulphides. Procedure 
modified from Maréchal et al. (1999) and Sossi et al. (2015). 

Step Eluent Volume 

   
Cleaning HNO3 3 mol L-1 10 mL 
 MilliQ H2O 10 mL 
   
Cleaning and conditioning HCl 6 mol L-1 + 0.001% H2O2 10 mL 
   
Sample loading HCl 6 mol L-1 + 0.001% H2O2 1 mL 
   
Matrix elution HCl 6 mol L-1 + 0.001% H2O2 5 mL 
   
Cu elution HCl 6 mol L-1 + 0.001% H2O2 7 mL 
 HCl 6 mol L-1 + 0.001% H2O2 7 mL 
   
Fe elution HCl 0.5 mol L-1 4 mL 
 HCl 0.5 mol L-1 4 mL 
 HCl 0.5 mol L-1 1 mL 
   
Zn elution HNO3 3 mol L-1 5 mL 
   

 

 

Figure 5.1: Elution curve for the ion exchange chromatography procedure described in Table. 5.4 for Cu and Fe separation. 
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5.6 Measurements 

5.6.1 Copper 

Copper fractions were diluted to 1 ppm mL-1 and measured using the MC-ICP-MS 

instrument at the University of Johannesburg. Fractions were measured on a Nu Plasma II 

instrument using wet plasma set-up equipped with a self-aspirating Expansion MicroMist U-

series nebulizer with an uptake rate of 200 µL min-1. The nebulizer was coupled to a Peltier 

Glass Expansion Twister Spray Chamber cooled at 7°C. Cup configuration is described in Table 

5.5, with a mass separation of 0.5 amu. 

Table 5.5: Cup configuration of Nu Plasma II MC-ICP-MS for Cu measurements. 

Cup L6 L5 L4 L3 L2 L1 Ax H1 H2 H3 H4 H5 H6 

  60Ni    62Ni  63Cu  64Ni + 64Zn  65Cu 66Zn 

 

All measurements were performed in low resolution mode with a sensitivity of 14 V ppm-

1 mL-1. Detailed device parameters are described in Table 5.6. Copper fractions must be Na-

free for measurements due to potential 23Na40Ar+ and 25Na40Ar+ interferences. 

Table 5.6: Characteristics of Nu Plasma II and Thermo Scientific Neptune Plus MC-ICP-MS for measurements of Cu and Fe, 
respectively. 

Device Nu Plasma II 
Thermo Scientific Neptune 
Plus 

   
RF Power 1300 W 1200 W 
Acceleration voltage 6000 V -2000 V 
Sampler cone 1.15 mm Ø , Ni Jet 1.1 mm Ø , Ni  
Skimmer cones 0.6 mm Ø H-type 0.8 mm Ø, Ni 
   
Coolant Ar gas flow 13 L m-1 12.5 L m-1 
Auxiliary Ar gas flow 0.8 L m-1 0.7-1 L m-1 

Nebulizer 200 µL min-1 200 µL min-1 
Analyte solution 2% HNO3 0.2% HNO3 
Sample uptake time 60 s 130 s 
Wash time 400 s 300 s 
   
Cycles per analysis 40 40 
Blocks per analysis 1 1 
Integration time per cycle 10 s 4.194 s 
   

 

The mass bias was corrected using the SSB technique and by doping the sample with 1 

ppm mL-1 Ni (Inorganic VenturesÊ single solution). The exponential law was used for the 

correction of 65Cu/63Cu by 62Ni/60Ni. Nickel is particularly useful as a doping element due to its 

different ionization behaviour compared to Cu. Measurements of Cu isotopes with the MC-

ICP-MS must be corrected by element doping by exponential law according to the following 

equation: 
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             (5.12) 

with ɓ the mass independent fractionation factor defined as: 

‍ ὰὲ Ⱦὰὲ                (5.13) 

The Cu isotopic ratios in the sample are normalized by the average of the Cu isotopic 

ratios of the bracketing NIST SRM-976 standards according to the following formula: 
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with Standard 1 the bracketing NIST SRM-976 measurement before, and Standard 2 the 

bracketing NIST SRM-976 measurement after the measurement of the sample. 

 

5.6.2 Iron  

Iron isotopes are difficult  to measure due to presence of 14N40Ar+, 16O40Ar+ and 

1H16O40Ar+ interferences overlapping with the Fe peaks. Peaks are almost superposed and 

measurements have to be done on a narrow shoulder of the Fe peaks (Dauphas et al., 2017). 

Iron fractions were measured with a Thermo Scientific Neptune Plus at the CNRS-Ecole 

Normale Supérieure de Lyon in France. The Thermo Scientific Neptune Plus instrument was 

used in medium resolution and wet plasma. Technical details concerning the device set up are 

given in Table 5.6. The Fe fractions were diluted to 1 ppm mL-1. The masses 54Fe, 56Fe, 57Fe, 

58Ni and 62Ni were measured simultaneously. The resolution was 15 V.ppm-1 mL-1 with a 

progressive drift to 11 V ppm-1 mL-1 at the end of the measurement session (about. 56 h). 

Quality control of the results is given by a three-isotope correlation graph in Fig. 5.2. 

As with Cu, the SSB technique was used to correct mass bias, combined with a Ni spike 

(Poitrasson and Freydier, 2005). One single sample was measured between each standard. 

Correction of the Fe isotopic ratios by Ni doping was done using the exponential mass 

fractionation law as follows: 



78 

 

             (5.15) 

with ɓ the mass independent fractionation factor defined as: 

‍ ὰὲ Ⱦὰὲ              (5.16) 

 

 

Figure 5.2: Three Fe isotopes correlation graph for measurement quality control. 

 

Isotopic variations relative to the bracketing standard IRMM-014, known to have the 

same isotopic composition as chondrite (Craddock and Dauphas, 2011), are reported according 

to the following equation: 
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5.6.3 Optimization 

Various Cu solution concentrations were tested to optimize the signal stability (100 ppb, 

150 ppb, 300 ppb and 1 ppm). Measurements show that a concentration of 1 ppm resulted in an 

optimal signal stability without saturating the Faraday cups (empiric limit at 20 V ppm-1 mL-1). 

Measurements with a sample concentration below 1 ppm did not produce satisfactory results. 

Iron isotopic measurements on the Thermo Scientific Neptune Plus revealed that the Ni 

doping of the fractions is inefficient for this study. It produces instability during the 

measurements, resulting in a higher error than for the uncorrected Fe isotopic ratios. The 

absence of elements other than Cu and Fe in the sulphides precludes any potential matrix effect. 

Furthermore, since the IEC has been performed twice to ensure high purity of the fraction, no 

element other than Fe and Cu has been detected in the standards using mass scan. Therefore, 

the uncorrected Fe isotopic ratios have been used for processing and interpretation. 

 

5.7 Conclusions 

Two different in-situ sampling techniques were tested: laser microtomy and drilling. The 

laser-based sampling method tested on a thin section proved to be inconvenient, as it requires 

a dedicated laser facility, as well as the transportation of the sample from the laser room to the 

chemistry laboratory, and the resin used for the thin section is especially challenging to handle. 

The drilling technique is significantly more convenient as it can be implemented directly in the 

chemistry laboratory, as long as all the exposed metal surfaces are protected against 

contamination and the drilling done in a dedicated room. Drilling can be carried out on a simple 

polished mount (Fig. 5.3). The powder obtained by drilling is easier to handle than a 

micrometer-sized piece of thin section. Therefore, drilling is preferred to laser cutting. 

The isotope separation procedure preferred for sulphide processing is based on the 

method developed by Sossi et al. (2015) due to the use of the AG1-X8 resin. This resin is the 

most suitable medium due to its propensity to preferentially adsorb the elements of interest in 

this study (Table 5.3). However, in contrast to the original method, H2O2 was used during resin 

conditioning, sample loading as well as matrix and Cu elution to maintain Fe in an oxidized 

state (Fig. 5.1, Table 5.4). It was also observed that one chromatographic separation is not 

sufficient to obtain a satisfactory purity of the fractions and that a second is necessary. The 

fraction purity obtained after two chromatographic runs make the addition of a Ni spike 

unnecessary and even counterproductive, since it resulted in signal instability during the Fe 

measurements. 
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Figure 5.3: Summary of the procedure, from sampling to measurement, for sulphide Cu and Fe isotopic ratio determination. 

 

The measurement of samples obtained exclusively by micro-drilling may not be able to 

detect the presence, or absence, of large-scale isotopic fractionation processes. It is therefore 

necessary for characterization of ore deposits by isotope ratio analysis to use these two sample 

types to obtain a comprehensive overview of all the chemical and physical processes involved 

in the development of mineralization. 

  














































































































































































































































































